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00- Technical data 


1 Identification 

(ARL006564; Edition 09.2019) 

> “1.1 Engine number/engine data”, page 1 

1.1 Engine number/engine data 


Engine number 


* The engine number (“engine code" and "serial number") can 
be found at the joint between engine and gearbox -arrow-. 


* There is also a sticker on the timing chain cover (top) showing 
the engine code and the serial number. 


* In addition, the engine code is listed on the vehicle data stick- 
ers. 


Engine data 


* For allocation of engine code, refer to > Technical data for 
petrol engines; Rep. gr. 00 ; Overview of engines . 


/ A 


/ 
A10-11012 
É EZ 
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2 Safety precautions 
2 "2.1 Safety precautions when working on the fuel supply sys- 
tem", page 2 


> "2.2 Safety precautions when working ón-vehicles with Start/ 
stop system", page 2 


=> "2.3 Safety precautions when using testers and measuring in- 
struments during a road test", page 3 


2 "2.4 Safety precautions when working on the cooling system", 


> "2.6 Safety precautions when working on the ignition system", 


Safety precautions when working on the fuel supply system 
Risk of injury - fuel system operates under high pressure 


The fuel system is pressurised. There is a risk of injury as fuel 
may spray out. 


Before opening the fuel system: 
— Puton safety goggles. 
— Puton protective gloves. 


- Release pressure (wrap a clean cloth around connection and 
open connection carefully). 


Risk of fire due to escaping fuel 


If the battery is connected, the door contact switch activates the 
fuel pump when the driver's door is opened. Escaping fuel may 
ignite, causing a fire. 


— Before opening the fuel system, disconnect power supply to 
fuel pump. 


PT 


2.2 Safety precautions when working on vehicles with start/stop system 
Risk of injury - engine may start unexpectedly 


The engine can start unexpectedly if the vehicle's start/stop sys- 
tem is activated. A message in the instrument cluster indicates 
whether the start/stop system is activated. 


— To deactivate the start/stop system, switch off the ignition. 
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2.3 Safety precautions when using testers and measuring instruments during 
a road test 
Risk of injury if test equipment is not secured 


If an accident occurs and the front passenger's airbag is triggered, 
test equipment which is not secured adequately may be catapul- 
ted through the vehicle with potentially serious consequences. 


— Secure test equipment on the-rear seat with a strap: 


Or: 
— Have a second mechanic operate test equipment on the rear 
seat. 
24 Safety precautions when working on the cooling system 


Risk of scalding as hot coolant can escape 


The cooling system is under pressure when the power unit is hot. 
Risk of scalding due to hot steam and hot coolant. 


— Puton protective gloves. 
— Puton safety goggles. 


— Cover filler cap on expansion tank with a cloth and open care- 
fully to release pressure. 


2.5 Safety precautions when working on the exhaust system 


Risk of damage to flexible joint 


The flexible joint can be damaged or develop leaks if it is handled 
incorrectly. 


— Do not bend flexible joint more than 10°. 


— Install flexible joint so that it is not under tension. 


Risk of injury caused by components of the exhaust system 


Danger of injury to hands and other parts of the body due to hot 
or sharp parts of the exhaust system. 


— Allow exhaust system to cool down. 


— Puton protective gloves. 


2.6 Safety precautions when working on the ignition system 


Risk of injury due to electric shock 


When the engine is running, there are high voltage levels in the 
ignition system. There is a risk of electric shock when touching 
the ignition system! 
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— Never touch or disconnect ignition wiring when the engine is 
running or being turned at cranking speed. 


PT 


Risk of damage to components 


Washing the engine or connecting/disconnecting electrical wiring 
may result in components being damaged if the engine is running. 


- Switch off ignition before connecting/disconnecting electrical 
wiring. 


— Switch off ignition before cleaning engine. 


2.7 Safety precautions when working on the subframe 
Risk of damage to components 


Lowering the vehicle onto its wheels can damage components if 
the assembly mountings, steering rack or subframe cross brace 
are not properly fitted. 


— Never lower vehicle onto its wheels with suspension compo- 
nents unfastened or detached. 


— Never support weight of vehicle on subframe or subframe 
cross brace with suspension components unfastened or de- 
tached. 
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3 Repair instructions 


> “3.1 Rules for cleanliness", page 5 

> “3.2 Foreign particles in engine". page. 5 

> “3.3 Contact corrosion” , page 5 

> "3.4 Routing-and attachment of pipes; hoses,and wiring’; page 


=> “3.5 Installing radiators and condensers”, page 6 
> “3.6 Nuts, bolts", page 6 

> “3.7 Identification plates", page 6 

2 “3.8 Use of impact wrenches”, page 7 

3.1 Rules for cleanliness 


Even small quantities of dirt can lead to defects. For this reason, 
please observe the following rules when working on the fuel sup- 
ply system, turbocharger and injection system: 


* Carefully clean connection points and the surrounding area 
with engine cleaner or brake cleaner and dry thoroughly before 
opening. 


* Immediately seal open lines and connections with clean plugs, 
for example from engine bung set - VAS 6122- . 


* Place removed parts on a clean surface and cover them. Use 
only lint-free cloths. 


* Carefully cover or seal open components if repairs cannot be 
carried out immediately. 


* Only install clean components; replacement parts should only 
be unpacked immediately prior to installation. Do not use parts 
that have not been stored in their packing (e.g. in tool boxes 
etc.). 


* When the system is open, do not work with compressed air 
and do not move the vehicle. 


* Make sure that no fuel runs onto the fuel hoses. Should this 
occur, the fuel hoses must be cleaned again immediately. 


* Protect unplugged electrical connectors against dirt and mois- 
ture and make sure connections are dry when attaching. 


3.2 Foreign particles in engine 


* When performing assembly work on the engine, all open pas- 
sages in the intake and exhaust systems must be sealed with 
suitable plugs (e.g. from engine bung set - VAS 6122- ) to 
prevent foreign particles from entering the engine. 


+ Ifthe turbocharger has suffered mechanical damage 
2 page 190 


3.9 Contact corrosion 


Contact corrosion can occur if unsuitable fasteners are used (e.g. 
bolts, nuts, washers, etc.). 


For this reason, only fasteners with a special surface coating are 
fitted. 


Additionally, all rubber and plastic parts and all adhesives are 
made of non-conductive materials. 
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Always install new parts if you are not sure whether used parts 
can be re-fitted > Electronic parts catalogue . 


Please note: 


* We recommend using only genuine replacement parts; these 
have been tested and are compatible with aluminium. 


* We recommend using Audi Genuine Accessories. 


* Damage caused by contact corrosion is not covered by war- 
ranty. 


3.4 Routing and attachment of pipes, hoses 
and wiring 


* Mark fuel lines, hydraulic lines, vacuum lines, lines for activa- 
ted charcoal filter and electrical wiring etc. before removal so 
they can be re-installed in the original positions and correctly 
connected. Make sketches or take photographs if necessary. 


* Because of the limited space in the engine compartment, it is 
important to ensure that there is adequate clearance to any 
moving or hot components to avoid damage to lines and wir- 


ing. 
3.5 Installing radiators and condensers 


Even when the radiator, condenser and charge air cooler are cor- 
rectly installed, slight impressions may be visible on the fins of 
these components. This does not mean that the components are 
damaged. If the fins are only very slightly distorted, this does not 
justify renewal of the radiator, condenser or charge air cooler. 


3.6 Nuts, bolts 


* Loosen bolts in reverse sequence to specified tightening se- 
quence. 


$ Bolts and nuts used to secure covers and housings must be 
tightened in steps according to the specified tightening se- 
quence and. method. 


* Bolts and nuts which secure covers and housings should be 
loosened and tightened in diagonal sequence and in stages if 
no tightening sequence is specified. 


* Always renew self-locking bolts and nuts. 


* Unless otherwise specified, use a wire brush to clean the 
threads of bolts which are secured with locking fluid. Then in- 
stall bolts with locking fluid; for locking fluid refer to > Elec- 
tronic parts catalogue . 


* Threaded holes which take self-locking bolts or bolts coated 
with locking fluid must be cleaned using a thread tap or similar. 
Otherwise there is a danger of the bolts shearing off the next 
time they are removed. 


* Mis tightening torques stated apply to non-oiled nuts and 
olts. 


3.7 Identification plates 


When renewing vehicle components, the identification plates on 
the old parts that have a replacement part number (see > Elec- 
tronic parts catalogue ) must be attached to the new parts due to 
approval regulations. 
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3.8 Use of impact wrenches 


In general, it is permitted.to.use animpactwrench to unscrew 

bolts and nuts. An exception to this is when work is performed 
inside an open high-voltage battery. For this work, it is not per- 
mitted to use an impact wrench: 


An impact wrench may be used to screw in bolts and nuts when 
performing repair work if the following requirements are observed. 
In general, electric and-compressed-air impact wrenches should 
be used. 


Requirements: 


* Only screw in bolts with locking fluid or self-locking nuts at low 
speed. 


* Use a suitable impact wrench with variable speed and adjust- 
able torque range. 


* Use suitable bits when vy in the vicinity of sensitive sur- 
faces, e.g. plastic-coated bits for aluminium rims. 


* When working in the vicinity of natural gas systems, observe 
the information in the Workshop Manual "Natural gas engines 
- General information". 


Use: 
* Fit bolts/nuts by hand. 


* Onlyusean impact wrench to screw in bolts/nuts until the head 
ofthe bolt/nut makes contact and then continue tightening with 
a torque wrench. 


* Clean threaded pins before unscrewing the bolt/nut. 
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10- Removing and installing engine 


1 Removing and installing engine 


> “1.1 Removing engine", page 8 


> “h2Securing engine to engine-and gearbox support"; 
page 8 


2 "1.3 Installing engine", page 9 
1.1 Removing engine 


All procedures are described in > 4-cylinder direct injection en- 
gine (1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 10 ; Removing and 
installing engine; Removing engine . 


1.2 Securing engine to engine and gearbox 
support 


Special tools and workshop equipment required 


* Engine and gearbox support - VAS 6095A- 
VAS 6095A 


W00-11709 


Procedure 
VAS 6100 


Engine attached to workshop hoist - VAS 6100- using lifting 
tackle - 2024A- 


* To adjust to the centre of gravity of the assembly, the perfo- 
rated rails of the support hooks must be positioned as shown. 


Risk of injury if engine drops when it is lifted. 
Danger of trapping or crushing parts of the body. 


— The support hooks and retaining pins on the lifting tackle 
must be secured with locking pins. 


— Remove drive plate > page 30 . 


T i 
T { e 


2 


+ 
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— Secure engine to engine and gearbox support - VAS 6095A- 
using universal support - VAS 6095/1- . 


Tightening torque 


Component — Mm | 
Bolts/nuts M6 | 10 | 


Me] 20 | 


Attaching 
Assembly is performed in reverse sequence; note the following: 


— Install drive plate > page 30. 


1.3 Installing engine 


All procedures are described in > 4-cylinder direct injection en- 
gine Reg 2.0 Itr. 4-valve TFSI); Rep. gr. 10 ; Removing and 
installing engine; Installing engine . 
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2 Assembly mountings 
All procedures and components are described in >. 4-cylinder 


direct injection engine (1.8, 2:0 Itr. 4-valve TFSI); Rep: gr.- 10 ; 
Assembly mountings .. 
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3 Engine cover panel 

=> “3.1 Removing and installing engine cover panel", page 11 

3.1 Removing and installing engine cover 
panel 

Removing (version 1) 

— Carefully pull off engine cover panel -arrows-. 


= A10-10719 
P TE 


Removing (version 2) 


— Carefully pull engine cover panel off ball studs one after an- 
other -arrows-. Do not jerk engine cover panel away, and do 
not try to pull on one side only. 


Removing (version 3) | sec by AUDI AG. AUDI AG doe: ' Of 
~ 'Carefully pull off engine cover panel -arrows-. © | 
Installing 


— To avoid damage, do not strike the engine cover panel with 
your fist or with any kind of tool. 


— When fitting engine cover panel, take care not to damage oil 
filler neck. 


&; 
g 7 ( 
E 


la. 
— First press engine cover panel onto rear ball studs and then e ML aW Sent 


onto front ball studs with both hands. . apum nos i am v Ri y 
i oom - vi 
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13- Crankshaft group 
1 Cylinder block (pulley end) 


> "1.1 Exploded view - cylinder block (pulley end)”, page 12 


> “1.2 Removing and installing poly V-belt”, page 18 


> “1.3 Removing and installing tensioner for poly V-belt”, 
page 20 


=> “1.4 Removing and installing vibration damper”, page 21 


> “1.5 Removing andsinStalling bracket-for'ancillaries", 
page 27 


1.1 Exploded view - cylinder block (pulley 
end) 


> “1.1.1 Exploded view - cylinder block (pulley end), vehicles with 
hydraulic power steering", page 12 


=> “1.1.2 Exploded view - cylinder block (pulley end), vehicles with 
electromechanical power steering", page 15 


> "1.1.3 Exploded view - cylinder block (pulley end), vehicles with 
hybrid drive", page 17 


1.1.1 Exploded view - cylinder block (pulley end), vehicles with hydraulic power 
steering 
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1 - Poly V-belt 
Q Check for wear 
QO Do not kink 


Q Before removing, mark 
direction of rotation:with 
chalk or felt-tip pen 

Q Removing and installing 
> page 18 

Q Routing of poly V-belt 
> page 14 

Q When installing, make 
sure itis properly seated 
on pulleys. 


2 - Idler roller 
QO 20Nm 


3 - Bolt 
QO Renew after removing 


ū Use counterhold tool - 
T10355- when loosen- 
ing and tightening 


Q Lubricate O-ring with 
engine oil 
Q 150 Nm +90° 


4 - O-ring 


Q Not available as re- 
placement part; sup- 
plied together with bolt 


> Item 3 (page 13) 
5 - Vibration damper 
Q With poly V-belt pulley 


Q Removing and installing 16 [413-10638 | 
2 page 21 
6 - Bolt 
QO 40Nm 


7 - Tensioner for poly V-belt 

Q Pivot with wrench to slacken poly V-belt 

Q Lock using locking tool - T40098- 

QO) Removing and installing ^ page 20 
8 - Bracket for ancillaries 

Q With oil filter and engine oil cooler 

Q Removing and installing bracket for ancillaries 

> “1.5 Removing and installing bracket for ancillaries”, page 27 

QO) Removing and installing engine oil cooler > page 161 
9 - Alternator 

QO) Removing and installing > Electrical system; Rep. gr. 27 ; Alternator; Removing and installing alternator 
10 - Bolt 

Q Tightening torque > Electrical system; Rep. gr. 27 ; Alternator; Exploded view - alternator 
11 - Bolt 

Q Tightening sequence > page 14 
12 - Bolt 


Q Tightening torque > Running gear, axles, steering; Rep. gr. 48 ; Hydraulic power steering; Exploded 
view - power steering pump 
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13 - Sleeve 


14 - Power steering pump 


Q Removing and installing > Running gear, axles, steering; Rep. gr. 48 ; Hydraulic power steering; Re- 
moving and installing power steering pump 


15 - Air conditioner compressor 
Q Do not unscrew or disconnect refrigerant hoses or pipes 


Q Removing and installing 2 Heating, air conditioning; Rep. gr. 87 ; Air conditioner compressor; Detaching 
and attaching air conditioner compressor at bracket 


16 - Bolt 


Q Tignttging. torque = Heating, air conditioning; Rep. gr. 87 ; Air conditioner compressor; Exploded view 
- air conditionemcompressonmdrive unit 


17 - Dowel sleeve 
Q For air conditioner compressor 
QO 2x 


18 - Bolt 


Q) Tightening torque > Running gear, axles, steering; Rep. gr. 48 ; Hydraulic power steering; Exploded 
view - power steering pump 


Routing of poly V-belt 

1- Vibration damper 

2- Idler roller 

3- Poly V-belt tensioner 

4- Alternator 

5- Power steering pump 

6- Air conditioner compressor 


Tightening sequence on bracket for ancillaries 


* After removing, renew bolts tightened with specified tightening 
angle. 


— Fit bracket for ancillaries (first tighten bolt -4-). 


— Tighten bolts in stages in the sequence shown: 


peel e | Tightening torques/angle specifica- 
tion 


M. E wA 1] Screw in by hand until contact is made 


2^ | de J20Nm — —  — —— | 
3. [| -1.5  jTum90*futhe — — 
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1.1.2 Exploded view - cylinder block (pulley end), vehicles with electromechanical 


power steering 


1 - Poly V-belt 
OY Check for wear 
Q Do not kink 


LU) Before removing, mark 
direction of rotation with 
chalk or felt-tip pen 


Q Removing and installing 
=> page 19 
Q Routing of poly V-belt 
2 page 16 
Q When installing, make 
sure itis properly seated 
on pulleys. 
2 - Tensioner for poly V-belt 


Q Pivot with wrench to 
slacken poly V-belt 


Q Lock in position with 
locking pin --T10060.A- . 


Q Removing and installing 
> page 21 
3 - Bolt 
Q Renew after removing 
QO 8Nm -*45* 


4 - Bolt 
Q Renew after removing 


Q Use counterhold tool - 
T10355- when loosen- 
ing and tightening 


Q Lubricate O-ring with 
engine oil 


Q 150 Nm +90° 
5 - O-ring 


Q Not available as replacement part; supplied together with bolt > Item 4 (page 15) 


6 - Vibration damper 
QO With poly V-belt pulley 
Q Removing and installing > page 21 
7 - Bracket for ancillaries 
Q With oil filter and engine oil cooler 
Q Removing and installing bracket for ancillaries > page 27 
Q Removing and installing engine oil cooler > page 161 
8 - Gasket 
Q Renew after removing 
9 - Bolt 
Q Tightening torque and sequence > page 16 


10 - Bolt 


QO Tightening torque > Electrical system; Rep. gr. 27 ; Alternator; Exploded view - alternator 
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11 - Alternator 
Q Removing and installing > Electrical system; Rep. gr. 27 ; Alternator; Removing and installing alternator 


12 - Dowel sleeves 
QO For air conditioner compressor 


13 - Air conditioner compressor 
Q Do not unscrew or disconnect refrigerant hoses or pipes 


Q Removing and installing 2 Heating, air conditioning; Rep. gr. 87 ; Air conditioner compressor; Detaching 
and attaching air conditioner compressor at bracket 


14 - Bolt 


Q) Tightening torque = Heating, air conditioning; Rep. gr. 87 ; Air conditioner compressor; Exploded view 
- air conditioner compressor drive unit 


Routing of poly V-belt 

1- Vibration damper 

2- Tensioner for poly V-belt 
3- Alternator 

4- Air conditioner compressor 


Bracket for ancillaries - - tightening torque and tightening sequence 
| 
* After removing, renew bolts tightened with specifi ed tightening 


angle. 
— Fit bracket for ancillaries (first tighten bolt -4-). 


— Tighten bolts in stages in the sequence shown: 


| mm pa Tightening torques/angle specifica- 
tion 


ao i a1..5 Screw in by hand until contact is made 


2. | -.5 f20N|m —. ë 
3. | -1..5-  |Tum 90° further 


1 6 Rep. gr.13 - Crankshaft group 


Audi A4 2008 > , Audi A5 Cabriolet 2009 > , Audi A5 Coupé 2008 > , Audi ... 
Servicing 4-cylinder engine, 1.8 Itr., 2.0 Itr. 4-valve TFSI (EA 888, Gen. Il) - Edition 09.2019 


1.1.3 Exploded view - cylinder block (pulley end), vehicles with hybrid drive 


1 - Bolt 
Q Renew after removing 
Q Lubricate O-ring with oil 
Q 150 Nm + 90° 


2 - O-ring 


Q Not available as re- 
placement part;.sup- 
plied together with bolt 


3 - Vibration damper 
Q With poly V-belt pulley 
Q Removing and installing 
> page 21 


4 - Bracket for ancillaries 


Q With oil filter and engine 
oil cooler 

Q Removing and installing 
bracket for ancillaries 
=> page 27 

Q Removing and installing 
engine oil cooler 
=> page 161 


5 - Bolts 
Q Renew after removing 


Q Tightening torque and 
sequence = page 18 


6 - Electrical air conditioner 
compressor - V470- 


Q Removing and installing 
> Heating, air condi- 
tioning; Rep. gr. 87 ; Air 
conditioner compressor; 7 
Detaching and attach- 
ing air conditioner com- 
pressor at bracket 


7 - Bolts for electrical air conditioner compressor - V470- 
Q Note different bolt lengths 


Q Tightening torque > Heating, air conditioning; Rep. gr. 87 ; Air conditioner compressor; Exploded view 
- air conditioner compressor drive unit 
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Tightening sequence on bracket for ancillaries 


* After removing, renew bolts tightened with specified tightening 
angle. 


— Fit bracket for ancillaries (first tighten bolt -4-). 
— Tighten bolts in stages in the sequence shown: 


pep one Deeper] Tightening torques/angle specifica- 
tion 


4. [| 4.5  |[Screwinbyhanduntilcontactis made| Screw in by hand until contact is made 


2 | 1...5 
3. |  -1..5 [Tum 90° further — 


1.2 Removing and installing poly V-belt 


2 1.2.1. Removing and installing poly V-belt - vehicles with hy- 
draulic power steering", page 18 


> “1.2.2 Removing and installing poly V-belt - vehicles with elec- 
TEE power:steering^; page19 


1.2.1 Removing and installing poly V-belt - ve- 
hicles with hydraulic power steering 


Special tools and workshop equipment required 
* Locking tool - T40098- 


Removing 


Risk of injury as the radiator fan may start up automatically. 


— When working in the vicinity of the radiator, keep a safe dis- 
tance from the radiator fan. 
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Risk of irreparable damage due to running a used belt in the 
opposite direction when it is refitted. 


- Mark running direction before removing. 
— Pay attention to running direction when reinstalling. 


— To slacken poly V-belt turn tensioner in direction of -arrow-. 

— Lock tensioner with locking tool - T40098- . 

— Take off poly V-belt. 

Installing 

Installation is carried out in reverse order; note the following: 

— Fit poly V-belt > page 14. 

— Turn tensioner in direction of -arrow- and remove locking tool 
- T40098- . 

— Release tensioner. 

— Check that poly V-belt is properly seated. 

— Start engine and check that poly V-belt runs properly. 


P 
»- 


D 4 — n 
"nA cs: is 
E Moi 
"M | A13-10637 


1:22[.2— “Removing and installing poly V-belt - ve- 
hicles with electromechanical power 
steering 

Special tools and workshop equipment required 


* Locking pin - T10060 A- 
T10060 A 


WO0-11211 


Removing 


Risk of injury as the radiator fan may start up automatically. 


— When working in the vicinity of the radiator, keep a safe dis- 
tance from the radiator fan. 
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LO norice 


Risk of irreparable damage due to running a used belt in the 
opposite direction when it is refitted. 


— Mark running direction before removing. 
— Pay attention to running direction when reinstalling. 


— To slacken poly V-b 
— Lock tensioner with lc 
— Take off poly V-belt. 

Installing Protectec yright. Copying for pi 


Installation is carried outin reverse order; note the following: 

— Fit poly V-belt > page 16 ¢spec' 

— Turn tensioner clockwise slightly -arrow- and pull out locking 
pin - T10060A- . 

- Release tensioner. aw T1 

- Check that poly V-belt is properly seated. » M E 

— Start engine and check that poly V-belt runs properly. E | S 


1.3 Removing and installing tensioner for 
poly V-belt 


> “1.3.1 Removing and installing tensioner for poly V-belt - vehi- 
cles with hydraulic power steering”, page 20 


=> “1.3.2 Removing and installing tensioner for poly V-belt - vehi- 

cles with electromechanical power steering”, page 21 

1.3.1 Removing and installing tensioner for 
poly V-belt - vehicles with hydraulic pow- 
er steering 


Removing 


— Detach poly V-belt from tensioner 
> “1.2.1 Removing and installing poly V-belt - vehicles with 
hydraulic power steering", page 18 . 


- Remove bolt -1- and take off tensioner for poly V-belt from 
bracket for ancillaries. 


Installing 
Installation is carried out in the reverse order; note the following: 


— Install poly V-belt 


> “1.2.1 Removing and installing poly V-belt - vehicles with 
hydraulic power steering", page 18 . 


Tightening torques 


€ = "1.1.1 Exploded view - cylinder block (pulley end), vehicles 
with hydraulic power steering", page 12 


YZ 
eas = sey 
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1.3.2 Removing and installing tensioner for 
poly V-belt - vehicles with electrome- 
chanical power steering 

Removing 


— Detach poly V-belt from tensioner 


> "1.2.2 Removing and installing poly V-belt - vehicles with 

TN TTE power steering", page 19. 

— Remove bolts -arrows- and take off tensioner -1- for poly V- 
belt from bracket for ancillaries. 

Installing 

Installation is carried out in reverse order; note the following: 


- NC poly V-belt 


Tightening torques 
€ "1.1.2 Exploded view - cylinder block (pulley, end), vehicles 
with with^electromechanical power steering"; page 15 


1.4 Removing and installing vibration damp- 
er 


Special tools and workshop equipment required 
* Counterhold tool - T10355- 


* Assembly tool - T10531- 


W00-11517 
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* Wrench, 21 mm - T40263- 


* Adapter - T40314- 


* Open end spanner insert, AF 24 
Components of assembly tool - T10531- : 
* Support - T10531/1- 

* Clamping pin - T10531/2- 

* Turning-over tool - T10531/3- 

* Flange nut - T10531/4- 


* The securing bolt for the vibration damper -A- secures the vi- 
bration damper -1-, timing chain sprocket -2- and crankshaft 
-3- to each other. Before removing the securing bolt, the timing 
ade sprocket must be secured to the crankshaft as described 

elow. 


Removing 


Preparatory work may be necessary depending on model > 4- 
cylinder direct injection engine (1.8, 2.0 Itr. 4-valve TFSI); Rep. 
gr. 13 ; Cylinder block (pulley end); Removing and installing vi- 
bration damper . 
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— Vehicles without hybrid drive: Remove pulley without locking 
tensioner in place 


> "1.2 Removing and installin ly V-belt”, page 18. 


FO NOTICE 


Risk of engine damage if valve gear drive slips 
— Only turn engine in normal direction of rotation. 


— Use wrench, 21 mm - T40263- , adapter - T40314- and socket, 
24 mm to turn crankshaft in direction of engine rotation 
-arrow- until vibration damper is at “TDC” position. 


* Notch -1- on vibration damper must align with arrow marking 
-2- on cover for timing chains (bottom). 


* Marking on timing chain cover (bottom) must be in 4 o'clock 
position. 


* Donotloosen securing bolt for vibration damper by more than 
a half turn at this stage. 


— Apply.counterhold. iqola 110355- and loosen bolt for vibration 
damper by approx. 12 turn. 


- La vibration damper has been twisted out of position, correct 
TDCposition: 


— Remove bolts -arrows- for timing chain cover (bottom). 


— Apply support - T10531/1- (as illustrated) to vibration damper 
and secure hand-tight with knurled screws -arrows-. 


* Arrow marking on support - T10531/1- must point upwards. 
— Remove bolt for vibration damper completely. 


Scene a [7757] 
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Check whether turning-over tool -A- slides easily over clamps 
-B-. Turn tensioning bolt -arrow- if necessary. 


Do not turn the tensioning bolt from this stage onwards; oth- 
erwise the clamping pin - T10531/2- will get stuck when it is 
screwed into the crankshaft. 


Screw clamping pin - T10531/2- into crankshaft and hand- 
tighten with open-end spanner, 12 mm -A-. 


Hand-tighten tensioning bolt -A- to secure chain sprocket to 
crankshaft. 


Remove knurled screws -arrows-. Detach support - T10531/1- 
and vibration damper -A-. 


24 Rep. gr.13 - Crankshaft group 


If crankshaft needs to be rotated without vibration damper: 
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Fit turning-over tool - T10531/3- -item A- onto clamping pin - 
T10531/2- (pay attention to tooth-shaped profile on chain 
sprocket). 


In TDC position, flat surface of tool faces upwards. 


Tighten turning-over tool with flange nut - T10531/4- 
-item B-. 


Crankshaft can now be rotated at hexagon flats -arrow-. 


permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept ¿ | 


with respect to the correctness of information in this document. Copyright b 
Installing 


Installation is carried out in reverse order; note the following: 


— |f necessary, detach flange nut - T10531/4- -item B- and turn- 


— Fit vibration damper in TDC position (pay attention to tooth- 


Renew bolt with O-ring after removal. 


ing-over tool - T10531/3- -item A- from clamping pin - 
T10531/2- . 


QC 


shaped profile -arrow- on chain sprocket). 
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— Fitturning-over tool - T10531/3- -item A- onto clamping pin - 
T10531/2- . 


* The hexagon flats should face the vibration damper. 


- Screw flange nut - T10531/4- -item B- on while moving vibra- 
tion damper back and forth slightly to check whether vibration 
damper is seated correctly in tooth-shaped' profile. 


- Tighten flange nut until vibration damper can no longer be ro- 
tated. | 


— Apply support - T10531/1- (as illustrated) to vibration damper 
and secure hand-tight with knurled screws -arrows-. 


* Arrow marking on support - T10531/1- must point upwards. 24 T10531A 


< 


— Unscrew flange nut - T10531/4- -item A- and loosen tensioning 
bolt -B-. 


— Unscrew clamping pin - T10531/2- and remove with turning- 
over tool - T10531/3- . 


— Screw in new bolt for vibration damper with lubricated O-ring 
-1- hand-tight. 
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— Remove knurled screws -arrows- and detach support - 
T10531/1- 


—'^Apply coünterhold tool -'T 10355- and tighten boltfor vibration 


damper. 


Remaining installation steps are carried out in reverse sequence; 
note the following: 


* Renew bolts -arrows- for timing chain cover after removing. 
— Vehicles without hybrid drive: Install poly V-belt 


=> "1.2 Removing and installing poly V-belt”, page 18 . 
Additional work depending on model > 4-cylinder direct injection 
engine (1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 13 ; Cylinder block 
(pulley end); Removing and installing vibration damper 


Tightening torques 
€ "1.1 Exploded view - cylinder block (pulley end)", page 12 


* = Fig. "Timing chain cover (bottom) with 15 bolts - tightenin 


torques and tightening sequence" , page 65 
* -Fig. "Timing chain cover (bottom) with 8 bolts - tightening 


torques and tightening sequence” , page 65 


1.5 Removing and installing bracket for an- 
cillaries 
Removing 


Preparatory work may be necessary depending on model ^ 4- 
cylinder direct injection engine (1.8, 2.0 Itr. 4-valve TFSI); Rep. 
gr. 13 ; Cylinder block (pulley end); Removing and installing 
bracket for ancillaries . 


— Remove oil filter > page 153 . 
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— Place a cloth underneath bracket for ancillaries to catch any 
escaping oil. 


— Remove bolt -arrow- for dipstick guide tube. 


— Unscrew bolts -1 ... 5- and detach bracket for ancillaries from 
coolant pump housing. 


a Note 


Shape varies depending on engine version. 


Installing 
Installation is carried out in reverse order; note the following: 


* After removing, renew bolts tightened with specified tightening 
angle. 


* Renew seals and O-rings after removal. 


* Do not reuse coolant. 


— Coat new O-rings -4- with coolant additive. 
— Insert connection -2-.into-coolant.pump housing -3-. 


— Push bracket for ancillaries -1- onto connection, fit bolts and 
tighten. 


— Install oil filter > page 153. 


Additional work depending on.model —. 4-cylinder direct injection 
engine (1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 13 ; Cylinder block 
(pulley end); Removing and installing bracket for ancillaries 


Tightening torques 
€ > “1.1.1 Exploded view - cylinder block (pulley end), vehicles 
with hydraulic power steering", page 12 


€ > “1.1.2 Exploded view - cylinder block (pulley end), vehicles 
with electromechanical power steering", page 15 


€ > “1.1.3 Exploded view - cylinder block (pulley end), vehicles 
with hybrid drive", page 17 

* Dipstick guide tube 
> “1.1 Exploded view - timing chain cover”, page 64 


A19-10408 
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2 Cylinder block (gearbox end) 
=> "2.1 Exploded view - cylinder block (gearbox end)”, page 29 


> "2.2 Removing and installing drive plate", page 30 


2 "2.3 Removing and installing sealing flange (gearbox end)", 
page 32 


1 - Cylinder block 

2 .- Dowel, sleeves 

3- Sealing flange (gearbox 
end) 


Q With oil seal 

Q Renew after removing 

Q Removing and installing 
2 “2.3 Removing and in- 


stalling sealing flange 
(gearbox end)”, 


page 32 
Q Do not lubricate oil seal 
Q Before installing, re- 
move oil residue from 
crankshaft journal with a 
clean cloth 


4 - Bolt 
Q Tightening torques and 
sequence 
* Version with 6 bolts 
=> page 30 
* Version with 8 bolts 
=> page 30 
5 - Drive plate 
ü M and installing 
> page 3 


QO) A needle bearing must 
be fitted in the drive 
plate on vehicles with 
manual gearbox; install 
needle bearing if not yet 


fitted > page 37 


Q There should be no nee- 
dle bearing fitted in the drive plate on vehicles with a dual clutch/automatic gearbox; remove needle 


bearing if necessary > page 37 
6 - Bolt 
QO Renew after removing 
Q 60 Nm +90° 
7 - Needle bearing 
QO For equipment version with manual gearbox 
QO) Renewing > page 37 


8 - Intermediate plate 
QO Installing > page 30 
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Sealing flange (gearbox end) with 6 bolts - tightening torques and 
sequence 


* After removing, renew bolts tightened with specified tightening 
angle. 


— Tighten bolts in stages in the sequence shown: 


Stage | Bolts [Tightening torques | 
M. a | Screw in by hand until contact is made 


Aluminium bolts: 4 Nm 
Steel bolts: 9 Nm 
3. [| 4..86- | Aluminium bolts: Turn 45° further 


Note: 
Only 6 bolts are fitted; 2 bolt holes remain free. 


Sealing flange (gearbox end) with 8 bolts - tightening torques and 
sequence 


- Tighten bolts in stages-in the:sequence shown: 


[Stage [Bolts | [Tighteningtorques — | 


4. | -1... 8 “S| Screwinby.hand untilContact is made 


Installing intermediate plate 


— Engage intermediate plate on sealing flange -top arrow- and 
push onto dowel sleeves -bottom arrows-. 


2.2 Removing and installing drive plate 


Special tools and workshop equipment required 
* Counterhold tool - 10-201- 


W00-11683 


* Multi-point socket bit (length at least 40 mm) 
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Removing 


* Gearbox removed > Gearbox; Rep. gr. 34 ; Removing and 
installing gearbox; Removing gearbox , or > Automatic gear- 
box; Rep. gr. 37 ; Removing and installing gearbox; Removing 
gearbox 


— Insert counterhold tool - 10-201- to slacken bolts. 


(D 


Risk of damage to drive plate if an unsuitable tool is used. 


— Take care not to damage centring flange of drive plate when 
loosening and tightening bolts. 


— Unscrew bolts for drive plate -1- using a multi-point socket bit 
with a length of at least 40 mm. 


Installing 


A13-11063 


Installation is carried out in reverse order; note the following: 


* After removing, renew bolts tightened with specified tightening 
angle. 


* Onvehicles with manual gearbox, a needle bearing is fitted in 
the drive plate. Before installing, check that the needle bearing 
is fitted. Removing and installing needle bearing in drive plate 
(pressing in and out) > page 37 . 


— Pay attention to dowel pin when installing drive plate. 


— Fit counterhold tool - 10-201- the other way round to tighten 
bolts. 


Tightening torques 


@ = “2.1 Exploded view - cylinder block (gearbox end)”, 
page 29 
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2.3 Removing and installing sealing flange 
(gearbox end) 


> "2.3.1 Removing and installing sealing flange (gearbox end) - 
version A (sealing lip facing towards outside)", page 32 


> "2.3.2 Removing and installing sealing flange (gearbox end) - 
version B (sealing lip facing towards inside)", page 34 


Sealing flange (gearbox end) - different versions 


There are two versions of the sealing flange. Please check which 
flange has been delivered and choose the installation according- 


ly. 


© 


Risk of leaks. 
— Select correct version for installing new sealing flange. 


* Version -A-: Sealing lip -1- faces gearbox (outside). 
Removing and installing version -A- 


> "2.3.1 Removing and installing sealing flange (gearbox end) - 


version A (sealing lip facing towards outside)", page 32 


* Version -A-: Sealing lip -1- faces engine (inside). This sealing 
flange also has a dust protection lip -2-. 
Removing and installing.version -B- 


> "2.3.2 Removing&nd installing.sealing flange (gearbox end) - 
version B (sealing!lip facing towards iinSide)", page 34 


2.3.1 Removing and installing sealing flange 
(gearbox end) - version A (sealing lip 
facing towards outside) 

Note different versions 


> "2.3 Removing and installing sealing flange (gearbox end)”, 
page 32. 


Special tools and workshop equipment required 
* Assembly sleeve - T20097- 


W00-11522 


* Electric drill with plastic brush attachment 
* Safety goggles 

* Sealant => Electronic parts catalogue 
Removing 


* Vehicles without hybrid drive: Gearbox removed > Gearbox; 
Rep. gr. 34 ; Removing and installing gearbox; Removing 
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gearbox , or > Automatic gearbox; Rep. gr. 37 ; Removing 
and installing gearbox; Removing gearbox 


* Vehicles with hybrid drive: Engine removed and secured to 
engine and gearbox support > page 8 


— Remove drive plate > page 30. 


— Detach intermediate plate at sealing flange and dowel sleeves 
-arrows-. 


— Remove bolts -1 ... 8-. (Some versions may only have six 
bolts.) 


- "Remove sealing flange. 
Installing 
* Renew sealing flange after removing. 


Place a clean cloth over the open section of the sump to prevent 
the lubrication system from being contaminated by sealant resi- 
due. 


Risk of eye injury due to sealant residue. 
— Puton safety goggles. 


— Remove sealant residue on cylinder block -1- using rotating 
plastic brush or similar. 


— Clean sealing surfaces and crankshaft journals; they must be 
free of oil and grease. 


* Donotoil or grease sealing lip of oil seal in sealing flange. 


Note: 
Note expiry date of sealant. 


— Cut off nozzle of tube at front marking (nozzle @ approx. 2 
mm). 
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LO norice 


Risk of engine damage due to excessive sealant in lubrication 
system. 


— The sealant bead must not be thicker than specified. 
— Apply a bead of sealant -arrow- onto clean sealing surface of 
sealing flange, as shown. 
— Remove assembly sleeve - T20097- . 


* Thickness of sealant bead: 2 ... 3 mm 


* The sealing flange must be installed within 5 minutes after ap- 
plying sealant. 
— Fit guide sleeve - T20097- onto crankshaft journal -A-. 


— Push sealing flange over guide sleeve - T20097- onto crank- 
shaft journal. 


— Secure sealing flange with bolts. 


* After installing sealing flange, wait about 30 minutes for seal- 
ant to dry. Then (and only then) fill the engine with engine oil. 


Remaining installation steps are carried out in reverse sequence; 
note the following: 
- Install intermediate plate > page 30 . 
— jnstall drive plate 
> "2.2 Removing and installing drive plate", page 30 . 
-:o'C heck oil level *1.2 Engine oil"; page: 153 . 
Tightening torques 


oS Fig: ““Sealing flange (gearbox end) witH'6 bolts ‘tightening 


torques and sequence"" , page 30 
= Fig. “Sealing flange (gearbox end) with 8 bolts - tightening 


torques and sequence” , page 30 


2.3.2 Removing and installing sealing flange 
(gearbox end) - version B (sealing lip 
facing towards inside) 

Note different versions 


> “2.3 Removing and installing sealing flange (gearbox end)”, 
page 32. 


Special tools and workshop equipment required 


* Guide piece - T10122/6- or -T10122/6A- from fitting tool - 
T10122B- or -T10122C- T10122B 


W00-11876 
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@ Assembly aid - T10122/1- from fitting tool - T10122B- or - 
T10122C- 


* Electric drill with plastic brush attachment 
+ Safety goggles 

* Sealant ^ Electronic parts catalogue 
Removing 


* Vehicles without hybrid drive: Gearbox removed > Gearbox; 
Rep. gr. 34 ; Removing and installing gearbox; Removing 
gearbox , or > Automatic gearbox; nen. gr. 37 ; Removing 
and installing gearbox; Removing gearbox 


* Vehicles with hybrid drive: Engine removed and secured to 
engine and gearbox support ^ page 8 


— Remove drive plate > page 30. 


— Detach intermediate plate at sealing flange and dowel sleeves 
-arrows-. 


— Remove bolts -1 ... 8-. (Some versions may only have six 
bolts.) 


— Lever off sealing flange. 
Installing 
* Renew sealing flange after removing. 


Place a clean cloth over the open section of the sump to prevent 
the lubrication system from being contaminated by sealant resi- 
due. 


Risk of eye injury due to sealant residue. 
- Putonsafety goggles. s 


- Remove sealant 
Pitic beh og milit 

- Clean sealing surfaces and crankshaft journals; they must be 
free of oil and grease. 


residue on cylinder block -1- using rotating 


A17-10940 
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Note: 
Note expiry date of sealant. 


— Cut off nozzle of tube at front marking (nozzle @ approx. 2 
mm). 


17-0081 


Risk of engine damage due to excessive sealant in lubrication 
system. 
— The sealant bead must not be thicker than specified. 


A13-10508 


* Thickness of sealant bead: 2 ... 3 mm 


* The sealing flange must be installed within 5 minutes after ap- 
plying sealant. 


* Sealing lip must face engine after installation. If the sealing lip 
faces outwards after installation this will result in oil leakage. 


N13-10812 
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— Check guide piece - T10122/6A- -B-; it must not have sharp 
edges or be dirty. 


— Fitassembly aid - T10122/1- -A- onto guide piece - 
T10122/6A- -B-. 


— Push sealing flange -C- onto guide piece -B-, starting with out- 
er edge. 


— Detach assembly aid -A-. 


— Fit guide piece -A- with sealing flange -B- on crankshaft jour- 
nal. 


Note: 
It is not necessary to tighten bolts -arrows-. 


— Push sealing flange -B- over guide piece -A- onto crankshaft 
journal. 


- ,Detach guide piece Am 
-| Secüre sealing flange with bolts. 


* Aíterinstalling-sealing-flange, wait about 30 minutes for seal- 
ant to dry. Then (and only then) fill the engine with engine oil. 


Remaining installation steps are carried out in reverse sequence; 
note the following: 


— Install intermediate plate > page 30. 

— Install drive plate > page 30. 

— Check oil level > “1.2 Engine oil", page 153 . 

Tightening torques 

* = Fig. “Sealing flange (gearbox end) with 6 bolts - tightenin 


torques and sequence"" , page 30 


* = Fig. “Sealing flange (gearbox end) with 8 bolts - tightening 


torques and sequence" , page 30 


2.4 Renewing needle bearing in drive plate 


A needle bearing is fitted in the drive plate only on vehicles with 
manual gearbox. 


Special tools and workshop equipment required 


N13-10806 
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* Tube - VW 418A- 
VW 418a 


WÜO0-11440 


* Tube - VW 421- 


* Support - 40-103- 


Procedure 


* Gearbox removed > Gearbox; Rep. gr. 34 ; Removing and 
installing gearbox; Removing gearbox . 


- Removedrive plate > page 30 . 


— Place support -40-103- under drive plate when pressing out 
and pressing-in needle.bearing. 


— Usetube - VW 421- and workshop press and press out needle 
bearing. 


* Smaller. diameter of tube -VW.421- faces drive plate. 


A13-10505 
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— Carefully press in needle bearing as far as stop, using tube - 
VW 418A- and"workshop press: 


* installation position: closed side of needle bearing faces en- 
gine. 


— Install drive plate > page 30 . 


A13-10506 
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3 Crankshaft 
> “3.1 Exploded view - crankshaft”, page 40 


> “3.2 Crankshaft dimensions", page 42 


> “3.3 Allocation of main bearing shells", page 42 


> "3.4 Measuring axial clearance of crankshaft”, page 43 


2 “3.5 Measuring radial clearance of crankshaft”, page 44 


2 "3.6 Removing and installing sender wheel", page 45 


4.1 Exploded view - crankshaft 


1 - Cylinder block 


2 - Bearing shell for cylinder 
block 


Q With oil groove 


Q Renew used bearing 
shells 


Q Classification of crank- 
shaft bearing shells — 
> page 42 

Q Lubricate with engine Q 


3 - Crankshaft ud | 


ū Secure engine to engine 
and gearbox support. 
when performing as- 
sembly work > page’ 

Q After removing, place it 


down so that the sender 
wheel 


> Item 8 (page 41) 


does not become dam- 
aged 


Q Ifcrankshaft is renewed, 
new bearing shells must 
be assigned to bearing 


caps > page 42 

Q Measuring axial clear- 
ance > page 43 

QO) Measuring radial clear- 
ance > page 44 

Q Crankshaft dimensions 


=> page 42 
4 - Bearing shell for bearing - P 
= we 


QO Without oil groove 
QO Renew used bearing shells 

Q Classification of crankshaft bearing shells > page 42 
QO Lubricate with engine oil 


5 - Bolt 
QO Renew after removing 
Q Use old bolts when measuring radial clearance 
Q Tightening torques and sequence = page 41 
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6 - Bearing caps 
OQ Bearing cap 1: Pulley end 
ū Bearing caps 2, 3 and 4 are secured additionally with bolts at side 
Q Bearing shell retaining lugs (cylinder block/bearing cap) must be on the same side 
OQ Mark installation position for re-installation > page 42 
7 - Bolt 
QO Renew after removing 
Q Sender wheel = Item 8 (page 41) must be renewed if bolts are loosened > page 45 
Q 10 Nm +90° 
8 - Sender wheel 
Q For engine speed sender - G28- 
Q Can only be installed in one position. Holes are off-set 
Q Sender wheel must be renewed if bolts > Item 7 (page 41) are loosened 
Q Removing and installing ^ page 45 
Q After renewing, perform “Adaption” using > Vehicle diagnostic tester, 


9 - Thrust washers 
Q For bearing No. 3 
Q Lubricate with engine oil 
10 - Bolt 
Q Renew after removing 
Q Tightening torques and sequence = page 41 


Crankshaft - tightening torques and sequence 


* After removing, renew bolts tightened with specified tightening 
angle. 


— Tighten bolts in stages in the sequence shown: 


pj We c Tightening torques/angle specifica- 

tion 

1. -1...10- and |Screwin by hand until contact is made 
-arrows A- 

2. | -1.10 j|6Nm —— 5 


3. | -1..10- Tum 90° further 
4. | -AmowwsA- [5Nm —— 0 0 000 
5. | -ArowsA- |Turn90* further 
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Markings on crankshaft bearing caps 
— Mark position of bearing caps -1 ... 5- for re-installation. 


Exe | 413-11037 


Crankshaft dimensions 


oe dimension Crankshaft Conrod 
main py journal journal mm 


| 5800 — [| 4780 | 


1) There is currently no provision for machining used crankshafts. 


3.3 Allocation of main bearing shells 


* Bearing shells of the correct thickness are allocated to the cyl- 
inder block at the factory. Coloured dots are used to identify 
the thickness of the bearing shells. 


* Letter codes on lower sealing surface or end of cylinder block 
indicate which bearing shell is to be fitted in cylinder block (top 
bearing shell) at each location. 


* Letter codes on crankshaft indicate which bearing shell is to 
be fitted in bearing cap (bottom bearing shell). 


* The first letter stands for bearing cap 1, the second letter for 
bearing cap 2, etc. 


Marking on bearing shell for cylinder block: 


Markings on cylinder block are applied either onto sealing surface 
for sump or gearbox end of cylinder block. 
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Marking on cylinder block refers to top bearing shell (bearing shell 
for cylinder block). 


— Note down letters and select colour coding to be fitted from the 


table. 


Coloured marking depends on version; for correct type refer to > 
Electronic parts catalogue 


Marking on bearing shell for bearing cap: 


Marking on crankshaft refers to bottom bearing shell (bearing 
shell for bearing cap). 


— Note down letters and select colour coding to be fitted from the 
table. 


Coloured marking depends on version; for correct type refer to > 
Electronic parts catalogue 


3.4 Measuring axial clearance of crankshaft 
Special tools and workshop equipment required 
* Universal dial gauge bracket - VW 387- 


N13-10336 


Wü00-11125 
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* Dial gauge - VAS 6079- 


Procedure 


— Bolt dial gauge - VAS 6079- with universal dial gauge bracket 
- VW 387- onto cylinder block and set it against crank web. 


— Press crankshaft against dial gauge by hand and set gauge to 
"or, 


— Push crankshaft away from dial gauge and read off value. 
Axial clearance: 

* New: 0,070 ....0.231,.mm. 

* Wear limit: 0.30 mm. 


3.5 Measuring radial clearance of crank- 
shaft 

Special tools and workshop equipment required 

* Plastigauge 

Procedure 

* Use old bolts when measuring radial clearance. 


— Remove crankshaft bearing caps and clean bearing caps and 
journals. 


— Place a length of Plastigauge corresponding to the width of the 
bearing on the bearing journal or bearing shell. 


* The Plastigauge must be positioned in the centre of the bear- 
ing shell. 
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— Fit crankshaft bearing caps and secure with old bolts 
-1 ... 10- = page 41 without rotating crankshaft. 


— Remove crankshaft bearing caps again. 

— Compare width of Plastigauge with measurement scale. 
Radial clearance: 

* New: 0.017 ... 0.037 mm. 

* Wear limit: 0.15 mm. 

— When carrying out final assembly, renew bolts. 


3.6 Removing and installing sender wheel 
Removing 

* Engine secured to engine and gearbox support > page 8 

— Remove sump (top section) > page 157 . 

— Remove balance shaft timing chain > page 91 . 

— Unbolt conrod bearing caps. 

— Remove crankshaft bearing caps. 

— Remove crankshaft and unbolt sender wheel. 

Installing 

Installation is carried out in reverse order; note the following: 


— Sender wheel -2- must always be renewed after slackening off 
bolts -1-. 


Note: 


If the countersunk bolts are tightened a second time, the seats for 
the bolt heads in the sender wheel will be deformed to such an 
extent that the bolt heads make contact with the crankshaft -3- 
-arrows- and the sender wheel beneath the bolts will be loose. 


* Sender wheel can only be fitted in one position because holes 
are offset. 


— Install balance shaft timing chain > page 91 . 

— Install sump (upper section) > page 157 . 

— Adaption must be performed after renewing sender wheel 
> Vehicle diagnostic tester, (Galied runctional 

Tightening torques 

* = “3.1 EXplodéd view - crankshaft”, page 40 
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4 Balance shaft 
> "4.1 Exploded view - balance shaft", page 46 
2 "4.2 Removing and installing balance shaft", page 47 


2 "4.3 Renewing oil seal for balance shaft (inlet side)" 
page 52 


Q Renew after removing 
Q 9Nm... by copyright. Capy 

2 - Balance shaftunless authority A 
ü Inlet side... to the correc 
Q Renew after removing 


Q Lubricate bearing with 
engine oil 


Q Renewing > page 47 
3 - Balance shaft 

Q Exhaust side 

Q Renew after removing 


Q) Lubricate bearing with 
engine oil 


QO Renewing > page 50 
4 - Bolt 

Q Renew after removing 

Q 9Nm 


5 - Tube for balance shaft 
Q Installation position 
=> page 46 


6 - Oil seal for balance shaft 
(inlet side) 


Q Renewing > page 52 


Tube for balance shaft - installation position 
* Lug on tube for balance shaft must engage in slot -arrow-. 
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4.2 Removing and installing balance shaft 
> “4.2.1 Removing and installing balance shaft (inlet side)", page 
47 


> "4.2.2 Removing and installing balance shaft (exhaust side)”, 
page 50 


4.2.1 Removing and installing balance shaft 
(inlet side) 


Special tools and workshop equipment required 
* Puller - T10055- 


* Puller - T10394- 
T10394 


W00-11754 


Removing 


— Remove radiator > 4-cylinder direct injection engine (1.8, 2.0 
Itr. 4-valve TFSI); Rep. gr. 19 ; Radiator/radiator fans; Re- 
moving and installing radiator . 


— Remove-toothed belt for.coolant pump = page 180 . 

— (Remove drive chain for balance shafts > page 101 . 

- Remove.bolt -2-. 

— Detach drive sprocket -1- for toothed belt for coolant pump. 
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— Unscrew bolt -1- and remove idler gear. 
— Detach bearing mounting. 


— Remove bolt -2- securing balance shaft for inlet camshaft. 


M J“ 


e v = , 
J ; m Y 


— Insert half shell - T10394/1- of puller - T10394- and turn up- 
wards in direction of arrow. 


Protected by copyright. Copying for private or commercial purpc 


PA unless authorised by AUDI AG. AUDI AG does not guarar 
— Insert puller - T10394- and press locking collar in direction of 


-arrowlth respect to the correctness of information in this document, 
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— Screw puller - T10055- into puller - T10394- and knock out 
balance shaft in direction of -arrow-. 


Installing 
* Always renew balance shaft (inlet side) after removal. 


* |tmightbe necessary to cool the balance shaft before installing 
due to the minimal clearance between balance shaft and cyl- 
inder block. Check if it is possible to insert the balance shaft 
into the cylinder block without applying force. If this is not the 
case, the balance shaft must be cooled before installing. 


— Putnew balance shaft for 30 minutes into freezer compart- 
ment or spray with chilling agent (commercially available) if 
necessary. 


— Lubricate balance shaft bearing with engine oil. 


— Install new balance shaft for inlet camshaft and tighten bolt 


* 


> ~ 9)! 
Po BJ 
MS A. 

Y 


~ 


- Lubricate new O-ring -1- with engine oil. 

— Lubricate bearing mounting with engine oil and insert it. ^ 
- Dowel pin -arrow- for bearing mounting must engage in bore - 
in cylinder block. 


LO | NOTICE 


Risk of irreparable damage to engine if there is no backlash of 


idler gear. 4 Om 
The new idler gear has a special lubricant coating which wears Ady ^ A 

off after a short running period and thus automatically creates R » 

the specified backlash. » ) 


— Never re-use idler gear. 


Note: 
The new idler gear has a special lubricant coating which wears 


off after a short running period and thus automatically creates the 
specified backlash. 
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— Mark faces of gear teeth of idler gear with paint marker 
-arrow-. 


— Insert idler gear; marking on balance shaft must be positioned 
between markings on faces of gear teeth. 


— Tighten bolt -1- for idler gear: tightening sequence 
=> page 75. 


— Check markings on idler gear/balance shaft -arrow-. 


Remaining installation steps are carried out in reverse sequence; 
note the following: 


— Install drive chain for balance shafts > page 101. 

= Refiew pil se for balance shaft (inlet side) ^ page 52 . 
PNESAWAWM D 

- Install toothed belt fo oolant pump = page 180 . 


"e E — it eer gp. "— " . 
- Installradiator ^ 4-cylinder direct injection engine (1.8, 2.0 Itr. 


4-valve TFSI); Rep. gr. 19 ; Radiator/radiator fans; Removing 
and installing radiator . 


Tightening torques j 
* > Fig.““Idler gear.- tightening-sequence”:: „page 75 


@ > “2.2 Exploded view - drive chain for balance shaft”, 
page 74 


€ = “4.1 Exploded view - balance shaft”, page 46 


4.2.2 Removing and installing balance shaft 
(exhaust side) 


Special tools and workshop equipment required 
* Puller - T10055- 


W00-11199 
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* Puller - T10394- 
T10394 


W00-11754 


Removing 


- Remove radiator > 4-cylinder direct injection engine (1.8, 2.0 
Itr. 4-valve TFSI); Rep. gr. 19 ; Radiator/radiator fans; Re- 
moving and installing radiator . 


— Remove drive chain for balance shafts > page 101 . 
— Remove bolt -1- securing balance shaft for outlet camshaft. 


> = ” 9 
ARAE B 
wf 

LJ 


Li 


U ( ) | 


Insert half shell -T10394/1- from puller - T10394- . 


Insert puller - T10394- and press locking collar in direction of 
-arrow-. 
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— Screw puller - T10055- into puller - T10394- and knock out 
balance shaft. 


Installing 
* Always renew balance shaft (exhaust side) after removal. 


* Itmight be necessary to cool the balance shaft before installing 
due to the minimal clearance between balance shaft and cyl- 
inder block. Check if it is possible to insert the balance shaft 
into the cylinder block without applying force. If this is not the 
case, the balance shaft must be cooled before installing. 


— Check installation position of tube for balance shaft. 
Lug -arrow- must engage in slot. 


— Put new balance shaft for 30 minutes into freezer compart- 
ment or spray with chilling agent (commercially available) if 
necessary. 


— Lubricate balance shaft bearing with engine oil. 


— Install new balance shaft (exhaust side). 


— Make sure that balance shaft is in full contact with crankcase 
before tightening bolt -1-. 


(| Note 


Insert tube for balance shaft again if balance shaft does not make 
full surface contact. 


Remaining installation steps are carried out in reverse sequence; 
note the following: 


— Install drive chain for balance shafts > page 101. 


— Install radiator > 4-cylinder direct injection vui alie (1.8, 2.0 Itr. 
4-valve TFSI); Rep. gr. 19 ; Radiator/radiator fans; Removing 
and installing radiator . 


Tightening torques 


@ = “2.2 Exploded view - drive chain for balance shaft", 
page 74 


€ = "4.1 Exploded view - balance shaft", page 46 


4.3 
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* Thrust piece - T10353/1- 
710353 


W00-11515 


Procedure 


— Remove small coolant pipe =. 4-cylinder direct injection en- 
pe (1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 19 ; Coolant pipes; 
emoving and installing coolant pipes . 


— Remove toothed belt for coolant pump > page 180 . 
Note: 
The drive sprocket bolt has a left-hand thread. 


— Unscrew bolt -2- and detach drive sprocket -1- for toothed belt 
for coolant pump. 


— Press screwdriver -1- firmly onto section -2- of oil seal 
-arrow B-. 


— Lever out oil seal -arrow A-. 
— Clean contact surface and sealing surface. 


— Lubricate sealing surface of balance shaft -2- with gear oil. 
— Fit oil seal -1- onto balance shaft. 


* The marking "Luftseite" (“Outside”) -arrow- should be legible 
from the outside. 
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Note: 
The drive sprocket bolt has a left-hand thread. 


— Depending on version, apply thrust piece - T10353- or thrust 
piece - T10353/1- to oil seal -1- and press into cylinder block 
as far as stop using bolt -2- (take care not to tilt oil seal). 


— Install toothed belt for coolant pump = page 180. 


— Install small coolant pipe > 4-cylinder direct injection engine 
(1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 19 ; Coolant pipes; Re- 
moving and installing coolant pipes . 
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5 Pistons and conrods 


2 "5.1 Exploded view - pistons and conrods", page 55 
=> “5.2 Removing and installing pistons", page 58 


=> “5.3 Removing and installing oil spray, jets”, page 59 
=“5.4 Checking pistons and cylinder bores” 0 


=> “5.5 Separating parts of new conrod”, page 62 


2 "5.6 Checking radial clearance of conrod bearings", 
page 63 


5.1 Exploded view - pistons and conrods 


1 - Bolts 
QO Renew after removing 


ū Lubricate threads and 
contact surface 


Q Use old bolts when 
measuring radial clear- 
ance 


Q Tightening torques: 
* M8 bolt: 30 Nm +90° 
* M9 bolt: 45 Nm *90* 


2 - Conrod bearing cap 


Q Note installation posi- 
tion 

Q Due to the cracking 
method used to sepa- 
rate the bearing cap 
from the conrod in man- 
ufacture, the caps only 
fit in one position and 
only on the appropriate 
conrod 


Q Mark cylinder and con- 
rod allocation in colour 
-A- 


UO Installation position: 
Marking -B- faces to- 
wards pulley end 


Q Separating parts of new 
conrod = page 62 
3 - Bearing shells 
UO Installation position 


2 page 58 
Q) Renew used bearing 
shells 


Q Lubricate with engine oil before installing 
Q Axial clearance 


* New: 0.10... 0.35 mm 


* Wear limit: 0.40 mm 
QO Measuring radial clearance > page 63 


4 - Conrod 
Q Only renew as a complete set 
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Q Mark cylinder and conrod bearing cap allocation 
QO Installation position: Marking -B- faces towards pulley end 
QO Separating parts of new conrod > page 62 
QO Measuring radial clearance > page 63 
5 - Pressure relief valve 
Q 27Nm 
6 - Oil spray jet 
Q For piston cooling 
Q Removing and installing > page 59 
7 - Circlip 
QO Renew after removing 
8 - Piston pin 
Q Lubricate with engine oil before installing 
9 - Piston 
Q Removing and installing ^ page 58 
Q Mark installation position and cylinder number 
Q Arrow on piston crown points to pulley end 
Q Checking pistons and cylinder bores > page 60 
10 - Compression rings 
Q Install using piston ring pliers -VAS 211 003- = page 57 
Q Offset gaps by 120° 
Q Installation position in combination with two-part oil scraper ring: "TOP" or "R" must face towards piston 
crown 
ū Allocation and installation position in conjunction with three-part oil scraper ring > page 57 
Q Checking ring gap > page 61 
Q Checking ring-to-groove clearance => page 61 
11 - Oil scraper ring 
Q Two-part or three-part, depending on version; allocation > Electronic parts catalogue 
Q) Two-part oil scraper ring: 
Install with gap offset by 120? to next compression ring 
"TOP" or "R" must face towards piston crown 


Checking ring gap = page 61 
Ring-to-groove clearance cannot be checked 
Q Three-part oil scraper ring: 


© 9 9 9 


Carefully remove and install by hand 
Installation position > page 57 


* 

* 

* Allocation ^ page 57 

+ Gap cannot be measured 
+ 


Ring:*to-groove clearance cannot be checked 
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Allocation of piston rings in conjunction with three-part oil scraper 
ring 


1- Compression ring with chamfer -arrow A- on inside at top. 
»TOP« marking or lettering faces upwards 


2- Compression ring with shoulder -arrow B- on outside at bot- 
tom. »TOP« marking or lettering faces upwards 


3-  Three-part oil scraper ring 


A13-11052 


Installing compression rings 
* »TOP« marking or lettering faces upwards. 


* Open up compression ring -2-'using piston ring pliers -VAS VAS 211 003 
211 003- just far enough to be able to slide it over piston -1-. ; 


A13-11255 


Installing three-part oil scraper ring 
— Note installation position of spring: 


* Ends offins -2, 3- and spring -1- must be offset from one an- 
other by at least 90°. 


— Install by hand. 

Installation sequence: 

1. Insert spring -1- in groove. 

2. Insert bottom fin -3- in groove. 
3. Insert top fin -2- in groove. 


Offset top gap of 3-part oil scraper ring by 120? to next com- 
pression ring. 


A15-12030 
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Installation position of bearing shell 


— Position bearing shells in centre of conrod and conrod bearing 
cap when fitting. 


* Dimension -a- = dimension -a- 


N13-10566 


5.2 Removing and installing pistons 
Special tools and workshop equipment required 
@ Pin- VW 222A- 


WO0-11148 


* Piston installation sleeve -T40347- (not illustrated) 
Removing 

* Engine secured to engine and gearbox support > page 8 
— Remove cylinder head > page 109 . 

— Remove sump (top section) > page 157 . 

— Mark installation position and cylinder number of piston. 


— Mark installation position and cylinder number of conrod 
> Item 4 (page 55). 


— Remove conrod bearing cap and pull out piston and conrod 
upwards. 


— Take circlip -2- out of piston pin boss. 

— Use drift - VW 222A- to drive out piston pin -3-. 

Note: 

If piston pin is difficult to remove, heat piston to approx. 60 *C. 
— Detach piston -1- from conrod -4-. 

Installing 

Installation is carried out in reverse order; note the following: 


* After removing, renew bolts tightened with specified tightening 
angle. 


A13-11232 


* Arrow on piston crown points to pulley end. 
— Install compression rings = Item 10 (page 56) . 
— Install oil scraper ring > Item 11 (page 56). 
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— Lubricate running surfaces of bearing shells and cylinder walls 
with engine oil. 140347 


— Carefully push piston -1- into cylinder by hand -arrow- using 
piston installation sleeve -T40347- . 


* Arrow on piston crown points to pulley end. 


— Install conrod bearing cap; note installation position 


=> Item 2 (page 55). 


— Install cylinder head ^ page 109. 
— Install sump (upper section) > page 157 . 
Tightening torques 


€ = “5.1 Exploded view - pistons and conrods", page 55 


5.3 Removing and installing oil spray jets 
Removing 

Special tools and workshop equipment required 

* Socket - T10545- (no illustration) 

* Wrench, 21 mm - T40263- 


W00-11887 


* Adapter - T40314- 
T40314 


W00-11649 


Cylinders 1 ... 3: 


* Gearboxremoved —-Gearbox; Rep. gr. 34 ; Removing and 
installing gearbox; Removing gearbox , or > Automatic gear- 
box; Rep. gr. 37 ; Removing and installing gearbox; Removing 
gearbox 


— Remove sump (top section) > page 157 . 
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O woricE 


Risk of engine damage if valve gear drive slips 
— Only turn engine in normal direction of rotation. 


— Using wrench, 21 mm - T40263- , adapter - T40314- and sock- 
et (24 mm), turn crankshaft -arrow- until corresponding bolt is 
accessible. 


Removing cylinder 4: 


* Engine removed and secured to engine and gearbox support 
> page 8 


— Remove sump (top section) > page 157 . 

— Remove balance shaft timing chain > page 91 . 
— Unbolt conrod bearing caps. 

— Remove crankshaft bearing caps. 


— Remove crankshaft. 


Continued for all cylinders: 

— Unscrew pressure relief valve -1- using socket - T10545- . 
— Remove oil spray jet -2-. 

Installing 

Installation is carried out in reverse order; note the following: 


LO NOTICE 


Risk of damage to oil spray jets due to deformation. 
- Never bend oil spray jets. 


— Install balance shaft timing chain > page 91 . 

— Install sump (upper section) > page 157 . 

Tightening torques 

€ = "5.1 Exploded view - pistons and conrods", page 55 


9 = “3.1 Exploded view - crankshaft”, page 40 


5.4 Checking pistons and cylinder bores 


Checking piston 


— Using a micrometer (75 ... 100 mm), measure approx. 15 mm 
from the lower edge, perpendicular to the piston pin axis. 


+ Difference between actual and nominal diameter: not more 
than 0.04 mm. 


Do | Piston | 
Bascdmenin  mm| sz) | 


* 1) Dimensions not including coating (thickness 0.02 mm). 
The coating will wear down in service. 
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Checking piston ring gap 


— Insert piston ring at right angle to cylinder wall from above and 
push down into lower cylinder opening approx. 15 mm from 
bottom of cylinder. Use a piston without rings to push ring into 
bore. 


Piston ring gap in combina- Wear limit 
tion with two-part oil scraper 


1st compression ring 0.20 ... 0.40 
2nd compression ring 0.20 ... 0.40 
Oil scraper ring 0.25 ... 0.50 


Piston ring gap in combina- 
tion with three-part oil scraper 


2nd compression ring 0.40.....0.50 
Oil scraper ring Cannot be measured 


Checking ring-to-groove clearance 


— Clean groove in piston before checking clearance. 


Ring-to-groove clearance Wear limit 
in combination with two- 

part oil scraper ring 

(in mm) 


1st compression ring 0.06 ... 0.09 
2nd compression ring 0.03 ... 0.06 | 015 | 
Oil scraper ring 


Ring-to-groove clearance in combination with three-part oil 
scraper ring 
(in mm) 


1st compression ring Cannot be measured 


2nd compression ring Cannot be measured 
Oil scraper ring Cannot be measured 
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€- 
A13-11228 


N13-10569 
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Checking cylinder bore 


I 0 Z| 
E = -9 Z 
iS 


V13-0280 


Special tools and workshop equipment required 
* Cylinder gauge - VAS 6078- 


© 


Risk of damage to surface of cylinder bore through incorrect 
machining. 


— Never machine the cylinder bore (reboring, honing, grinding) 
with workshop equipment. 


— Use a cylinder gauge - VAS 6078- to take measurements at 3 
points in transverse direction -A- and in longitudinal direction 


* Difference between actual and nominal diameter: not more 
than 0.08 mm. 


| —  . | OyinderboreZ 
Basic dimension mm 82.51 


nm 


Dark or shiny patches on the cylinder wall do not indicate damage 
to the cylinder bore so long as the cross-hatching is visible. 


* Measuring the cylinder bores must not be done when the cyl- 
inder block is mounted to the engine and gearbox support , as 
incorrect measurements may result. 


5.5 Separating parts of new conrod 


Itis possible that the two pus of a new conrod are not completel 
separated as intended. If it is not possible to take off the conro 
bearing cap by hand, proceed as follows: 


— Mark cylinder number of conrod = Item 4 (page 55) . 
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Clamp conrod -1- lightly in a vice using aluminium jaw covers 
as shown in illustration. 


To avoid any risk of damage, the conrod should only be clam- 
ped lightly. 


The conrod is clamped in a position below the dotted line. 


Loosen the two bolts -2- approx. 5 turns. 


5.6 Checking radial clearance of conrod 


bearings 


Special tools and workshop equipment required 


* Plastigauge 


Procedure 


Use old bolts when measuring radial clearance. 
Remove conrod bearing cap. 
Clean bearing cap and bearing journal. 


Place a length of Plastigauge corresponding to the width of the 
bearing on the bearing journal or in the bearing shell. 


Fit conrod bearing cap and secure with old bolts 
> Item 1 (page 55) without rotating crankshaft. 


Remove conrod bearing cap again. 
Compare width of Plastigauge with measurement scale. 


Radial clearance: 


New: 0.02 ... 0.06 mm. 
Wear limit: 0.09 mm. 
When carrying out final assembly, renew bolts. 


N13-10688 


N13-10689 
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15- Cylinder head, valve gear 


1 Timing chain cover 


> "1.1'Exploded view > timing chain-cover",’ page 64 


> “1.2'Removing and installing timing chain-cover’,’ page 66 


> "1.3 Renewing oil seal for vibration damper’, page 69 


1.1 Exploded view - timing chain cover 


1 - O-ring 
QO Renew after removing 
Q Lubricate before instal- 
ling 
2 - Dipstick guide tube 
3 - Bolt 
QO 9Nm 
4 - Bolt 
QO 9Nm 


5 - Camshaft control valve 1 - 
N2 


m) deis La installing 
=> page 138 


6 - Oil seal 
ū Lubricate before instal- 
ling 
Q Renew if damaged 
7 - Bolt 


Q Tightening torque and 
sequence > page 65 


8 - Timing chain cover (top) 


Q Removing and installing 
> page 65 


9 - Gasket 
Q Renew if damaged 
io«Gdina 15 14 13 12 
Q Renew after removing 
Q Lubricate with engine oil 
11 - Dowel pins 
ü For centring cover 


12 - Timing chain cover (bottom) 

QO Renew after removing 

Q Removing and installing ^ page 66 
13 - Bolt 

Q Renew after removing 

Q Tightening sequence > page 65 
14 - Oil seal 

QO For vibration damper 
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QO) Renewing > page 69 
15 - Sealing plug 
Q Renew after removing 


Timing chain cover (top) - tightening torques and tightening se- 
quence 


— Tighten bolts -1 ... 5- to 9 Nm in the sequence shown. 


Timing chain cover (bottom) with 15 bolts - treno torques and 


tightening sequence... by copyright. Copying $ imi 


. A removing, renew bolts tightened:with dts tightening« 
angle. 


— Tighten bolts in ‘stages I in ‘the sequence BON 


Pew see n Tightening torques/angle specifica- 
tion 


M. | o 45159 | Screw in by hand until contact is made 


-1, 2, 4, 5- and | Turn 45° further 
-7 ... 15- 
-3, 6- Turn 45° further after installing vibra- 
tion damper 


Timing chain cover (bottom) with 8 bolts - tightening torques and 
tightening sequence 


* After removing, renew bolts tightened with specified tightening 
angle. 


— Tighten bolts in stages in the sequence shown: 


pep cme NODUM | Tightening torques/angle specifica- 
tion 


4. [| 4.8  |Screwinbyhanduntilcontactis made| Screw in << hand until contact is made 


E. 3- ana Turn Sea a ~oo further 
Turn 45° further after installing vibra- 
tion damper 


qaznauae e= í 
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1.2 Removing and installing timing chain 
cover 

> “1.2.1 Removing and installing timing chain cover (top)" 

page 66 


> "1.2.2 Renewing timing chain cover (bottom)”, page 66 

1.2.1 Removing and installing timing chain 
cover (top) 

Removing 

— Remove camshaft control valve 1 - N205- > page 138. 


— |f necessary, pull dipstick guide tube out of timing chain cover 
(bottom). 


— Unscrew bolts -1 to 5- and remove timing chain cover (top). 
Installing 

Installation is carried out in reverse order; note the following: 

* Renew seal and O-ring after removing. 


* Installation position of seal: side with small inner diameter 
faces outwards 


— Lubricate seal and O-ring with engine oil. 
— Install camshaft control valve 1 - N205- > page 138. 


A15-10430 


Tightening torques 


@ = Fig. “Timing chain cover (top) - tightening torques and tight- 
ening sequence” , page 65 


1.2.2 Renewing timing chain cover (bottom) 


(| Note 


The timing chain cover is bent out of shape when it is removed 
because of the adhesive strength of the sealant; it must therefore 
always be renewed. 

Special tools and workshop equipment required 

* Sealant Electronic parts.catalogue 

Removing 


Preparatory work may be necessary depending on model => 4- 
cylinder.direct injection engine: (1.8, 2.0 Itr..4-valve TFSI);-Rep: 
gr. 15; Timing chain cover; Removing and installing timing chain 
cover : 

* Engine oil drained > page 153. 

— Remove vibration damper > page 21. 


— Vehicles without hybrid drive: Remove poly V-belt tensioner 
> page 21. 
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— Remove bolts -arrows- and detach dipstick guide tube from 
timing chain cover. 


— Remove bolts -1 ... 15-. 


n Note 


Some versions have only 8 bolts. 


— Release timing chain cover (bottom) from bonded joint. 
Installing 


. edet removing, renew bolts tightened with specified tightening 
angle. 


* Renew timing chain cover (bottom) and seal after removal. 


er block with flat scraper. 


— Clean sealing surfaces; they must be free of oil and grease. 


Protected I pyrig pyin [ ( 


- Check that both dowel pins are fitted in cover -arrows-. 


Note: 
Note expiry date of sealant. 


— Cut off nozzle of tube at front marking (nozzle @ approx. 
3 mm). 


LO | NOTICE 


Risk of engine damage due to excessive sealant in lubrication 
system. 


- The sealant bead must not be thicker than specified. 
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Cover with 15 bolts 


— Apply sealant as shown onto clean sealing surface -arrow 1- 
and onto edges -arrows 2- of new cover. 


* Thickness of sealant bead: 2 ... 3 mm 


* The cover must be installed within 5 minutes after applying 
sealant. 


— Immediately fit cover and tighten bolts > page 65. 


Cover with:8.bolts 


— Apply sealant as shown-onto clean sealing.surface -arrow-1- 
and onto edges -arrows 2- of new cover. 


* Thickness of sealant bead: 2 ... 3 mm 


* The cover must be installed within 5 minutes after applying 
sealant. 


— Immediately fit cover and tighten bolts ^ page 65. 


a 


» A 
v 


A15-11544 


68 Rep. gr.15 - Cylinder head, valve gear 


Audi A4 2008 > , Audi A5 Cabriolet 2009 > , Audi A5 Coupé 2008 > , Audi ... 
Servicing 4-cylinder engine, 1.8 Itr., 2.0 Itr. 4-valve TFSI (EA 888, Gen. Il) - Edition 09.2019 


Continued 


* Only tighten bolts -arrows- to final tightening angle after in- 
stalling the vibration damper. The bolts must be unscrewed 
again to install the vibration damper. 


* After fitting cover, the sealant must dry for approx. 30 minutes. 
Then (and only then) fill the engine with engine oil. 


Remaining installation steps are carried out in reverse sequence; 
note the following: 


— Install vibration damper > page 21. 


— Vehicles without hybrid drive: Install poly V-belt tensioner 
=> page 21. 


— Top up engine oil and check oil level > page 153. 


Additional work depending on model > 4-cylinder direct injection 
engine (1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 15 ; Timing chain 
cover; Removing and installing timing chain cover 


Tightening torques 


* = Fig. "Timing chain cover (bottom) with 15 bolts - tightenin 
torques and tightening sequence" , page 65 


* -Fig. "Timing chain cover (bottom) with 8 bolts - tightening 


torques and tightening sequence” , page 65 
€ = “1.1 Exploded view - timing chain cover”, page 64 


1.3 Renewing oil seal for vibration damper 
Special tools and workshop equipment required 


* Thrust piece - 110354- 
110354 


W00-11516 


* Thrust washer - T10375- 
T10375 


W00-11240 
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* Flange nut - 10531/4- from assembly tool - T10531- 


W00-11489 


* Extractor hook - T40274- 


Procedure 

— Remove vibration damper = page 21 . 

* Clamping pin - T10531/2- is inserted. 

— Pry out oil seal -arrow- using extractor hook - T40274- . 
— Clean contact surface and sealing surface. 


A13-11007 


— Fit oil seal -arrow- onto thrust piece - T10354- . 
* Closed side of oil seal faces thrust piece - T10354- . 


T10354 


A13-11008 
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— Slide oil seal -arrow- with thrust piece - T10354- onto clamping 
pin - T10531/2- and position on timing chain cover (bottom). 


— Also fit thrust pad - T10375- and tighten flange nut - 10531/4- . 
— Drive oil seal in as far as stop using thrust piece - T10354- . 


Remaining installation steps are carried out in reverse sequence; 
note the following: 


* Renew bolt with O-ring for vibration damper after removal. 
— Install vibration damper ^ page 21 . 
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2 Chain drive 


=> "2.1 Exploded view - camshaft timing chains", page 72 


> "2.2 Exploded view - drive chain for balance shaft", page 74 


> “2.3 Removing and installing bearing saddle", page 75 


2 "2.4 Removing camshaft timing chain from camshafts”, 


page 80 
> "2.5 Removing and installing camshaft timing chain", 
page 91 
2 "2.6 Removing and installing drive chain for balance shaft" 
page 101 
> "2.7 Checking valve timing", page 103 
2.1 Exploded view - camshaft timing chains 
1 - Bolt 
Q 9Nm 


2 - Chain tensioner 
Q Exerts spring pressure 
Q) Before removing, lock in 
place using locking pin - 
T40011- 
3 - Tensioning rail for timing 
chain 
4 - Guide pin 
Q 20Nm 


5 - Bolt 
QO 9Nm 
6 - Timing valve 
Q Left-hand thread 
Q) Depending on version, 
use assembly tool - 
T10352- or assembly 


tool - T10352/1A- for re- 
moval 


QO 35Nm 


7 - Bolt 
QO Renew after removing 


Q Tightening torques and 
sequence 
> Fig. "Bearing saddle 
- tightening torque and 


sequence" , page 73 


8 - Washer 
9 - Bearing saddle 
Q Removing and installing 
> page 75 


10 - Guide rail for camshaft timing chain 
11 - Camshaft housing 


12 - Camshaft timing chain 
QO Before removing, mark running direction with paint 
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Q Removing and installing > page 91 
13 - Guide rail for camshaft timing chain 
14 - Guide pin 

Q 20Nm 


15 - Three-part chain sprocket assembly 
Q Crankshaft 
Q Installation position > page 73 


Bearing saddle - tightening torque and sequence 


* After removing, renew bolts tightened with specified tightening 
angle. 


— Tighten bolts in stages in the sequence shown: 


Stage | Bolts | Tightening torque/angle specification 
M. [| 247 | Screw in by hand until contact is made 


2 ON NN 
-7- M6: Tighten initially to 8 Nm 
M8: Tighten initially to 20 Nm 


4. | 7- [Tum 90° further 


Three-part chain sprocket assembly (crankshaft) - installation po- 
sition 
* The two sections -arrows- must be aligned. 


g 
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22 Exploded-vie ive.che 
n (CO LL 
- Guide pin 
QO 20Nm 
2 - Guide rail 


Protected b 


ü For timing chain — ted 


3 - Drive chain for balance 2 
shaft with respect 
Q Removing and installing 


> "2.6 Removing and in- 


stalling drive chain for 
balance shaft" 


page 101 
4 - Guide pin 
Q 20Nm 
5 - Tensioning rail 


Q) For drive chain for bal- 
ance shafts 


6 - Balance shaft 
Q Exhaust side 


ū Always renew after re- 
moval 


Q Lubricate bearing with 
engine oil 


ū Renewing > page 50 
7 - Guide pin 

Q 20Nm 
8 - Guide rail 

Q For timing chain 
9 - Chain tensioner 


Q 85Nm 15 14 13 1211 
Q) Apply sealant to seal 


10 - Three-part chain sprocket assembly 
Q Installation position > page 73 
11 - O-ring 
Q Lubricate with engine oil 
12 - Bearing mounting 
Q Lubricate with engine oil 
ū Installation position > page 75 
13 - Idler gear 
Q If bolt > Item 15 (page 74) has been loosened, idler gear must be renewed 
14 - Washer 
15 - Bolt 
Q Renew after removing 
Q If bolt has been loosened, idler gear = Item 13 (page 74) must be renewed 
Q Tightening sequence > page 75 
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Bearing mounting - installation position 
* Renew O-ring -1- after removal and lubricate with oil. 


* Dowel pin -arrow- for bearing mounting must engage in bore 
in cylinder block. 


* Lubricate bearing mounting. 


Idler gear - tightening sequence 


LO norice 


Risk of irreparable damage to engine if there is no backlash of 
idler gear. 


The new idler gear has a special lubricant coating which wears 
off after a short running period and thus automatically creates 
the specified -backlash. 

— Never re-use idler gear. 


. bio removing, renew bolts tightened with specified tightening 
angle. 


— Tighten bolt -1- in stages: 


— Turn idler gear 


* Idler gear must be without play; otherwise loos- 
en bolt and tighten again 


M. | Turn 90* further 


2.3 Removing and installing bearing saddle 
Special tools and workshop equipment required 


* Assembly tool - T10352A- 
T10352 


Chain drive 75 


N 
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@ Locking pin - T40011- 


C 


WO0-11267 


Pd 


W00-11750 


P4 


W00-11887 


@ Lever - T40243- 


* Wrench, 21 mm - T40263- 


* Locking tool - T40267- 


2 


W00-11749 
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* Adapter - T40314- 
T40314 


W00-11649 


# Open end spanner insert, AF 24 
Removing 


— Preparatory work may be necessary depending on model ^ 
4-cylinder direct injection engine (1:8; 2.0 ltr: 4-valve TFSI); 
Rop. gr: 15 ; Chain drive; Removing and installing bearing 
saddle . 


— Remove timing chain cover (top) > page 66 . 
Note: 
The timing valves have a left-hand thread. 


— Depending on version, turn assembly tool - T10352- or as- 
sembly tool - T10352/1A- in direction of -arrow- to remove 
timing valve. 


— Todo so, counterhold with wrench, 21 mm - T40263- , adapter 
- T40314- and socket, 24 mm. 


— Remove bolts -arrows-. 
* Detach bearing saddle carefully without tilting it. 


— Detach bearing saddle. 
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— Remove sealing plug -arrow-. 


— Remove bolts -arrows-. 745 


— 7m ! 
Jie j' Jl a RQ 
v A CAS LER 


fe) 


— Remove bolt -arrow-. 
Protected | y copy! ght Copying Tor pr 
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Depending on version, 2 different chain tensioners may be in- 
stalled. 


Version 1 
— Screw in lever - T40243- -arrows-. 


— Lift locking element for chain tensioner; to do so, insert scriber 
or suitable screwdriver in hole of chain tensioner in direction 
of -arrow 1-, press lever - T40243- slowly in direction of 
-arrow 2- and hold in place. 


Note: 


The chain tensioner is oil-damped and can therefore only be 
pressed back slowly by applying constant pressure. 
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— Hold chain tensioner in position with locking pin - T40011- . 


Version 2 
— Screwin lever - T40243- -arrows-. 


— Compress and hold circlip -1- for chain tensioner. 


— Push assembly lever - T40243- slowly in direction of -arrow- 
and hold in place. This will press the chain tensioner back. 


Note: 


The chain tensioner is oil-damped and can therefore only be 
pressed back slowly by applying constant pressure. 


— Hold chain tensioner in position with locking tool - T40267- . 


All versions 
— Remove lever - T40243- . 
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— Lubricate hole -arrow- with engine oil. 


* Carefully attach bearing saddle without tilting it. 


— Fit bearing saddle and screw in bolts -arrows- by hand until 
they make contact. 


- Depending on version, remove locking pin - T40011- or locking 
tool - T40267- . 


— Tighten bolts -arrows- for bearing saddle > page 72 . 


Remaining installation steps are carried out in reverse sequence; 
note the following: 


— Install timing chain cover (top) > page 66 . p" F y T m 


— Additional work depending on model > 4-cylinder direct in- 
jection engine (1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 15 ; Chain 
drive; Removing and installing bearing saddle . 


Tightening torques 


* = “2.1 Exploded view - camshaft timing chains", page 72 


€ = “1.1 Exploded view - timing chain cover’, page 64 
@ = “3.1 Exploded view - cylinder head", page 106 


2.4 Removing camshaft timing chain from 
camshafts 
Special tools and workshop equipment required 


* Counterhold tool - T10172A- 
T10172A 


W00-11665 
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* Assembly tool - T10352A- 


* Locking pin - T40011- 


* Lever - T40243- 


* Wrench, 21 mm - T40263- 


T10352 


m 


W00-11755 


om 


WO0-11267 


Pd 


W00-11750 


Pa 
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* Assembly tool - T40266- 


T40266 P 


W00-11566 


2 


W00-11749 


* Locking tool - T40267- 


* Camshaft clamp - T40271- 


W00-11748 


* Adapter - T40314- 
T40314 


W00-11649 


* Open end spanner insert, AF 24 
Procedure 


Preparatory work may be necessary depending on model ^ 4- 
cylinder direct injection engine (1.8, 2.0 Itr. 4-valve TFSI); Rep. 
gr. 15; Chain drive; Removing camshaft timing chain from cam- 
shafts . 
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— Remove timing chain cover (top) > page 66 . 
Note: 
The timing valves have a left-hand thread. 


— Depending on version, turn assembly tool - T10352- or as- 
sembly tool - T10352/1A- in direction of -arrow- to remove 
timing valve. 


Pi ted by 
f t 1 Ti f ` UDIA UDI | 
— Todo so, counterhold with wrench, 21 mm - T40263- , adapter 
- T40314- and socket, 24. mm. * of inforn | 


— Remove bolts -arrows-. 
* Detach bearing saddle carefully without tilting it. 
— Detach bearing saddle. 


uA 
SZ NEIN 


— Turn vibration damper to “TDC” position. 


Risk of engine damage if valve gear drive slips 
— Only turn engine in normal direction of rotation. 


* Notch on vibration damper and marking on cover for timing 
chains (bottom) must be aligned -arrow-. 


* The markings -1- on the camshaft chain sprockets must face 
upwards. 


Note: 


The combination of wrench, 21 mm - T40263- , adapter - T40314- 
and socket, 24 mm can be fitted onto the vibration damper better 
than the counterhold tool - T10355- . 


z 
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Use a waterproof pen to mark camshaft timing chain and cyl- 
inder head -arrows- relative to markings on chain sprockets 
-1-. 


Use a waterproof pen to mark camshaft timing chain relative 
to guide rail of timing chain -2- as well. 


Remove sealing plug -arrow-. 


e 


| 


Remove bolts -arrows-. 


Remove bolt -arrow-. 
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chain tensioners may be in- 
stalled. 


Version 1 


otected by copyright. Copying for private or commercial purposes 


- Screw i in lever - T40243- -arrows 
per 


UNLESS « y 


/ AUDI AG does not guaran 
- Lift locking gene tfor chain eile T; to do so, insert. scriber - 
or $ ewdriver in hole of chain tensioner in direction ^ ^ 
of -arrow 1-, press lever - T40243- slowly in direction of 
-arrow 2- and hold in place. 


— Hold chain tensioner in position with locking pin - T40011- . 


Version 2 
— Screwin lever - T40243- -arrows-. 


— Compress circlip -1- for chain tensioner, press lever - T40243- 
slowly in direction of -arrow- and hold in place. 
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— Hold chain tensioner in position with locking tool - T40267- . 


All versions 
— Remove assembly lever - T40243- . 


— Bolt camshaft clamp - T4027 1/2- onto cylinder head and slide 
into teeth on chain sprocket in direction of -arrow 2-; if neces- 
sary, yd spanner to turn inlet camshaft in direction of 
-arrow 1-. 


With assembly clearance feature 


- Bolt camshaft clamp - T40271/1- onto cylinder head. Coun- 
terhold camshaft, with,ansopen-end spanner (press towards 
right side.-a 


- Remove bolt - 


y g rail downwards, while 
still counterholdinc 


— Continue turning exhaust camshaft clockwise -arrow- until 
camshaft clamp - T40271/1-can.be pressed into teeth on 
chain sprocket. 
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Without assembly clearance feature 


Bolt camshaft clamp - T40271/1- onto cylinder head. 


A second mechanic is required for the following steps. 


Turn exhaust camshaft in direction of -arrow A- using coun- 
terhold tool - T10172 A- and hold in place. Remove bolt -1- 
and guide tensioning:rail--2- downwards. 


Continue turning exhaust camshaft clockwise -arrow A- until 
camshaft clamp - T40271/1- can be. pressed into teeth -C- on 
chain sprocket-in directiomof -arrow B-. 


All versions 


u Note 


Mark camshafts relative to camshaft clamp - T40271/1- and 
camshaft clamp - T40271/2- . 


/f using new camshafts: Transfer markings made on old cam- 
shafts onto new camshafts. 


It will take much more time to install the new camshafts if the 
markings are not applied. 

Mark camshaft chain sprockets relative to camshaft clamp - 
T40271/1- and camshaft clamp - T4027 1/2- -arrows-. 


Use screwdriver to release catch and press off top guide rail 
-1- forwards. 


Remove camshaft timing chain from camshaft sprockets. 


Risk of damage to valves and piston crowns. 
— Never turn the crankshaft when the camshaft timing chain is 


removed. 


Installing 


Vibration damper is in “TDC” position. 


Notch -1- on vibration damper must align with arrow marking 
-2- on cover for timing chains (bottom). 


] 
p 
j 
` 
| 


| w- 
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* Camshaft chain sprockets locked in position with camshaft 
clamp - T40271/1- and camshaft clamp - T40271/2- . 


* The markings previously made on the camshaft chain sprock- 
ets -arrow- must align with the camshaft clamps. 


— Fittiming chain; to do so, position markings on chain links 
-arrows- at markings on chain sprockets -1-. 


— Install top guide rail -2-. 


With assembly clearance feature |... private or co iL pui 
A second mechanic is required for the following step. : AG does not 


— Turn exhaust.camshaftin direction-of -arrow.1- and slide cam- 6, 
shaft clamp - T40271/1- out of teeth on chain sprocket in 
direction of -arrow 2-. 
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— Carefully release camshaft until timing chain is in contact with 
upper guide rail. Hold camshaft in this position. 


— Move tensioning rail for camshaft timing chain into installation 
position and tighten bolt -A-. 


— Remove camshaft clamp - T40271/1- . 


Without assembly clearance feature 
A second mechanic is required for the following step. 


— Use counterhold tool - T10172 A- to turn exhaust camshaft 
slightly in direction of -arrow-;A- and slide camshaft clamp = 
T40271 Ar out of teeth on chain sprocket in direction of 
-arrow B-. 


— Carefully release camshaft in direction of -arrow C- until cam- 
shaft timing chain is in contact with guide rail -1-. Hold cam- 
shaft in this position. 


— Move tensioning rail -2- for camshaft timing chain into instal- 
lation position and tighten bolt -3-. 


All versions 


— Turn inlet camshaft in direction of -arrow 1- and slide camshaft 
clamp - T40271/2- out of teeth on chain sprocket in direction 
of -arrow 2- and release camshaft. 


— Remove camshaft clamp - T40271/2- . 


a 
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— Check valve timing; markings on camshaft timing chain and 
cylinder head -arrows- must align with markings on chain 
sprockets -1-. 


— Markings on camshaft timing chain and on guide rail for cam- 
shaft timing chain -2- must be opposite one another. 


— Notch on vibration damper must align with marking on timing 
chain cover (bottom) -3-. 


El] 


permitted unless authorised by AUDI AG. AUDI AG does not : 


with respect to the correctness of information in this document]||Co 


* Carefully attach bearing saddle without tilting it. 
— Attach bearing saddle and screw in bolts -arrows- hand-tight. 


— Depending on version, remove locking pin - T40011- or locking 
tool - T40267- . 


— Tighten bolts -arrows- for bearing saddle > page 72 . 


e; 


|. "Tum 
Zu 


— Screw in bolt -arrow-. 


Install timing valve > Item 6 (page 72) . 


Remaining installation steps are carried out in reverse sequence; 
note the following: 


— Install timing chain cover (top) > page 66 . 


Additional work depending on model ^ 4-cylinder direct injection 
engine (1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 15 ; Chain drive; Re- 
moving camshaft timing chain from camshafts . 
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2.5 Removing and installing camshaft tim- 
ing chain 

Special tools and workshop equipment required 

* Counterhold tool - T10172A- 


* Assembly tool - T10352A- 


* Locking pin#’T40011- 


* Lever- T40243- 


T10172A 


T10352 


W00-11755 


n 


C 


W0O0-11267 


Pd 


W00-11750 
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Pa 


W00-11887 


2 


W00-11749 


* Wrench, 21 mm - T40263- 


* Locking tool - T40267- 


* Camshaft clamp - T40271- 


W00-11748 


* Adapter - T40314- 
T40314 


W00-11649 


* Open end spanner insert, AF 24 
Removing 


Preparatory work may be necessary depending on model > 4- 
cylinder direct injection engine (2.0 Itr. 4-valve TFSI); Rep. gr. 
15 ; Chain drive; Removing and installing camshaft timing chain . 
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The timing valves have a left-hand thread. ~ 
- Depending on version, turn assembly tool - T10352- oras- ^ 
sembly tool -T10352/1A- in-direction of -arrow- to remove 

timing valve. 


— Todo so, counterhold with wrench, 21 mm - T40263- , adapter 
- T40314- and socket, 24 mm. 


— Remove bolts -arrows-. 
* Detach bearing saddle carefully without tilting it. 
— Detach bearing saddle. 


"o 


— Turn vibration damper to “TDC” position. 


Risk of engine damage if valve gear drive slips 
— Only turn engine in normal direction of rotation. 


* Notch on vibration damper and marking on cover for timing 
chains (bottom) must be aligned -arrow-. 


* The markings -1- on the camshaft chain sprockets must face 
upwards. 


Note: 


The combination of wrench, 21 mm - T40263- , adapter - T40314- 
and socket, 24 mm can be fitted onto the vibration damper better 
than the counterhold tool - T10355- . 


- Remove timing chain cover (bottom) = page 66 . aub] jo Y 


— Check “TDC” position again. | m ug 
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— Press oil pump chain tensioner in direction of -arrow- and lock 
in place using locking pin - T40011- . 


— Remove guide pin -1- and take off chain tensioner. 


— Detach drive chain for oil pump. 


— Remove bolts -arrows-. 


Depending on version, 2 different chain tensioners may be in- 
stalled. 


Version 1 
— Screwin lever - T40243- -arrows-. 


— Liftlocking element for chain tensioner; to do so, insert scriber 
or suitable screwdriver in hole of chain tensioner in direction 
of -arrow 1-, press lever - T40243- slowly in direction of 
-arrow 2- and hold in place. 


Note: 


The chain tensioner is oil-damped and can therefore only be 
pressed back slowly by applying constant pressure. 


— Hold chain tensioner in position with locking pin - T40011- . 
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Version 2 
— Screw in lever - T40243- -arrows-. 
— Compress and hold circlip -1- for chain tensioner. 


— Push lever - T40243- slowly in direction of -arrow- and hold in 
place. 


Note: 


The chain tensioner is oil-damped and can therefore only be 
pressed back slowly by applying constant pressure. 


— Hold chain tensioner in position with locking tool - T40267- . 


A15-11392 
i Wale Y 


All v versions. s 
- Remove lever - 740243... foi 


— Bolt camshalt clamp - T40274/2- onto eviindot' head and slide 
into teeth on chain sprocket in direction of -arrow 2-; if neces- 
sary, use spanner to turn inlet camshaft in direction of 
-arrow 1-. 
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With assembly clearance feature 


— Bolt camshaft clamp - T40271/1- onto cylinder head. Coun- 
terhold camshaft with an open-end spanner (press towards 
right side -arrow-). 


A second mechanic is required for the following steps. 


— Remove bolt -A- and push tensioning rail downwards, while 
still counterholding camshaft. 


— Continue turning exhaust camshaft clockwise -arrow- until 
camshaft clamp - T40271/1- can be pressed into teeth on 
chain sprocket. 


Without assembly clearance feature 
— Bolt camshaft clamp - T40271/1- onto cylinder head. 
A second mechanic is required for the following steps. 


— Turn exhaust camshaft in direction of -arrow A- using coun- 
terhold tool - T10172 A- and hold in place. Remove bolt -1- 
and guide tensioning rail -2- downwards. 


— Continue turning exhaust camshaft clockwise -arrow A- until 
camshaft clamp - T40271/1- can be pressed into teeth -C- on 
chain sprocket in direction of -arrow B-. 


All versions 


— Use screwdriver to release catch and press off top guide rail 
-arrow- towards front. 
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— Unscrew bolts -1- and remove guide rail -2-. 


— Remove timing chain. 


Installing 


n Note 


The timing chain links with coloured markings must be positioned 
at the markings on the chain sprockets. 


— Fittiming chain onto inlet camshaft. 
Fit timing chain onto exhaust camshaft. 


Fit timing chain onto crankshaft and hold in place. 


— Install guide rail -2- and tighten bolts -1-. 
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— Install top guide rail -art 


LI ES he 
SS) A15-11598 


With assembly clearance feature 
A second mechanic is required for the following step. 


— Turn exhaust camshaft in direction of -arrow 1- and slide cam- 
shaft clamp - T40271/1- out of teeth on chain sprocket in 
direction of -arrow 2-. 


— Keep holding camshaft in position and install tensioning rail for 
camshaft timing chain. Tighten bolt -A-. 


— Remove camshaft clamp - T40271/1- . 
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Without assembly clearance feature 
A second mechanic is required for the following step. 


— Use counterhold tool - T10172 A- to turn exhaust camshaft 
slightly in direction of -arrow A- and slide camshaft clamp - 
T40271/1- out of teeth on chain sprocket in direction of 
-arrow B-. 


— Remove camshaft clamp - T40271/1- . 


— Release camshaft in direction of -arrow C- until timing chain is 
in contact with guide rail -1-. Hold camshaft in this position, 
install tensioning rail -2- and tighten bolt -3-. 


All versions 


— Turninlet camshaft in direction of -arrow 1- and slide camshaft 
clamp - T40271/2-.out.of teeth. on-chain-sprocket in direction 
of -arrow 2- and,release camshaft. 


- Remove camshaft clamp - T4027 1/2- . 


— Check that timing chain links with coloured markings are 
aligned with markings on chain sprockets. 


f° J 
pg. <> Lui d 
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— Install drive chain for oil pump and chain tensioner. Tighten 
bolt -1- and remove locking pin - T40011- . 


— Fitand tighten bolts -arrows-. Tightening torques 


> Item 4 (page 106) 


— Lubricate hole -arrow- with engine oil. 


Carefully attach bearing 


Fit bearing saddle and 
they make contact. 


- Depending on version, remove locking pin - T40011- or locking 
tool - T40267- . 


Tighten bolts -arrows- for bearing saddle 2 page ya 


Install timing valve = Item 6 (page 72). NN" | 


Remaining installation steps are carried out in reverse sequence; 
note the following: 
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— Attach turning-over tool - T10531/3- . In “TDC” position, flat 
surface -1- faces upwards. Screw on flange nut - T10531/4- . 
Using open-end spanner (32 mm), turn crankshaft two rota- 
tions in direction of engine rotation. 


n Note 


Due to the ratio, the timing chain links with coloured markings are 
no longer aligned after the engine has been turned. 


— Detach turning-over tool and install timing chain cover (bot- 
tom) 2 page 66 . 


— Install timing chain cover (top) > page 66 . 


Tightening torques 
@ = “2.1 Exploded view - camshaft timing chains", page 72 


@ "2.2 Exploded view - drive chain for balance shaft", 
page 74 


2.6 Removing and installing drive chain for 
balance shaft 

Removing 

— Remove camshaft timing chain > page 91 . 

— Remove chain tensioner for camshaft timing chain -3-. 


— Remove chain tensioner for drive chain for balance shafts 
-1-. 

— Remove tensioning rail -2-. 

— Remove guide rail -3-. 

- ail cae 


E 
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Installing 
— Turn idler gear/balance shaft to markings -arrow-. 


| & 
A15-10464 


— Fit timing chain; the timing chain links with coloured markings 
must be positioned at the markings on the chain sprockets. 


— Fit guide rail for timing chain and tighten bolts -4-. 


— Fit guide rail fo ighten bolts -3-. 


— Screw in chain tensioner for timing chain -1-. 
T, y CODY ] i pying f r priv 


Protecte 
permitted unless authorised by AUDI AG. AUDI AG d 
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— Check adjustment again. 
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— Check markings on idler gear/balance shaft -arrow-. 


n Note 


For illustration purposes, the markings on the idler gear/balance 
shaft are shown with the chain removed. 


Remaining installation steps are carried out in reverse sequence; 
note the following: 


— Install camshaft timing chain > page 91 . 
Tightening torques 


@ = "2.2 Exploded view - drive chain for balance shaft”, 
page 74 


2.7 Checking valve timing 
Special tools and workshop equipment required 
@ Spark plug spanner - 3122B- 


¢,,'Dial:gauge set,-4-part-- VAS 6341- 


* Adapter for dial gauge - T10170 A- 


W00-11129 


VAS 6341 
mil 
Cosa] 
710170 A 


W00-11513 


2. Chain drive 1 03 


Audi A4 2008 > , Audi A5 Cabriolet 2009 > , Audi A5 Coupé 2008 > , Audi ... 
Servicing 4-cylinder engine, 1.8 Itr., 2.0 Itr. 4-valve TFSI (EA 888, Gen. Il) - Edition 09.2019 


* Wrench, 21 mm - T40263- 
T40263 


W00-11887 


* Adapter - T40314- 
T40314 


W00-11649 


Procedure 
— Remove timing chain cover (top) > page 66 . 


— Remove noise insulation (front) > General body repairs, ex- 
terior; Rep. gr. 66 ; Noise insulation; Removing and installing 
noise insulation . 


— Apply wrench, 21 mm - T40263- , adapter - T40314- and sock- 
et, 24 mm to vibration damper to turn crankshaft in direction 
of normal engine rotation until markings -arrow- are positioned 
almost at top. 


N15-10 


- Remove ignition coil with output stage for cylinder “1” 
> page 249. 


- Remove spark plug for cylinder 1 with spark plug socket and 
extension - 3122B- . 


A28-10143 
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— Screw dial gauge adapter - T10170/A- into spark plug thread 
as far as stop. 


— Insert dial gauge from dial gauge set, 4-part - VAS 6341- with 
extension - T10170A/1- as far as stop and secure with locking 
nut -arrow-. 


— Turn crankshaft slowly in normal direction of engine rotation 
until needle in dial gauge has reached maximum position. 
When needle has reached maximum position (i.e. turning 
point in dial gauge), piston is at »TDC«. 


Note: 


+ Ifthe crankshaft has been turned beyond the “TDC” position, 
it must be turned two rotations further in normal direction of 
engine rotation. Do not turn engine in opposite direction to 
normal rotation. 


* The combination of wrench, 21 mm - T40263- , adapter - 
T40314- and socket, 24 mm can be fitted onto the vibration 
damper better than the counterhold tool - T10355- described 
below. 


— Measure distance from left outer edge of rib -1- to marking 
-2- on inlet camshaft. 
* Specification: 61 ... 64 mm. 


— If specification is obtained, measure distance between mark- 
ing on exhaust camshaft -3- and marking on inlet camshaft 


* Specification: 124 ... 126 mm. 


(i| Note 


If the timing chain is one tooth out of position, this results in a 
deviation of approx. 6 mm from specification. The timing chain 
must be refitted if it is not in the correct position. 


* Notch -1- on vibration damper must align with arrow marking 
-2- on cover for timing chains (bottom). 


— Install timing chain cover (top) > page 66 . 
Tightening torques | 


* = General body repairs, exterior; Rep. gr. 66 ; Noise insula- 
tion; Exploded view-- sio insulation 
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3 Cylinder head 

> “3.1 Exploded view - cylinder head”, page 106 

2 "3.2 Removing and installing cylinder head", page 109 
2 "3.4 Checking compression", page 117 

3.1 Exploded view - cylinder head 


1 - Cylinder head gasket 
LJ Renewing > page 109 19 20 21 22 


QO Note installation posi- | | | 
tion: part number must 
face cylinder head 


Q If renewed, change 
coolant and engine oil 
2 - Bolt 
Q 25Nm 
3 - Engine lifting eye 
4 - Bolt 
Q Renew after removing 
Q Slackening 
=> page 108 
Q Tightening torque and 
sequence = page 108 
5 - Cylinder head 


Q Removing and installing 


2 page 109 
Checking for distortion 
> page*109 


If renewed, change 
coolant and engine oil 


Do not machine sealing 
surface (top) 


Always renew cylinder 
head cover as well 


Removing and installing 
non-return valve 
=> page 116 


6 - Bolt 39 38 37 
QO Renew after removing 
ū Slackening > page 108 
QO Tightening torque and sequence => page 108 


D O O O D 


7 - O-ring 
Q 2.0 ltr. engine only 
Q Check for damage 
Q Not available as a replacement part, supplied together with actuator for camshaft adjustment 
QO Lubricate with engine oil 


8 - Actuator for camshaft adjustment 
QO 2.0 ltr. engine only 
QO Removing and installing > page 137 
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9 - Bolt 
Q 2.0 ltr. engine only 
Q 5Nm 
10 - O-ring 
QO Renew after removing 
D Lubricate with engine oil 
11 - Sealing plug 
OQ With ball head for engine cover panel 
Q 5Nm 
12 - Sealing cap 
Q With seal 
13 - O-ring 
QO Renew after removing 
Q Lubricate with engine oil 
14 - Sealing plug 
15 - To intake manifold 
16 - Heat shield 
17 - Bolt 
Q 20Nm 
18 - Bolt 
Q 20Nm 
19 - To intake manifold/turbocharger 
20 - Breather pipe 
21 - O-ring 
ū Not available as replacement part 
22 - Gasket 
ū Not available as replacement part 
23 - Engine cover panel 
24 - Bolt 
Q Tightening torque and sequence > page 164 
25 - Oil separator 
Q On cylinder.head cover 
Q Exploded view =, page 163 
26 - Gasket 
Q Renew if damaged 
27 - Gasket 
Q Renew if damaged 


28 - Vacuum pump 
Q Removing and installing > Brake system; Rep. gr. 47 ; Vacuum system; Removing and installing vacuum 
pump 
29 - Bolt 
QO Tightening torque > Brake system; Rep. gr. 47 ; Vacuum system; Exploded view - vacuum pump 
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30 - Connection 
31 - Bracket 


32 - Bolt 
QO 9Nm 


33 - O-ring 
QO Renew after removing 
Q Lubricate with coolant 


34 - Engine lifting eye 
35 - Bolt 
Q 25Nm 
36 - Bolt 
Q Tightening torque > Item 3 (page 248) 


37 - Hall sender - G40- 

Q Exploded view > page 248 
38 - Separating plate 
39 - O-ring 

Q Renew after removing 

Q) Lubricate with engine oil 


Slackening cylinder head bolts 
— Remove bolts -arrows-. 


— Slacken cylinder head bolts in the sequence -1 ... 10-. 


Cylinder head - tightening torque and sequence 


. A removing, renew bolts tightened with specified tightening 
angle. 


* Bolts - difference: 
* Bolt without collar 5. 
* Bolt with collar -arrow- 


[ 415-12201 ] 
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— Tighten bolts in stages in the sequence shown: 


Buc cH s Tightening torques/angle specifica- 
tion 


H.. eh Oe | Screw in by hand until contact is made 


Without collar: 40 Nm; 
with peri 8) Nm (difference 
=> page 108 


3. — | -1..10 jTum9O*futhe — — | 
4. | -1..10- [Tum 90° further — — — 
5. | -Amws [Nm 
6. — | -Amows- [Tum 90° further — | 


A15-11210 


Checking cylinder head for distortion 


— Use straight edge and feeler gauge to measure cylinder head — VAS 6075 
for distortion at several points. T4 


* Max. permissible distortion: 0.05 mm 


3.2 Removing and installing cylinder head 
Special tools and workshop equipment required 
@ Spark plug spanner - 3122B- 


W00-11129 


* Engine bung set - VAS 6122- 
VAS 6122 


W00-11228 
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* Hose clip pliers - VAS 6362- 
VAS 6362 


ON 


WO0-11227 


710070 


W00-11511 


Pa 


W00-11887 


* Special wrench (Polydrive) - T10070- 


* Wrench, 21 mm - T40263- 


* Bit XZN 12 - T40270- 


W00-11890 
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* Adapter - T40314- 
T40314 


* Open end spanner insert, AF 24 
Removing 
* Re-install all cable ties in original positions. 


* All open inlet and exhaust ports must be sealed with suitable 
plugs (e.g. from engine bung set - VAS 6122- ). 


Preparatory work may be necessary depending on model > 4- 
cylinder direct injection engine (1.8, 2.0 Itr. 4-valve TFSI); Rep. 
gr. 15 ; Cylinder head; Removing and installing cylinder head . 


Coolant hose, version 1: 
— Release retaining clips -1, 2- and disconnect coolant hoses. 


E| A19-11381 


Coolant hose, version 2: 


— Lift retaining clips -arrows- and disconnect coolant hoses at 
rear. 
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Coolant hose, version 3: 


— Lift rear retaining clips -arrows-, release hose clip -2- and de- 
tach coolant hoses. 


lrotected by copvr 
All vehicles (continued): 
T Yes: 
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Installation position varies depending on engine version 


— Disconnect fuel line -2- > Fuel supply system; Rep. gr. 20 ; 
Plug-in connectors; Disconnecting plug-in connectors . 

— Release hose clip -1- and disconnect hose from activated 
charcoal filter. 


-— | 
mmm | A20-10994 


ZAR LL 


(| Note 


€* Place a cloth under coolant pipe to catch escaping coolant. 

€ installation position varies depending on engine version 

— Unscrew bolts -1- and -2- and swivel coolant pipe (front) up- 
wards. 

— Release hose clip -left arrow- and detach coolant hose. 


— Remove support for intake manifold (remove securing nut 
-1- and bolt -2-). 
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— Remove bolts -3- (only one bolt on some versions). 
— Unscrew banjo bolts -1- and -2- and move lines to the side. 


Es -— 


A21-10645 


— Unplug electrical connectors -1- and -2- at oil pressure switch 
- F22- and oil pressure switch for reduced oil pressure - F378- . 


n Note 


Installation position varies depending on engine version 


— Open hose clip -arrow-, detach air hose and swivel to side. 


ime] L^21-11023 | 


— Unplug electrical connectors -1 and 2- and move wiring clear. 
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— Unplug connector from oil level and oil temperature sender - 
G266- -arrow- and move wiring clear. 


— Slacken bolts -1- from top. 
- Remove bolt -2- from underneath. 


— Remove bolts -arrows- at oil return line. 


— Remove spark plugs with spark plug spanner - 3122B- . 


A28-10143 
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— Remove bolts -arrows-. 


— Use special wrench, long reach - T10070- / bit XZN 12 - 
T40270- to remove cylinder head bolts in the sequence 


* Make sure all hoses/pipes and wiring on component are dis- 
connected. 


* Makesuretensioning rail and guide rail are not damaged when 
lifting off cylinder head. 


— Take off cylinder head. F 
— Place cylinder head onto soft surface (foam plastic). 


— Seal off all open passages in the intake and exhaust system 
with clean cloths or plugs (thoroughly cleaned) from engine 
bung set - VAS 6122- . 


Installing 


UE eee 
I Z m 9 TICE 
EA PNT IOE | 


Risk of damage to sealing surfaces if handled incorrectly. 


— Carefully remove sealant residue from cylinder head and 
cylinder block. 


* After removing, renew bolts tightened with specified tightening 
angle. 


* Renew self-locking nuts, as well as seals, gaskets and O-rings 
after removing. 


* Secure all hose connections with correct type of hose clips (as 
original equipment) > Electronic parts catalogue . 


* Donotremove new cylinder head gasket from packaging until 
it is ready to be fitted. 


* Handle the cylinder head gasket very carefully to prevent 
Benin id to the silicone coating or the indented area of the 
gasket. 


* When installing an exchange cylinder head, the plastic pro- 
tectors fitted to protect the open valves should not be removed 
until the cylinder head is ready to.be fitted. 


* Wheninstalling an exchange cylinder head, the contact sur- 
faces between roller rocker finger and cam must be oiled 
before installing,the.cylinder,head.cover. 


* After fitting a new cylinder head or cylinder head gasket, 
change engine oil and coolant in entire cooling system. 


— Carefully remove sealant residue from cylinder head and cyl- 
inder block. 


— Ensure that no long scores or scratches are made on the sur- 
faces. 


— Carefully remove any remaining emery and abrasive material. 


— Clean blind holes for cylinder head bolts in cylinder block so 
that they are free of oil and coolant residue. 
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— Place cylinder head gasket in position. 
* Note position of centring pins in cylinder block -arrows-. 


* Note installation position of cylinder head gasket. Part No. 
should be legible from inlet side. 


— If crankshaft has been rotated: Set piston of cylinder 1 to top 
dead centre and then turn crankshaft back slightly. 


* Make sure that components are not damaged by timing chain 
when rotating crankshaft. 


— Fit cylinder head. cx 
— Fitand tighten cylinder head bolts. = 


Note: 


Cylinder head bolts do not have to be torqued down again later 
after repair work. 


Remaining installation steps are carried out in reverse sequence; 
note the following: 


— Use wrench, 21 mm- T40263- , adapter - T40314- and socket, 
24 mm to turn crankshaft until vibration damper is at "TDC" 
position. 


* Notch -1- on vibration damper must align with arrow marking 
-2- on cover for timing chains (bottom). 


* Marking on timing chain cover (bottom) must be in 4 o'clock 
position. 


— Connect coolant hose with plug-in connector > 4-cylinder di- 
rect injection engine (1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 19; 
Radiator/radiator fans; Exploded view - radiator/radiator fans . 


— Install camshafts > page 123 . 


— Install spark plugs > page 248 . 
— Change engine oil > page 153. 


— Change coolant > 4-cylinder direct injection engine (1.8, 2.0 
Itr. 4-valve TFSI); Rep. gr. 19; Cooling system/coolant; Drain- 
ing and filling cooling system . 


Additional work depending on model ^ 4-cylinder direct injection 
engine (1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 15 ; Cylinder head; 
Removing and installing cylinder head 


Tightening torques 
€ = “3.1 Exploded view - cylinder head", page 106 


* = 4-cylinder direct injection engine (1.8, 2.0 Itr. 4-valve TFSI); 
Rep. gr. 19 ; Coolant pipes; Exploded view - coolant pipes 


9 = “1.1 Exploded view - turbocharger”, page 186 
€ = “4.1 Exploded view - intake manifold", page 209 


3.3 Removing and installing non-return 
valve 


Special tools and workshop equipment required 
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* Assembly tool - T10118- 
T10118 


WO0-11303 


Removing 
* Cylinder head removed => page 109 . 


— Pull out non-return valve -arrow- using assembly tool - 
T10118-. 


Installing 
— Clean oil/passage. 
— Lubricate seal for new non-return valve with clean engine oil. 


- rel non-return valve into cylinder head by hand as far as it 
will go. 


N17-10566 


3.4 Checking compression 
Special tools and: workshop equipment required 
@ Spark plug spanner - 3122B- 


WO00-11129 


* Compression tester - V.A.G 1763- 
V.A.G 1763 


W00-11177 


Test sequence 
* Engine oil temperature at least 30 °C 


* Battery voltage at least 12.7 V 
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Remove ignition coils with output stages > page 249 . 


Remove spark plugs with spark plug spanner - 3122B- . 


A28-10143 


— Check compression pressure with compression tester - V.A.G 
1763- , adapter - V.A.G 1381/1- and adapter - V.A.G 
1381/5A- . (Using the compression tester > Operating in- V eer ine eee 
structions .) 


* Asecond mechanic is required for the following step. 


— Have a second mechanic operate starter until tester shows no 
further pressure increase. 


11.0 ... 14.0 


V.A.G 1381/1 


Maximum difference. between cylinders 


Attaching 


— Install spark plugs > page 248 . 
— Install ignition coils with output stages > page 249 . 


N15-10811 


— Erase any entries in engine control unit event memory result- 
ing from testing > Vehicle diagnostic tester. 
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4 Valve gear 

=> "4.1 Exploded view - valve gear”, page 119 

= “4.2 Removing and installing camshaft”, page 123 
=> "4.3 Installing ball for slider", page 136 


> "4.4 Removing and installing actuators for camshaft adjust- 
ment", page 137 


> "4.5 Removing and installing camshaft control valve 1 N205 " 


page 138 


= “4.1.1 Exploded view - valve gear, vehicles with 1.8 Itr. engine” 
page 119 


> “4.1.2 Exploded view - valve ear, vehicles with 2.0 ltr. engine", 
page 121 nitted i tho! y AUDI | 


4.1.1 Exploded view - valve gear, vehicles with 1.8 ltr. engine ^" >" 


1 - Exhaust valve 


Q Do not machine, only 
grinding-in is permitted 

Q Valve dimensions 
=> page 149 

Q Checking valve guides 
=> page 149 


2 - Cylinder head 
3 - Valve guide 
Q Checking > page 149 
4 - Valve stem oil seal 
Q Renewing > page 138 
5 - Valve spring 
6 - Valve spring plate 
7 - Valve cotters 
8 - Hydraulic compensation el- 
ement 
Q With roller rocker finger 
QO Do not interchange 
QO) Lubricate contact sur- 
face 
9 - Exhaust camshaft 
QO) Removing and installing 
=> “4.2.1 Removing and 
installing camshaft - ve- 
hicles with 1.8 Itr. en- 


gine", page 123 


Q) Check radial clearance 
with Plastigauge (roller 


rocker fingers removed) [« A15-10438 


ū Radial clearance: 
0.024 ... 0.066 mm 


U Runout: max. 0.04 mm 
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10 - Cylinder head cover 
Q With integrated camshaft bearings 


Q Removing and installing 
=> “4.2.1 Removing and installing camshaft - vehicles with 1.8 Itr. engine", page 123 


ū Clean sealing surface; machining not permitted 

Q) Remove old sealant residues 

Q Always renew cylinder head as well 
11 - Bolt 

QO Renew after removing 

Q Slackening > page 120 

Q Tightening torque and sequence > page 121 
12 - O-ring 

QO Renew after removing 

Q Lubricate with engine oil 


13 - Sealing plug 


14 - Inlet camshaft 


Q Removing and installing 
> “4.2.1 Removing and installing camshaft - vehicles with 1.8 Itr. engine", page 123 
Q Check radial clearance with Plastigauge (roller rocker fingers removed) 


Q) Radial clearance: 0.024 ... 0.066 mm 
Q Runout: max. 0.04 mm 
15 - Sealing cap 
Q Renew after removing 
Q Removing sealing cap with cylinder head cover installed: pierce on one side with an awl and pry out 
Q Installing >.page.127 
16 - Inlet valve 
Q Do not machine, only grinding-in is permitted 
ū Valve dimensions > page 149 
Q Checking valve guides > page 149 


Slackening cylinder head cover bolts 
— Loosen cylinder head cover bolts in the sequence -1 ... 6-. 


A15-10557 
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Tightening torques and sequence for cylinder head cover 
— Tighten bolts in stages in the sequence shown: 


Tightening torques/angle specifica- 
tion 
Screw in by hand in several stages 
until contact is made 

3. |  -1..6- [Turn 90° further 

n Note 


Take care to keep cylinder head cover straight. 


4.1.2 Exploded view - valve gear, vehicles with 2.0 Itr. engine 


1 - Exhaust valve 


Q Do not machine, only 
grinding-in is permitted 

Q Valve dimensions 
=> page 150 

Q Checking valve güides 
> gage 149. f | 


2-Cylinderhead! 
Q Exploded view 
> page 106 
3 - Valve guide 
Q Checking => page 149 
4 - Valve stem oil seal 
QO Renewing > page 138 
5 - Valve spring 
6 - Valve spring plate 
7 - Valve cotters 
8 - Hydraulic compensation el- 
ement 
Q With roller rocker finger 
OQ Do not interchange 
Q Lubricate contact sur- 
face 
9 - Exhaust camshaft 


QO) Removing and installing 
=> page 129 
Q Check radial clearance 


with Plastigauge (roller 
rocker fingers removed) 


Q Radial clearance: 
0.024 ... 0.066 mm 


U Runout: max. 0.04 mm 


10 - Spring 
QO Not available as replacement part 
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11 - Ball 
Q For slider 
QO Installing > page 136 
12 - Cylinder head cover 
OQ With integrated camshaft bearings 


Q Removing and installing 
> “4.2.2 Removing and installing camshaft - vehicles with 2.0 Itr. engine", page 129 
ū Clean sealing surface; machining not permitted 


QO) Remove old sealant residues 
Q Always renew cylinder head as well 


13 - Bolt 
QO Renew after removing 
Q Slackening > page 120 
Q Tightening torques and sequence > page 121 
14 - O-ring 
Q Lubricate with engine oil 
Q Check for damage 
Q Not available as a replacement part, supplied together with actuator for camshaft adjustment 


15 - Actuator for camshaft adjustment 
Q Removing and installing > page 137 


16 - Bolt 
Q 5Nm 
17 - O-ring 
Q Renew after removing 
Q Lubricate-with.engine-oil 
18 - Sealing plug 
19 - Inlet camshaft 
Q Removing and installing ^ page 129 
Q Check radial clearance with Plastigauge (roller rocker fingers removed) 
Q Radial clearance: 0.024 ... 0.066 mm 
Q Runout: max. 0.04 mm 
20 - Sealing cap 
Q Renew after removing 
Q Removing sealing cap with cylinder head cover installed: pierce on one side with an awl and pry out 
QO Installing > page 127 
21 - Inlet valve 
QO Do not machine, only grinding-in is permitted 
QO) Valve dimensions > page 150 
Q Checking valve guides > page 149 
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4.2 Removing and installing camshaft 


=> "4.2.1 Removing and installing camshaft - vehicles with 1.8 ltr. 
engine", page 123 


> "4.2.2 Removing and installing camshaft - vehicles with 2.0 Itr. 
engine", page 129 


4.2.1 Removing and installing camshaft - ve- 
hicles with 1.8 Itr. engine 
Special tools and workshop equipment required 


* Counterhold tool - T10172A- 
T10172A 


W00-11665 


* Thrust piece - T10174- 
T10174 


W00-11756 


* Sealant => Electronic parts catalogue 
Removing 


* Sealing surfaces at bottom of cylinder head cover and top of 
cylinder head must not be machined. 


* The camshaft bearings are integrated into the cylinder head 
and cylinder head cover. The timing chain must be slackened 
before removing the cylinder head cover. 


* Renew sealing cap = Item 15 (page 120) if cylinder head cover 
has been loosened. 


* Re-install all'cable ties in original positions. 
* Renew bolts for cylinder head cover after removal. 


Preparatory work-may-be necessary:depending on model > 4- 
cylinder direct injection engine (1.8, 2.0 Itr. 4-valve TFSI); Rep. 
gr. 15; Valve gear; Removing and installing camshaft . 


— Remove timing chain from camshafts > page 80 . 
— Remove ignition coils with output stages > page 249 . 


— Remove oil separator on cylinder head cover > page 164 . 
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— Disconnect pipe -arrows-. 
— Unplug electrical connector -1- from Hall sender - G40- . 


— Use spanner to turn inlet camshaft in direction of -arrow 1- and 
slide camshaft clamp - T4027 1/2- out of teeth on chain sprock- 
et in direction of -arrow 2- and move camshaft into rest posi- 
tion. 


E 


CEA) 


With assembly clearance feature 


— Use spanner to turn exhaust camshaft in direction of 
-arrow 1- and slide camshaft clamp - T40271/1- out of teeth 
on chain sprocket in direction of -arrow 2- and move camshaft 


into rest position. 


T 
1 
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Without assembly clearance feature 


Installing 


Use counterhold tool - T10172 A- to turn exhaust camshaft 
slightly in direction of -arrow A- and slide camshaft clamp - 
T40271/1- out of teeth on chain sprocket in direction of 
-arrow B-. 


Remove high-pressure pump => page 233 . 


Remove vacuum pump > Brake system; Rep. gr. 47 ; Vac- 
uum system; Removing and installing vacuum pump . 


Remove cylinder head cover bolts in the sequence -1 ... 6-. 


A15-10557 


Prise cylinder head cover -2- off using tool such as screwdriver 
-1-, starting from chain side. 


Detach cylinder head cover. 
Detach camshafts and cover exposed parts of engine. 


Sealing surfaces must be free of oil and grease. 


Ensure that all roller rocker fingers make contact with the ends 
of the valve stems correctly. 


Crankshaft must not be at "TDC" position. 


If crankshaft has been rotated: Set piston of cylinder 1 to top 
dead centre and then turn crankshaft back slightly. 


4. Valve gear 1 25 


Audi A4 2008 > , Audi A5 Cabriolet 2009 > , Audi A5 Coupé 2008 > , Audi ... 
Servicing 4-cylinder engine, 1.8 Itr., 2.0 Itr. 4-valve TFSI (EA 888, Gen. Il) - Edition 09.2019 


— Remove sealant residue from groove in cylinder head cover 
and from sealing surfaces. 


Risk of eye injury due to sealant residue. 
— Puton safety goggles. 


— Remove remaining sealant in groove of cylinder head cover 
-1- and on sealing surfaces, e.g. using a rotating plastic brush. 


— Clean sealing surfaces; they must be free of oil and grease. 
Note: 
Note expiry date of sealant. 


— Cut off nozzle of tube at front marking-(nozzle @ approx. 
2 mm). 


On new camshafts 


- Transfer markings made on old camshafts onto new: cam- 
shafts. 


Version without recesses 
— Oil running surfaces of both camshafts. 


— Place camshafts in cylinder head; factory markings -arrows- 
must be positioned as shown in illustration. 


(| Note 


Disregard the markings you have made. 


Version without recesses 
— Oil running surfaces of both camshafts. 


— Fit camshafts in cylinder head; recesses -arrows- must be 
vertically in line with each other. 


a Note 


Disregard the markings you have made. 


All engine versions (continued) 
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Different sealant bead contours: 


Version 1 


Version 2 


— Apply silicone sealant onto clean sealing surface of cylinder 


head cover, as illustrated -arrows-. 


The bead of sealant should be approx. 2 mm wide. 


(å) Note 


+ 
+ 


+ 


Take care to keep cylinder head cover straight. 


The cylinder head cover must be installed within 5 minutes 
after applying the silicone sealant. 


The bead of sealant must not be thicker than specified, other- 
wise excess sealant can enter the sump and obstruct the 
strainer in the oil intake pipe. 


Tighten bolts in several stages; tightening sequence 
> page 121. 


Use thrust piece - T10174- to drive in sealing cap -1- (do not 
apply sealant). 


Installation depth +a- = 1 ... 2 mm 


Turn vibration damper to “TDC” position -arrow-. 


Make sure that components are not damaged by timing chain 
when rotating crankshaft. 


Notch on vibration damper must align with arrow marking on 
cover for timing chains (bottom). 


A15-10916 
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— Turn inlet camshaft in direction of -arrow 1- until marking -3- 
aligns with camshaft clamp - T40271/2- . 


— Slide camshaft clamp - T40271/2- into teeth of chain sprocket 
in direction of -arrow 2-. 


With assembly clearance feature 


— Turn exhaust camshaft in direction of -arrow 1- until marking 
-3- aligns with camshaft clamp - T40271/1- . 


— Slide camshaft clamp - T40271/1- into teeth of chain sprocket 
in direction of -arrow 2-. 


b A wu c Y 
T40271/1 | 
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Without assembly clearance feature 
— Bolt camshaft clamp - T40271/1- onto cylinder head. 
A second mechanic is required for the following steps. 


— Turn exhaust camshaft in direction of -arrow A- until marking 
-1- aligns with camshaft clamp - T40271/1- . 


— Slide camshaft clamp - T40271/1- into teeth of chain sprocket 
in direction of -arrow B-. 


— Fit camshaft timing chain > page 80 . 


— Install air cleaner housing > 4-cylinder direct injection engine 
(1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 24 ; Air cleaner; Removing 
and installing air cleaner housing . 


Additional work depending on model ^ 4-cylinder direct injection 
engine (1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 15 ; Valve gear; Re- 
moving and installing camshaft 


Tightening torques 


9 24.1.1 Exploded view - valve gear, vehicles with 1.8 Itr. en- 
gine", page 119 


* -Fig. “Tightening torques and sequence for cylinder head 
cover"" , page 121 


4.2.2 Removing and installing camshaft - ve- 
hicles with 2.0 Itr. engine 


Special tools and workshop equipment required 
* Counterhold tool - T10172A- 


* Thrust piece - T10174- 


P. = 14027414 | 
B| X 
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T10172A 


W00-11665 


710174 


W00-11756 
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* Spacers - T40191- 
T40191 


W00-11567 


* Pin- T40196- 


W00-11751 


* Wrench, 21 mm - T40263- 


W00-11887 


@ Adapter - T40314- 
T40314 


W00-11649 


* Open end spanner insert, AF 24 
* Sealant => Electronic parts catalogue 
Removing 


* Sealing surfaces at bottom of cylinder head cover and top of 
cylinder head must not be machined. 
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* The camshaft bearings are integrated into the cylinder head 
and cylinder head cover. The timing chain must be slackened 
before removing the cylinder head cover. 


* Renew sealing cap = Item 20 (page 122) if cylinder head cover 
has been loosened. 


* Re-install all cable ties in original positions. 
* Renew bolts for cylinder head cover after removal. 


irat wor moy be edir oy depending on model > 4- 
) injec engine (1.8, 2.0 Itr. 4-valve TFSI); Rep. 
nt loving 2 nd installing camshaft . 


F T r am shaft adjustment ^ page 137 

- ane ignition mat with output stages > page 249 . 

- Remove oil separator on cylinder head cover = page 164 . 
Pipe (version. 1): | 
— Disconnect pipe -arrows-. 

— Unplug electrical connector -1- from Hall sender - G40- . 


Pipe (version 2): 


— Remove bolt -1- and press release tabs to disconnect pipe 
-arrows-. 


— Unplug electrical connector -2- at Hall sender - G40- . 


All vehicles (continued): 


— Use wrench, 21 mm - T40263- , adapter - T40314- and socket, 
24 mm to turn crankshaft until vibration damper is at "TDC" 
position. 


LO norice 


Risk of engine damage if valve gear drive slips 
— Only turn engine in normal direction of rotation. 
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* Notch on vibration damper and marking on cover for timing 
chains (bottom) must be aligned -arrow-. 


* The markings -1- on the camshaft chain sprockets must face 
upwards. 


Note: 


The combination of wrench, 21 mm - T40263- , adapter - T40314- 
and socket, 24 mm can be fitted onto the vibration damper better 
than the counterhold tool - T10355- . 


O NOTICE 


Irreparable engine damage can be caused if tools are used im- 
properly. 
— Only insert tools in positions shown. 


— Insert drifts - T40196- as shown in illustration. 

— Turn crankshaft 2 rotations in direction of engine rotation. 

* Engine must be at “TDC” position again. 

— Remove drifts - T40196- . 

— Remove timing chain from camshafts > page 80 . 

— Use spanner to turn inlet camshaft in direction of -arrow 1- and 
slide camshaft clamp - T4027 1/2- out of teeth on chain sprock- 


et in direction of -arrow 2- and move camshaft into rest posi- 
tion. 
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Installing-— 


Use spanner to turn exhaust camshaft in direction of 

-arrow 1- and slide camshaft clamp - T4027 1/1- out of teeth 
on chain sprocket in direction of -arrow 2- and move camshaft 
into rest position. 


Remove high-pressure pump => page 233 . 


Remove vacuum pump > Brake system; Rep. gr. 47 ; Vac- 
uum system; Removing and installing vacuum pump . 


Remove cylinder head cover bolts in the sequence -1 ... 6-. 


Prise cylinder head cover -2- off using tool such as screwdriver 
-1-, starting from chain side. 


Detach cylinder head cover. 
Detach camshafts and cover exposed parts of engine. 


Sealing surfaces must be free of oil and grease. 


Ensure that all.roller.rocker firlgers make contact with the ends 
of the valve stems correctly. 


Crankshaft must not be at-“TDC” position. 


If crankshaft has.been, rotated: Set piston of cylinder 1.to top 
dead centre and then turn crankshaft back slightly. 


eG, 
A [ 41512197 
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— Remove sealant residue from groove in cylinder head cover 
and from sealing surfaces. 


Risk of eye injury due to sealant residue. 
— Puton safety goggles. 


- Remove remaining sealant in groove of cylinder head cover 
-1- and on sealing surfaces, e.g. using a rotating plastic brush. 


— Clean sealing surfaces; they must be free of oil and grease. 

On new camshafts 

— Transfer markings made on old camshafts onto new cam- 
shafts. 

All vehicles: 


— Oil running surfaces of both camshafts. T40191A T40191/2 
| 


Ball for slider may spring out - risk of eye injury. 
— Puton safety goggles. 


— Lock camshaft with spacers - T40191- as shown in illustration; 
if necessary, move sliders to correct positions. 


(| Note 


/f available, use second set of spacers - T40191- , or re-position 
-T40191/1- . 


A15-10914 


— Place camshafts in cylinder head; factory markings -arrows- 
must be positioned as shown in illustration. 


(| Note 


Disregard the markings you have made. 


— Check alignment -arrows- of camshafts. 
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Note: 
Note expiry date of sealant. 


— Cut off nozzle of tube at front marking (nozzle @ approx. 
2 mm). 


— Apply silicone sealant onto clean sealing surface of cylinder 
head cover, as illustrated -arrows-. 


* The bead of.sealant should be approx. 2 mm wide. 


(å) Note 


@ Take care to keep cylinder head cover straight. 


@ The cylinder head cover must be installed within.5 minutes 
after applying the silicone sealant. 


¢ The bead of sealant must not be thicker than specified, other- 
wise excess sealant can enter the sump and obstruct the 
strainer in the oil intake pipe. 


— Fit cylinder head cover on cylinder head. 
— Tighten bolts in several stages; tightening sequence 
=> page 121. 


— Use thrust piece - T10174- to drive in sealing cap -1- (do not 
apply sealant). 


* Installation depth -a- = 1 ... 2 mm 


— Turn vibration damper to “TDC” position -arrow-. 


* Make sure that components are not damaged by timing chain 
when rotating crankshaft. 


* Notch on vibration damper must align with arrow marking on 
cover for timing chains (bottom). 


A13-10442 
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— Turn inlet camshaft in direction of -arrow 1- until marking -3- 
aligns with camshaft clamp.--T402741/2- 


— Slide camshaft clamp - T4027 1/2- into teeth of chain sprocket 
in direction of -arrow 2-. 


— Turn exhaust camshaft in direction of -arrow 1- until marking 
-3- aligns with camshaft clamp - T40271/1- . 


— Slide camshaft clamp - T40271/1- into teeth of chain sprocket 
in direction of -arrow 2-. 


— Fit camshaft timing chain > page 80 . 
— Install actuators for camshaft adjustment > page 137 . 


Additional work depending on model => 4-cylinder direct injection 
engine (1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 15; Valve gear; Re- 
moving and installing camshaft 


Tightening torques 


€ = “4.1.2 Exploded view - valve gear, vehicles with 2.0 Itr. en- 
gine", page 121 


* -Fig. "Tightening torques and sequence for cylinder head 
cover"" , page 121 


7402711 t [mena i 


4.3 Installing ball for slider 
Special tools and workshop equipment required 


@ Spacers - T40191- 
T40191 


W00-11567 


* Safety goggles 
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pring downwards in direction of -arrow A- with 
1- and hold in place. 


— Push slider -3- in direction of -arrow B-. 


Protected by OJ ] rp | 1 [ 


4.4 Removing and installing actuators for 
camshaft adjustment 

2.0 Itr. engine only 

Removing 

— Remove engine cover panel > page 11. 

— If fitted, unscrew bolts -arrow- for connector rail. 


, 
» 


DZ N "T 
pA 


» 
» 


| 428-1014 |) 


J 


— Unplug electrical connectors -arrows- at actuators for cam- 
shaft adjustment. 
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— Remove actuators for camshaft adjustment -arrows-. 
Installing 

Installation is carried out in reverse order; note the following: 
* Check O-rings for damage. 


* Pin of actuator for camshaft adjustment must be brought into 
installation position: 


— Pressdown pin of actuator forcamshaft adjustment -arrow- by 
hand. 


* Pin of actuator must not be in extended position. 

— Install engine cover panel > page 11. 

Tightening torques 

€ = “4.1.2 Exploded view - valve gear, vehicles with 2.0 Itr. en- 


A ” 
gine”, page 121 


4.5 Removing and installing camshaft con- 
trol valve 1 - N205- 


Removing 
— Detach connector from camshaft control valve 1 - N205- -1-. 


— Unscrew bolts -arrows- and remove camshaft control valve 1 
- N205-. 


Installing 
Installation is carried out in reverse order; note the following: 
* Renew seal and O-ring after removing. 


— Use engine oil to lubricate O-ring on sealing surface for cam- 
shaft control valve. 


Tightening torques 
€ 2"1.1 Exploded view - timing chain cover”, page 64 


A15-10734 
—— 


Lu 


4.6 Removing and installing valve stem oil 
seals 


> “4.6.1 Removing and installing valve stem oil seals (cylinder 
head installed)”, page 138 


=> "4.6.2 Removing and installing valve stem oil seals (cylinder 


head removed)”, page 1 


4.6.1 Removing and installing valve stem oil 
seals (cylinder head installed) 


Special tools and workshop equipment required 
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@ Spark plug spanner - 3122B- 


Pd 


WÜ00-11129 


PL 


WO0-11151 


3365 P 


W00-11141 


T40012 
"d 


* Valve stem seal puller - 3364- 


* Valve stem oil seal fitting tool - 3365- , or (depending on ver- 
sion/manufacturer of valve shaft seal): 


* Valve shaft seal fitting tool - T40376/1- (not illustrated) 
* Adapters - T40012- 
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* Removal and installation device for valve cotters - VAS 5161 
A- VAS 5161A 


W00-11584 


* Guide plate for 2.0 Itr. and 3.0 Itr. FSI engine - VAS 5161/19B- 
* Assembly sleeve > Electronic parts catalogue 

Procedure 

— Remove camshafts > page 123. 


— Mark original positions of roller rocker fingers and hydraulic 
compensation elements for re-installation. 


— Remove roller rocker fingers together with hydraulic compen- 
sation elements and put down on a clean surface. 


— Remove spark plugs with spark plug spanner - 3122B- . 


— Secure guide plate for 2.0 Itr. and 3.0 Itr. FSI engine - VAS 
5161/19B- to cylinder head with knurled screws - VAS 
5161/12- as shown. 


— Set piston of appropriate cylinder to "bottom dead centre". 


1 40 Rep. gr.15 - Cylinder head, valve gear 


Audi A4 2008 > , Audi A5 Cabriolet 2009 > , Audi A5 Coupé 2008 > , Audi ... 
Servicing 4-cylinder engine, 1.8 Itr., 2.0 Itr. 4-valve TFSI (EA 888, Gen. Il) - Edition 09.2019 


Screw adapter - T40012- into spark plug thread. 
Connect to compressed air supply of at least 6 bar. 


Knock loose sticking valve cotters using punch - VAS 5161/3- 
and a plastic-headed hammer. 


Inlet side: 


Screw snap-in device - VAS 5161/6- with eng aging fork - VAS 
5161/5- into centre thread on guide plate for 2.0 Itr. and 3.0 Itr. 
FSI engine - VAS 5161/19B- . 


Exhaust side: 


Screw snap-in device - VAS 5161/6- with engaging fork - VAS 
5161/5- into outer thread on guide plate for; 2:0 Itr. and)3.0 dtr: 
FSI engine - VAS 5161/19B- . 


Continued: 


Insert assembly cartridge - VAS 5161/8- into guide plate for 
2.0 Itr. and 3.0 Itr. FSI engine - VAS 5161/19B- . 


E Y pressure fork - VAS 5161/2- on snap-in device - VAS 


Press down assembly cartridge - VAS 5161/8- and atthe same 
time, turn knurled screw of assembly cartridge - VAS 5161/8- 
clockwise until tips engage in valve cotters. 


Move knurled screw back and forth slightly; the valve cotters 
are thus forced apart and taken up by the assembly cartridge. 


Release pressure fork - VAS 5161/2- . 
Take out assembly cartridge - VAS 5161/8- . 


sAn aa 51 Sie 


VYAS ETET 
—— uff 


| N15-10112. | 


VAS 5161/6 
VAS 5161/8. 


Lec 
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— Pull off valve stem oil seal with valve stem seal puller - 3364- . 


A15-11316 


— |fvalve stem seal puller - 3364- cannot be used on account of 
restricted space, knock out pin -arrow- with a punch and re- 
move the impact extractor attachment. 


— Position lower part of valve stem seal puller - 3364- on valve 
stem oil seal. 


— Insert a punch -1- through hole in lower section of puller. 


— Apply assembly lever to puller and pull out valve stem oil seal 
-amow-. 


A 
Q 
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* To avoid damaging the new valve stem oil seal -4- during in- 
stallation, fit the assembly sleeve -3- onto the valve stem -2-. 


— Lightly oil sealing lip of valve stem oil seal. 


* Use either pusher - 3365- or pusher - p depending 
on version/manufacturer of valve stem oil seal. 


— Insert valve stem oil seal into valve shaft seal fitting tool -5- 
and use assembly sleeve to press it carefully onto valve guide 
-1- as far as stop. 


— Remove assembly sleeve . 
— Insert valve spring and valve spring plate. 


— Setup removal and installation device for valve cotters - VAS 
5161 A- as shown. 


A15-12114 


Inlet side: 


Exhaust side: VAS 5161/6 


LOAD 5161/8 
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Continued: 


* If valve cotters have been removed from assembly cartridge, 
they need to be put into insertion device - VAS 5161/18- first. 


* Press assembly cartridge -VAS 5161/8- onto insertion device 
from above and pick up valve cotters. 


— Use pressure fork - VAS 5161/8- to press down assembly car- 
tridge - VAS 5161/2- , then turn knurled screw of assembly 
cartridge back and forth while pulling upwards. 


— Release pressure fork - VAS 5161/2- with knurled screw in VAS 5161/18 


pulled position. 


— Detach removal and installation device for valve cotters - VAS 
5161A-. 


— Repeat procedure for each valve. 
Attaching 
Assembly is performed in reverse sequence; note the following: 


— Install camshafts = page 123 . 
— Install spark plugs > page 248 . 


4.6.2 Removing and installing valve stem oil 
seals (cylinder head removed) 


Special tools and workshop equipment required 
@ Valve stem seal puller - 3364- 


W00-11151 


* Valve stem oil seal fitting tool - 3365- , or (depending on ver- 
sion/manufacturer of valve shaft seal): 


W00-11141 


* Valve shaft seal fitting tool - T40376/1- (not illustrated) 
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* Removal and installation device for valve cotters - VAS 5161 


* Guide plate for 2.0 Itr. and 3.0 Itr. FSI engine - VAS 5161/19B- 
* Engine and gearbox support - VAS 6095A- 


* Cylinder head tensioning device - VAS 6419- 


* Assembly sleeve > Electronic parts catalogue 


Procedure 


Mark original positions of roller rocker fingers and hydraulic 
compensation elements for re-installation. 


Remove roller rocker fingers together with hydraulic compen- 
sation elements and put down on à clean surface. 


If necessary, remove intake manifold with fuel rail > 4-cylinder 
direct injection engine (1-8, 2.0 Itr. 4-valve TFSI); Rep. gr. 24; 
Intake manifold; Removing and installing intake manifold . 


Remove turbocharger (if necessary) s page 190 : 


VAS 5161A 


+ 


VAS 6095A 


VAS 6419 


W00-11584 


W00-11709 
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— Insert cylinder head tensioning device - VAS 6419- into engine VAS 6419/1 
and gearbox support - VAS 6095A- . 


— Secure cylinder head in cylinder head tensioning device, as 
shown in illustration. 


— Connect cylinder head tensioning device to compressed air 
supply. ; 

— Using lever -arrow-, slide air pad under combustion chamber VAS 6419/2 
where valve stem oil seal is to be removed. 


— Apply just enough compressed air to bring air pad into contact 
with valve heads. 


— Fit guide plate for 2.0 Itr. and 3.0 Itr. FSI engine - VAS 
5161/19B- onto cylinder head. 


— Secure guide plate with knurled screws -VAS 5161/12- . 


— Apply drift -VAS 5161/3- to guide plate and use plastic-headed 
hammer to release sticking valve cotters. 


— Screw snap-in device -VAS 5161/6- with engaging fork - 
VAS 5161/5- into guide plate. 


— Insert assembly cartridge -VAS 5161/8- in guide plate. 
Inlet side: 


— Engage pressure fork -VAS 5161/2- at snap-in device, as 
shown in illustration. 


c TC 
"ia Les 
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Exhaust side: 


Screw snap-in device - VAS 5161/6- with engaging fork - VAS 
5161/5- into outer thread on guide plate for 2.0 Itr. and 3.0 Itr. 
FSI engine - VAS 5161/19B- . 


Continued: 


Insert assembly cartridge - VAS 5161/8- into guide plate for 
2.0 Itr®and 3:0-Itr. FSl'engine - VAS 5161/19B- 


Engage pressure fork - VAS 5161/2- on snap-in device - VAS 
5161/6-.. 


Press. down assembly cartridge - VAS 5161/8- and at the same 
time, turn knurled screw of assembly cartridge - VAS 5161/8- 
clockwise until tips engage in valve cotters: 


Move knurled screw back and forth slightly; the valve cotters 
are thus forced apart and taken up by the assembly cartridge. 


Release pressure fork - VAS 5161/2- . 
Take out assembly cartridge - VAS 5161/8- . 


Pull off valve stem oil seal with valve stem seal puller - 3364- . 


To avoid damaging the new valve stem oil seal -4- during in- 
stallation, fit the assembly sleeve -3- onto the valve stem -2-. 


Lightly oil sealing lip of valve stem oil seal. 


Use either pusher - 3365- or pusher - T40376/1- , depending 
on version/manufacturer of valve stem oil seal. 


Insert valve stem oil seal into valve shaft seal fitting tool -5- 
and use assembly sleeve to press it carefully onto valve guide 
-1- as far as stop. 


Remove assembly sleeve . 
Insert valve spring and valve spring plate. 


Set up removal and installation device for valve cotters - VAS 
5161 A- as shown. 


VAS 5161/6 
pes 5161/8 


mem 
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Inlet side: 


VAS 5161/6 


ee 
tA VAS 5161/5 / 
“VAS 5161/8. 
TONG le 


VAS 5161/6 
[VAS 5161/8 


RER 


Exhaust side: 


VAS 5161/2 


Continued: 


* «lf valve cotters have been removed from assembly cartridge, 
they need to be put into insertion device - VAS 5161/18- first. 


— Wse pressure fork - VAS 5161/8- to press down assembly car- 
tridge - VAS 5161/2- , then turn knurled screw of assembly 
cartridge back and forth while pulling upwards. 


— Release pressure fork - VAS 5161/2- with knurled screw in 
pulled position. 


" Jy iii and installation device for valve cotters- VAS VAS 5161/18 
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5 Inlet and exhaust valves 


2 "5.1 Checking valve guides", page 149 

2 "5.2 Checking valves", page 149 

2 "5.3 Valve dimensions", page 150 

5.1 Checking valve guides 
Special tools and workshop equipment required 
* Universal dial gauge bracket - VW 387- 


* Dial gauge - VAS 6079- 


Test sequence 


— Insert valve into guide. End of valve stem must be flush with 
guide. Only insert inlet valve into inlet valve guide and exhaust 
valve into exhaust valve guide, as the stem diameters are dif- 
ferent. 

— Measure the amount of sideways play. 


Wear limit 


Inlet valve guide Exhaust valve guide 
* If the wear limit is exceeded, repeat the measurement with 
new valves. Renew cylinder head if wear limit is still exceeded. 


* Ifthe valve has to be renewed as part of a repair, use a new 
valve for the measurement. 


5.2 Checking valves 


— Visually inspect for scoring on valve stems and valve seat sur- 
faces. 


— Renew valve if scoring is clearly visible. 


Wü00-11125 


VAS 6079 


W00-11309 


VW 387 — 
VAS 6079 


"o 
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5.3 Valve dimensions 


Valve dimensions 


* |nletand exhaust valves must not be machined. Only grinding- 
in is permitted. 


Dimension — | Inlet valve Exhaust valve 
la |  mm| 3385£0.10 28.0 + 0.1 


lb |^ mm|  598:0901 5.96 + 0.01 
104.0 + 0.2 101.9 + 0.2 


415-0326 
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17-  Lubrication 


1 Sump/oil pump 
2 "1.1 Exploded view - sump/oil pump", page 151 


> "1.2 Engine oil", page 153 

2213 Removing and'installing sump (bottom section)", 
page 153 

21:4. [emoving:and'installing oil pump”, page 155 


=> “1.5 Removing and installing sump (top section)", page 157 


21:6 Removing and installing oil level and oil temperature send- 
er.G266 ^ page.160 


1:1 Exploded view - sump/oil pump 


* If large quantities of metal shavings or particles are found in 
the engine oil when repairing the engine, the oil passages 
must be cleaned carefully in order to prevent further damage 
occurring later. In addition, renew oil spray jets, engine oil 
cooler and oil filter. 


* Oil spray jet and pressure relief valve ^ page 55 


1 - Oil level and oil temperature 
sender - G266- 


Q Removing and installing 
=> page 160 
2 - Gasket 
Q Renew after removing 
3 - Bolt 
Q Renew after removing 


ü Mud sequence 
=> page 153 


4 - Sump (bottom section) 


Q Removing and installing 
=> page 153 


5 - Baffle plate 
Q Renew after removing 
6 - Suction pipe 
Q Clean strainer if dirty 
7 - Bolt 
n 9Nm 
8 - O-ring 
Q Renew after removing 
QO Lubricate 
9 - Oil pump 
QO) Removing and installing 
> page 155 


10 - Centring sleeve 
11 - O-ring — 
Q Renew after removing 
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12 - Valve for oil pressure control - N428- 
QO Removing and installing > page 169 
13 - Bolt 
Q Tightening torque > Item 1 (page 167) 
14 - Chain tensioner 
15 - Drive chain for oil pump 
QO Mark direction of rotation before removing 
16 - Bolt 
QO 9Nm 
17 - Gasket 
QO Renew after removing 
18 - Oil separator 
Q On cylinder block 
Q Removing and installing > page 164 
19 - Bolt 
Q Tightening torque and sequence > page 163 
20 - Sump (top section) 
Q Removing and installing > page 157 
21 - Bolt 
QO Renew after removing 
Q Tightening torque and sequence => page 153 
22 - Bolt 
Q Renew after removing 
Q) Tightening torque and sequence > page 153 
23 - Bolt 
QO 20Nm 
24 - Gasket 
Q Renew after removing 
25 - Bolt 
Oy 9 Nm 
26 - Gasket 
UO Renew after removing 
27 - Non-return valve 
28 - Oil drain plug 
Q Renew after removing 
Q:30 Nm 


29 - Nut 
QO 9Nm 
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Sump (bottom section) - tightening torques and sequence 


* After removing, renew bolts tightened with specified tightening 
angle. 


— Tighten bolts in stages in the sequence shown: 


a a Tightening torques/angle specifica- 
tion 


H. up I 19- Screw in by hand until contact is made 
3. | -1..19- [Turn 45° further 


Sump (top section) - tightening torques and sequence 


* After removing, renew bolts tightened with specified tightening 
angle. 


— Tighten bolts in stages in the sequence shown: 


odd e Tightening torques/angle specifica- 
tion 


| Protected bycopypaght. € Screw in by hand until contact is made 


[Brith rfspeatto.ttt3-orre| Tum:90° further 


1.2 Engine oil 


* Draining and filling up engine oil, checking oil level, removing 

and installing oil filter element > 4-cylinder direct injection en- 

ine (1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 17 ; Sump/oil pump; 
ngine oil 


* Oil capacities, oil specifications and viscosity grades = Main- 
tenance tables . 


1.3 Removing and installing sump (bottom 
section) 


(i| Note 


The plastic fins on the baffle plate are deformed permanently dur- 
ing tightening. The plastic fins make sure that the baffle plate rests 
on the contact surface without play and does not cause rattling 
noises. The baffle plate must therefore always be renewed. 
Special tools and workshop equipment required 

Flat scraper 

Sealant remover 

Electric drill with plastic brush attachment 


Safety goggles 


© 9 9 9 9 


Sealant > Electronic parts catalogue 
Removing 
* Engine oil drained > page 153. 


Preparatory work may be necessary depending on model ^ 4- 
cylinder direct injection engine (1.8, 2.0 Itr. 4-valve TFSI); Rep. 


19 11 & 7 5 gis] 
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gr. 17 ; Sump/oil pump; Removing and installing sump (bottom 
section) . 


— Unplug connector from oil level and oil temperature sender - 
G266- -arrow-. 


— Remove bolts -1 ... 19-. 


— Take off sump: if necessary loosen it by striking lightly with a 
rubber hammer. 


—- lf renewing sump (bottom section), remove oil level and oil 
temperature sender - G266- 5 page 160. 


Installing 


* After removing, renew bolts tightened with specified tightening 
angle. 


— Spray sealing surface with sealant, remover, and. wait for it to 
take effect. 


— Remove sealant remaining on sump (top section) with flat 
scraper. 


Risk of eye injury due to sealant residue. 
— Puton safety goggles. 


— Remove sealant residue on sump (bottom section) -1- using 
rotating plastic brush or similar. 


— Clean sealing surfaces; they must be free of oil and grease. 


A17-10940 
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Note: 
Note expiry date of sealant. 


— Cut off nozzle of tube at front marking (nozzle 2 approx. 
3mm). 


— Apply sealant onto clean sealing surface of sump (bottom sec- 
tion) as illustrated -arrow-. 
* Thickness of sealant bead: 2 ... 3 mm 


* The bead of sealant must not be thicker than specified, other- 
wise excess sealant can enter the sump and obstruct the 
strainer in the oil intake pipe. 


* The sump must be installed within 5 minutes after applying 
sealant. 


* After fitting sump, sealant must dry for approx. 30 minutes. 
Then (and only then) fill the engine with engine oil. 


— Fitsump (bottom section) immediately and tighten bolts 
=> page 153. 


— Fill with engine oil and check oil level ^ page 153 . 


Additional work depending on model > 4-cylinder direct injection 
engine (1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 17 ; Sump/oil pump; 
Removing and installing sump (bottom section) 


Tightening torques 


@ = Fig. ““Sump (bottom section) - tightening torques and se- 
quence” , page 153 


€ = “1.1 Exploded view - sump/oil pump”, page 151 


1.4 Removing and installing oil pump 
Special tools and workshop equipment required 


* Assembly tool - T10118- 
T10118 
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* Locking tool - T40265- 
T40265 


Removing 
— Remove sump (bottom section) > page 153 . 
— Unscrew bolts -arrows- and detach baffle plate. 


A17-10391 


— Using assembly tool - T10118- , pull support wire of spring for 
chain tensioner in direction of -arrow- and secure in place with 
locking tool - T40265- . 


— Remove bolts -arrows- and remove oil pump. 

Installing 

Installation is carried out in reverse order; note the following: 
* Renew baffle plate = Item 5 (page 151) after removing. 


* After removing, renew bolts tightened with specified tightening 
angle. 


— Check that both centring sleeves are fitted in oil pump. 


— Guide oil pump sprocket into drive chain and install oil pump. 
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LO | NOTICE 


Risk of damage to engine if driv 

sioned correctly. 

— Ensure that support wire for spring engages correctly on cast 
projection on sump (top section). 


pump is not ten- 


— Using assembly tool - T10118- ,. pull support wire of spring for 
chain tensioner in direction of -arrow- and remove locking tool 
^ t to th t f 


— Fit new baffle plate and secure in position. 
— Install sump (bottom section) > page 153. 
— Fill with engine oil and check oil level ^ page 153 . 


Tightening torques 

@ = “1.1 Exploded view - sump/oil pump" 

1.5 Removing and installing sump (top sec- 
tion) 


Special tools and workshop equipment required 
* Electric drill with plastic brush 

* Safety goggles 

* Sealant => Electronic parts catalogue 
Removing 


* Gearbox removed > Gearbox; Rep. gr. 34 ; Removing and 
installing gearbox; Removing gearbox , or > Automatic gear- 
box; Rep. gr. 37 ; Removing and installing gearbox; Removing 
gearbox 


— Remove sealing flange (gearbox end) > page 32. 
— Remove oil pump = page 155. 
— Unplug electrical connector -1- and move wiring clear. 


n Note 


Illustration shows vehicle with power steering pump. 


x“ 
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— Remove bolts -arrows-. 


— Slacken and remove bolts in the sequence: -13 ... 1-. 


* Lever off sump (top section) at gearbox end first. Be careful 
when levering off. 


— Carefully release sump (top section) from bonded joint. 
Installing 


* After removing, renew bolts tightened with specified tightening 
angle. 
* Renew O-rings after removing. i Da 


= 


* Renew baffle plate > Item 5 (page 151) after removing. 13119 7 5 3 
— Remove sealant remaining on cylinder block with flat scraper. 


Risk of eye injury due to sealant residue. 
— Puton safety goggles. 


- Remove residual sealant on sump (top section) and timing 
chain cover (bottom) -1- using rotating plastic brush or similar. 


* Check whether timing chain cover is deformed. For this pur- 
pose, first fit sump (top section) without sealant and determine 
ap.between cover and.sump (top section). If the cover is de- 
ormed and cannot be straightened, renew cover after instal- 
ling sump (top section). 


A17-10940 


— Clean.sealing surfaces; they must be free of oil and grease. 

— Check oil passages in sump (top section) and in cylinder block 
for dirt. 

Note: 

Note expiry date of sealant. 


— Cut off nozzle of tube at front marking (nozzle @ approx. 2 
mm). 
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LO NOTICE 


Risk of engine damage due to excessive sealant in lubrication 
system. 
— The sealant bead must not be thicker than specified. 


.. 3 mm 


— Apply sealant between cylinder block and timing chain- cover, 
(bottom) -arrows-. 


* Sump (top section) and crankcase must be flush at gearbox 
end: | ! nit locumel 


Mio s 


wz | 
me E 


* Thesump (top section) must be installed within 5 minutes after 
applying sealant. 


— |mmediately fit sump (top section) and tighten bolts. 


© 
Uc CON, 


— Fit bolts -arrows-. Tightening torques = Item 13 (page 64) 


Remaining installation steps are carried out in reverse sequence; 
note the following: 


— Install oil pump > page 155 (baffle plate > Item 5 (page 151) 
must be installed first). 


— Install sealing flange (gearbox end) > page 32 . 


Tightening torques 
@ = Fig. "Sump (top section) - tightening torques and se- 
quence” , page 153 


€ = “1.1 Exploded view - sump/oil pump”, page 151 
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1.6 Removing and installing oil level and oil 
temperature sender - G266- 

Removing 

* Engine oil drained > page 153. 

— Unplug electrical connector -2-. 


— Remove nuts -1- and detach oil level and oil temperature 
sender - G266- -3-. 


Installing 

Installation is carried out in reverse order; note the following: 
* Renew seal -4- after removing. 

— Fill with engine oil and check oil level ^ page 153 . 
Tightening torques 

€ = “1.1 Exploded view - sump/oil pump", page 151 


A17-10797 
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2 Engine oil cooler 
=> "2.1 Exploded view - engine oil cooler’, page 161 


> "2.2 Removing and installing engine oil cooler’, page 161 


2.1 Exploded view - engine oil cooler 


1 - Bracket for ancillaries 
Q Removing and installing 
=> page 27 
2 - Bolt 
Q 15Nm 
3 - Connection 


4 - Seal 
Q Renew after removing 
Q Lubricate with coolant 
5 - Engine oil cooler 
Q See note = page 151 


Q apse and installing 
=> page 161 


6 - Gasket 
Q Renew after removing 


A17-11020 


2.2 Removing and installing engine oil cool- 
er 


Removing 
— Remove bracket for ancillaries > page 27 . 
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— Remove bolts -4 and 5- and detach engine oil cooler -3- with 
gasket -2- from bracket -1- for ancillaries. 


Installing 
Installation is carried out in reverse order; note the following: 
* Renew gasket after removing. 


* Secure all hose connections with correct type of hose clips (as 
original equipment) = Electronic parts catalogue . 


— Install engine oil cooler -3- with new seal -2-. 

— Install bracket for ancillaries > page 27 . 

— Fill with engine oil and check oil level > page 153 . 
Tightening torques 

@ = “2.1 Exploded view - engine oil cooler", page 161 
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3 Crankcase breather 


> “3.1 Exploded view - crankcase breather system", page 163 
> “3.2 Removing and installing oil separator", page 164 
3.1 Exploded view - crankcase breather system 


1 - Breather pipe 
2 - O-ring 


Q Not available as re- 
placement part 


3 - Gasket 


Q Not available as re- 
placement part 


4 - Oil separator 
3 On cylinder head cover 


Meco ad: page 1 164 
6° Gasket ' 
“OQ Renew if damaged 
7 :'Gásket: to the correctne 
Q Renew after removing 


8 - Oil separator 
Q On cylinder block 
Q Removing and installing 
=> page 164 
9 - Bolt 


Q Tightening torque and 
sequence > page 163 


Oil separator on cylinder block - tightening torque and sequence 
— Tighten bolts in the sequence -1 ... 9- to 9 Nm. 


A17-10423 
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Oil separator on cylinder head cover - tightening torque and se- 
quence 


u Note 


The bolts are thread-forming. When renewing the cylinder 
head, it is important that you use only genuine bolts since the 
cylinder head is supplied without threaded holes for attach- 
ment of the crankcase breather. 


* Do NOT make threaded holes using a thread tap. 


4 
— Tighten bolts in the sequence -1 ... 10- to 11 Nm. 
3.2 Removing and installing oil separator 
=> “3.2.1 Removing and installing oil separator on cylinder block" 
page 164 


2 "3.2.2 Removing and installing oil separator on cylinder head 
cover”, page 164 


3.2.1 Removing and installing oil separator on 
cylinder block 
Removing 


Preparatory work may be necessary depending on model > 4- 
cylinder direct injection engine (2.0 Itr. 4-valve TFSI); Rep. gr. 
17 ; Crankcase breather; Removing and installing oil separator . 


— Unscrew bolts -1 ... 9- and remove oil separator. 
Note: 


Cover opening of engine with a clean cloth to prevent dirt from 
entering lubrication system. 


Installing 
Installation is carried out in reverse order; note the following: 
* Renew gasket and seals after removing. 


Additional work depending on model > 4-cylinder direct injection 
engine (2.0 Itr. 4-valve TFSI); Rep. gr. 17 ; Crankcase breather; 
Removing and installing oil separator 


Tightening torques 
* > Fig. ““Qil separator.on cylinder block - tightening torque and 
sequence", page 163 


3.22 Removing and installing oil separator on 
cylinder head cover 


Removing 


- Remove ignition coils with output stage for cylinders “3” and 
"4" > page 249. 
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—» Disconnect.crankcase’ breather hose -1-. 


— Remove bolts -arrows-, detach oil separator and disconnect 
crankcase breather hose -2- in direction of -arrow-. 


—.. Cover open valve gear with a.clean cloth. 
Installing 
Installation is carried out in reverse order; note the following: 


— Install ignition coils for cylinders 3 and 4 > page 249 . 


2A IDni 4 : | 
Mu 


Tightening torques 


* = Fig. “Oil separator on cylinder head cover - tightening tor- 
que and sequence" , page 164 
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4 Oil filter/oil pressure switches 
=> "4.1 Exploded view - oil filter", page 166 


> “4.2 Exploded view - oil pressure switches/oil pressure control" 
page 167 


2 "4.3 Removing and installing oil pressure switch F22 " 
page 167 


2 “4.4 Removing and installing oil pressure switch for reduced oil 
pressure F378 ", page 168 


=> “4.5 Removing and installing valve for oil pressure control N428 
", page 169 


2 "4.6 Checking oil pressure", page 170 
4.1 Exploded view - oil filter 


1 - Bracket for ancillaries 
Q) Removing and installing 
> page 27 
2 - O-ring 
Q) Not available as re- 
placement part, sup- 
plied together with valve 
unit 
3 - O-ring 
Q) Not available as re- 
placement part, sup- 
plied together with valve 
unit 
4 - Valve unit 
Q With O-rings 
5 - Oil filter 
Q Removing and installing 
> page 153 
Q See note > page 151 
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4.2 Exploded view - oil pressure switches/oil pressure control 


1 - Bolt 
QO 9Nm 


2 - Valve for oil pressure con- 
trol - N428- 


3 - O-ring 

Q Renew after removing 
4 - Bracket for ancillaries 

Q Exploded view 


=> "1.1 Exploded view - 
cylinder block (pulley 


end)”, page 12 
5 - Oil pressure switch - F22- 
2.15 ... 2.95 bar 


Blue insulation 


Checking in [Guided Fault 
Finding => Vehicle diagnostic 
tester 


Q Removing and installing 
=> “4.3 Removing and in- 
stalling oil pressure 
switch F22 ", page 167 


QO 20Nm 


6 - Oil pressure switch for re- 
duced oil pressure - F378- 


Q Different installation po- 


sition depending on ver- 
sion 
Q 0.55... 0.85 bar 
Q Brown insulation 
Q Check in > Vehicle diagnostic tester 
QO) Removing and installing 
> “4.4 Removing and installing oil pressure switch for reduced oil pressure F378 ", page 168 
Q 20Nm 
4.3 Removing and installing oil pressure 
switch - F22- 
Procedure 
— Place a cloth underneath bracket for ancillaries to catch any 
escaping oil. 
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Vehicles with hydraulic power steering: 
— Unplug electrical connector -1-. 


— Remove oil pressure switch - F22- -2-. 


permitted unless authorised by AUDI AG. AUDI AG does nc 


witl respect to the ectness of inf 
Vehicles with electromechanical power steering: 


— Unplug electrical connector -3-. 
— Remove oil pressure switch - F22- -4-. 


Mie SO. 
| 
Am 


Vehicles with hybrid drive: 

— Unplug electrical connector -1-. 

— Unscrew oil pressure switch - F22- . 

All vehicles (continued): 

* Renew seal after removing. 

— Fit new oil pressure switch immediately to avoid loss of oil. 
— Check oil level > page 153 . 

Tightening torques 


@ "4.2 Exploded view - oil pressure switches/oil pressure con- 
trol", page 167 


4.4 Removing and installing oil pressure 
switch for reduced oil pressure - F378- 
Procedure 


— Place a cloth underneath bracket for ancillaries to catch any 
escaping oil. 


Vehicles with hydraulic power steering: 
— Unplug electrical connector -4-. 


— Unscrew oil pressure switch for reduced oil pressure - F378- 


-3-. 


^d 
A17-10420 
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Vehicles with electromechanical power steering: 
— Unplug electrical connector -2-. 


— Unscrew oil pressure switch for reduced oil pressure - F378- 


Nie E 


NAT | A17-10743 
4; 


Vehicles with hybrid drive: 

— Unplug electrical connector -2-. 

— Unscrew oil pressure switch for reduced oil pressure - F378- . 
All vehicles (continued): 

* Renew seal after removing. 

— Fitnew oil pressure switch immediately to avoid loss of oil. 

— Check oil level > page 153 . 

Tightening torques 


@ "4.2 Exploded view - oil pressure switches/oil pressure con- 
trol", page 167 


Special tools and workshop equipment required 
* Used oil collection and extraction unit- VAS 6622A- 


permitted unl 


uf VAS 6622.A... 


ectness of infor nir sd pyright by 


Removing 


— Remove noise insulation (front) = General body repairs, ex- 
terior; Rep. gr. 66 ; Noise insulation; Removing and installing 
noise insulation . 
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— Unplug electrical connector -1-. 


n Note 


Illustration shows vehicle with power steering pump. 


— Position used oil collection and extraction unit - VAS 6622A- 
below engine. 


- Remove bolt -2- and detach valve for oil pressure control - 


N428- -item 3- (pull poly V-belt slightly downwards). 


Installing 

Installation is carried out in reverse order; note the following: 
* Renew O-ring after removal. 

— Check oil level > page 153 . 


Tightening torques 
@ 2"4.2 Exploded view - oil pressure switches/oil pressure con- 
trol", page 167 


* = General body repairs, exterior; Rep. gr. 66 ; Noise insula- 
tion; Exploded view - noise insulation 


4.6 Checking oil pressure 


Special tools and workshop equipment required 


* Oil pressure tester - V.A.G 1342- 
V.A.G 1342 


W00-11173 


Test requirements 
* Oil level has been checked and is OK > page 153. 


* Engine oil temperature at least 80 °C (radiator fan must have 
run once). 


Test sequence 


— Unscrew oil pressure switch for reduced oil pressure - F378- 


> “4.4 Removing and installing oil pressure switch for reduced 
oil pressure F378 ", page 168 . 


— Screw oil pressure tester - V.A.G 1342- into oil filter bracket in 
place of oil pressure switch. 


— Screw oil pressure switch for reduced oil pressure - F378- into 
oil pressure tester - V.A.G 1342- . 


— Start engine. 
* Oil pressure at idling speed: 1.2 ... 2.0 bar. 
* Oil pressure at 2000 rpm: 1.6 ... 2.2 bar. 
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* Oil pressure at 3700 rpm: 3.0 ... 4.0 bar. 


n Note 


During the running-in period, the oil pressure at 2000 rpm can be 
between 3.0 and 4.0 bar. 


Attaching 


— Install oil pressure switch for reduced oil pressure - F378- 
> "4.4 Removing and installing oil pressure switch for reduced 
oil pressure F378 ", page 168 . 
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19-  Coolinc 


1 Cooling system/coolant 
=> "1.1 Connection diagram - coolant hoses", page 172 


2 "1.2 Checking cooling system for leaks", page 172 
2 "1.3 Draining and filling cooling system", page 176 


1.1 Connection diagram - coolant hoses 


All components are described in > 4-cylinder direct injection en- 
gine (1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 19 ; Cooling system/ 
coolant; Connection diagram - coolant hoses . 


1.2 Checking cooling system for leaks 
Special tools and workshop equipment required 


* Cooling system tester - V.A.G 1274 B- 
V.A.G 1274 B 


W00-11247 


* Adapter for cooling system tester - V.A.G 1274/8- 
V.A.G 1274/8 


W00-11182 


* Cooling system tester adapter - V.A.G 1274/9- for filler cap 
(version 1) V.A.G 1274/9 


W00-11176 
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* Cooling system tester adapter - V.A.G 1274B/15- for filler cap 
(version 2) VAG 1274B/15 


[ woo-11888 | 


+ Safety goggles 
* Protective gloves 
Procedure 


* Engine must be warm. 


The cooling system is under pressure when the power unit is 
hot. Risk of scalding due to hot steam and hot coolant. 


Danger of scalding skin and other parts of the body. 
— Puton protective gloves. 
— Puton safety goggles. 


— Cover filler cap on expansion tank with a cloth and open 
carefully to release pressure. 


— Release fastener -arrow- (if necessary) and open filler cap 
-1- on coolant expansion tank. 


Note: 
There are variations depending on model and version. 


a 


A19-12304 
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— Fit cooling system tester - V.A.G 1274 B- with adapter - 


V.A.G 1274/8- onto coolant expansion tank. 
— Using hand pump on cooling system tester, build up a pres- 

sure of approx. 1.0 bar. VAG 1274/8 
* The pressure should not drop more than 0.2 bar within 10 mi- 

nutes. 


— Ifthe pressure drops more than 0.2 bar, locate leak and elim- 
inate fault. 


Note: 


The drop in pressure of 0.2 bar within 10 minutes is caused by 
the decrease in coolant temperature. The colder the engine is, 
the less the pressure will fall. If necessary, check again when the 
engine is cold. 


V.A.G 1274 B 


Risk of scalding due to hot steam and hot coolant. 
Danger of scalding skin and other parts of the body. 


— Torelease pressure, press pressure relief valve on cooling 
system tester until reading on pressure gauge is O. 


A19-12246 


1 
<A 
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Checking pressure relief valve in filler cap, version 1 


— Fit cooling system tester - V.A.G 1274 B- with adapter - 
V.A.G 1274 B/15- onto filler cap. 


V.A.G 1274 B 


— Using hand pump on cooling system tester, build up a pres- 
f . 2 bar. 

SUIS OF Spp. £ DAE V.A.G 1274 B/15 
Blue filler cap: 
* The pressure must be reduced to 1.6 ... 1.4 bar and kept at 

this level. 
— Renew filler cap if pressure relief valve does not react as de- 

scribed. 


Black filler cap: 


* The pressure must be reduced to 1.8. 1.6 bar and kept at 
this level. 


—- Renew filler cap if pressure relief valve does not react as de- 
scribed. 
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Checking pressure relief valve in filler cap, version 2 


— Fit cooling system tester - V.A.G 1274 B- with adapter - 

V.A.G 1274/9- onto filler cap. V.A.G 1274 B 
—. Build up pressure with hand pump on cooling system tester. 
Blue filler cap: 


* The pressure relief valve should open at a pressure of 
I4 01.6 bar. 


żteRenewfiller cap if pressure relief valve. does not react as de- 
scribed. 


Black filler cap: — V.A.G 1274/9 


* The pressure relief valve should open at a pressure of 
1.6 ... 1.8 bar. 

— Renew filler cap if pressure relief valve does not react as de- 
scribed. 
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1.3 Draining and filling cooling system 


Coolant specifications 


a Note 


€ The effectiveness of the coolant is greatly influenced by the 
quality of the water with which it is mixed. Because water may 
coníain different substances depending on the country or even 
the region, the water quality to be used for cooling systems 
has been specified. Distilled water meets all the requirements 
and is therefore recommended for use when topping up or fill- 
ing up with coolant. 


@ Use only coolant additives listed in the > Electronic parts 
catalogue (ETKA) . If you use other coolant additives, this can 
y, eire d impair in particular the corrosion protection effect. 
The resulting damage could lead to loss of coolant and con- 
sequently to serious engine damage. 


* Coolant with the recommended mixture ratio prevents frost 
and corrosion damage and stops scaling. At the same time it 
raises the boiling point of the fluid in the system. For this rea- 
son the cooling system must be filled all year round with the 
correct coolant additive. 


@ Because of its high boiling point, the coolant improves engine 
reliability under heavy loads, particularly in countries with trop- 
ical climates. 


* Therefractometer - T10007A- MUST be used to determine the 
current level of frost protection. 


* The mixture must guarantee frost protection down to at least 
-25 °C (in countries with arctic climate: down to -36 °C). The 
amount of antifreeze should only be increased if greater frost 
Protection is required.in.very cold climates. This must only be 
down to -48 °C, however, as otherwise the cooling efficiency 
of the coolant is impaired. 


€ The coolant concentration must not be reduced by adding wa- 
ter even in warmer seasons and in warmer countries. Frost 
protection must be provided to at least -25 °C. 


€* Read off the level of frost protection on the scale for the rele- 
vant coolant additive. 


* The temperature indicated on the refractometer - T10007A- 
corresponds to the temperature at which the first ice crystals 
can form in the coolant. 


* Do not reuse coolant. 

* Only use water/coolant additive as a lubricant for coolant ho- 
ses. 

Draining and filling cooling system 


All procedures are described in > 4-cylinder direct injection en- 
gine (1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 19 ; Cooling system/ 
coolant; Draining and filling cooling system . 
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2 Coolant pump/thermostat assembly 


> "2.1 Exploded view - coolant pump/thermostat', page 177 
2 "2.2 Exploded view - electric coolant pump", page 178 


> "2.3 Removing and installing electric coolant pump", 
page 178 


2 "2.4 Removing and installing coolant pump", page 179 


> "2.5 Removing and installing toothed belt for coolant pump", 
page 180 


2 "2.6 Removing and installing thermostat", page 181 


=> “2.7 Checking thermostat”, page 182 
2 "2.8 Removing and installing coolant temperature sender G62 


^ page 182 

2 "2.9 Removing and installing coolant valves", page 183 

2.1 Exploded view - coolant pump/thermostat 
1 - Bolt 


Q Tightening torques and 
sequence - page 178 
2 - O-rings 
QO Renew after removing 
3 - Connection 
4 - Retaining clip 
Q Only on clip-on version 
D Check that it is securely 
seated 
5 - Bolt 
Q 4Nm 
QO), Only on bolted version 


6 - Retaining plate 

Q Only on bolted version 
7 - Coolant temperature send- 
er - G62- 


QO) Removing and installing 
=> "2.8 Removing and in- 


stalling coolant temper- 
ature sender G62 " 


page 182 
8 - O-ring 
Q) Renew after removing 


9 - Coolant pump 


QO) Removing and installing 
=> “2.4 Removing and in- 
stalling coolant pump", 


179 
page 179 22 21 20 19 


QO) New coolant pump: re- 
move protective cap 


10 - Gasket 
QO Renew after removing 
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11 - Centring pin 
Q 2x 
12 - Toothed belt 
Q For coolant pump 
Q Removing and installing > page 180 
13 - Toothed belt cover 
14 - Bolt 
Q 9Nm 
15 - Bolt 
Q Left-hand thread 
QO Renew after removing 
Q 10 Nm +90° 
16 - Toothed belt drive sprocket 
Q Note installation position 
17 - Oil seal for balance shaft (inlet side) 
QO) Renewing > page 52 
18 - Balance shaft 
19 - Thermostat 
Q "Removing and installing > page 181 
ū Checking > page 182 
20 - Centring pin 
21 - O-ring 
Q Renew after removing 
22 - Connection 
23 - Bolt 
QO 9Nm 


Coolant pump - tightening torques and sequence 


- ong bolts for coolant pump in the sequence -1 ... 5- to 
m. 


A19-10458 


7 


2.2 Exploded view - electric coolant pump 


All components are described in > 4-cylinder direct injection en- 
gine (1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 19 ; Coolant pump/ 
thermostat assembly; Exploded view - electric coolant pump . 


2.3 Removing and installing electric coolant 
pump 


All procedures are described in > 4-cylinder direct injection en- 
gine (1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 19 ; Coolant pump/ 
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thermostat assembly; Removing and installing electric coolant 
pump . 


2.4 Removing and installing coolant pump 
Removing 


Preparatory work may be necessary depending on model > 4- 
cylinder direct injection engine (1.8 Itr., 2.0 Itr. 4-valve TFSI - 
generation Il); Rep. gr. 19 ; Coolant pump/thermostat assembly; 
Removing and installing coolant pump . 


— Remove toothed belt for coolant pump > page 180 . 
Note: 
There are variations depending on model and version. 


- nd electrical connector -1- at coolant temperature sender 


— Liftretaining clips -1- and -2-, detach coolant hoses and move 
them clear to one side. 


— Remove bolts -1 ... 5-. 


— Detach coolant pump from centring pins and pull pump off en- 
gine oil cooler. 


Installing 
Installation is carried out in reverse order; note the following: 
* Renew gaskets and O-rings after removal. 


JTWER T 
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— Lubricate O-rings -4- with coolant, for coolant refer to > Elec- 
tronic parts catalogue . 


— Check whether the two centring pins are fitted in the cylinder 
block; install if necessary. 


— Fit connecting piece -2- into engine oil cooler -1-. 


— Push coolant pump -3- onto connecting piece and centring 
pins in cylinder block. 


— Tighten coolant pump bolts > page 178 . 


(| Note 


Detach protective cap -arrow- if a new coolant pump has been 
fitted. 


- Install toothed belt for.coolant pump > page 180 . 


— Connect coolant hose with plug-in connector >  4-cylinder di- 
rect injection engine (1.8, 2:0 Itr. 4-valve TFSI); Rep. gr. 19; 
Radiator/radiator fans; Exploded view - radiator/radiator fans . 


Additional work depending on model => 4-cylinder direct injection 
engine (1.8, 2.0 Itr. 4-valve TFSI) Rep: gr. 19; Coolant pump/ 
thermostat assembly; Removing and installing coolant pump 


Tightening torques 
€ > “2.1 Exploded view - coolant pump/thermostat', page 177 


2.5 Removing and installing toothed belt for 
coolant pump 


Special tools and workshop equipment required 
* Tool insert - T10360- 


W00-11519 


Removing 


Preparatory work may be necessary depending on model > 4- 
cylinder direct injection engine (1.8, 2.0 Itr. 4-valve TFSI - gener- 
ation Il); Rep. gr. 19 ; Coolant pump/thermostat assembly; 
Removing and installing toothed belt for coolant pump . 
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— Remove bolts -arrows- and detach toothed belt cover. 


Note: 
The.drive sprocket bolt has a left-hand thread. 


—Use-torque- wrench --V.A.G:1410- and insert tool- 1140360- to 
loosen bolt on coolant pump drive sprocket -1- in clockwise 
direction (direction of -arrow-) and unscrew three turns (coun: 
terhold at vibration damper). 


— Remove toothed belt -2-. 
Installing 


Installation is carried out in reverse order; note the following: 


* After removing, renew bolts tightened with specified tightening 
angle. 


* Note installation position of toothed belt sprocket 


> Item 16 (page 178) . 


Additional work depending on model ^ 4-cylinder direct injection 
engine (2.0 Itr. 4-valve TFSI); Rep. gr. 19 ; Coolant pump/ther- 
mostat assembly; Removing and installing toothed belt for coolant 


pump 
Tightening torques 


9 = “2.1 Exploded view - coolant pump/thermostat", page 177 


2.6 Removing and installing thermostat 
Removing 

— Remove coolant pump > page 179 . 

— Unscrew bolts -arrows- and remove connection. 

— Detach thermostat. 

Installing 

Installation is carried out in the reverse order; note the following: 
* Renew gaskets and O-rings after removal. 

— Clean sealing surface for O-ring. 


— Coat O-ring with coolant (coolant > Electronic parts cata- 
logue ). 


A19-10720 
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— Insert thermostat -4- in coolant pump housing -5- and swivel 
forwards slightly -arrow-. 


— Fit connection -3- carefully (insert centring pin -2- in guide 


— Install coolant pump > page 179. 
Tightening torques 
* > “2.1 Exploded view - coolant pump/thermostat', page 177 


2.7 Checking thermostat 
* Thermostat removed > page 181 


— Heat thermostat in water bath. 


Starts to open Fully open Opening travel 
approx. 95" approx. 105° ?) 


* 1) Cannot be checked 


2.8 Removing and installing coolant temper- 
ature sender - G62- 

Procedure 

* Engine cold. 


Preparatory work may be necessary depending on model > 4- 
cylinder direct injection engine (1.8, 2.0 Itr. 4-valve TFSI); Rep. 
gr. 19 ; Coolant pump/thermostat assembly; Removing and in- 
stalling coolant temperature sender - G62- . 


— Torelieve residual pressure in cooling system, open filler cap 
on coolant expansion tank briefly and then close cap again (it 
should click into/place). 


— Place a cloth underneath to catch escaping coolant. 
Note: 

There are variations-depending on model and version. 
Clip-on version 

— Unplug electrical connector -1-. 

- Detach retaining clip (press release tabs -arrows-). 
— Detach coolant temperature sender - G62- -2- 


E h ux í 
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Bolted version 

— Unplug electrical connector -2-. 

— Unscrew bolts -arrows- and remove retaining plate -1-. 
— Detach coolant temperature sender - G62- . 

Both versions: 

* Renew O-rings after removing. 


— Fitnew coolant temperature sender immediately so that as 
little coolant as possible is lost. 


— Check coolant level ^ page: 176-: 


Additional work depending on model» 4-cylinder direct injection 
engine (1.8, 2.0 Itr. 4-valve. TFSI); Rep. gr. 4195- Coolant pump/ 
thermostat assembly; Removing and installing coolant tempera- 
ture sender - G62- 


Tightening torques 
@ = “2.1 Exploded view - coolant pump/thermostat”, page 177 


2.9 Removing and installing coolant valves 


All procedures are described in > 4-cylinder direct injection en- 
gine (1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 19 ; Coolant pump/ 
thermostat assembly; Removing and installing coolant valves . 
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3 Coolant pipes 
All procedures and components are described in > 4-cylinder 


direct injection engine (1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 19 ; 
Coolant pipes . 
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4 Radiator/radiator fans 
All procedures and components are described in > 4-cylinder 


direct injection engine (1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 19; 
Radiator/radiator fans . 
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21-  Turbocharging/superchargi 


1 Turbocharger 
2 "1.1 Exploded view - turbocharger', page 186 


> "1.2 Removing and installing turbocharger”, page 190 
> "1.3 Checking vacuum unit for turbocharger”, page 192 


1.1 Exploded view - turbocharger 
Part | 


Part Il > page 187 
Part Ill > page 188 
Part IV - only for 1.8 Itr. engine > page 189 


1 - Turbocharger 


Q Can only be renewed:to= 
gether with exhaust 
manifold and vacuum 
unit as one unit 


Q) Removing and installing 
=> page 190 


2 - Hose 


3 - Vacuum unit for turbocharg- 
er 


Q Can only be renewed to- 
gether with turbocharg- 
er 


4 - Hose clip 
5 - Hose 
6 - Hose 
7 - Bolt 
Q 3Nm 


8 - Charge pressure control 
solenoid valve - N75- 


9 - Hose 


10 - Turbocharger air recircu- 
lation valve - N249- 
ū Note installation posi- 
tion 2 page 187 


11 - Bolt 

QO 7Nm 
12 - O-ring 

Q Renew after removing 13 12 11 10 
13 - O-ring 


QO Renew after removing 
14 - Connection 


15 - Bolt 
QO 9Nm 
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Fitting location of turbocharger air recirculation valve - N249- 
— Note installation position -arrows-. 


|| A21-10057 


Part Il 
Part | > page 186 


Part Ill > page 188 
Part IV - only for 1.8 Itr. engine ^ page 189 


1 - Turbocharger 


Q Canonly be renewed to- 
gether with exhaust 
manifold and vacuum 
unit as one unit 


Q Removing and installing 
2 page 190 


2 - Bolt 

a 9Nm 
3 - Crankcase breather hose 
4 - Gasket 

Q Renew after removing 
5 - Seal 

Q Renew after removing 
6 - Bolt 

Q 30Nm 
7 - Oil supply line 
8 - Bolt 

QO 9Nm 
9 - Bolt 

Q 9Nm 
10 - O-ring 

Q Renew after removing 
11 - Seal 

QO Renew after removing 
12 - Bolt 

Q 35Nm 
13 - Bolt 

n 9Nm 


14 - Bolt 
QO 35Nm 
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15 - Seal 
Q Renew after removing 


16 - Coolant supply line 


17 - Bolt 
QO 9Nm 


18 - Bolt 
Q 9Nm 
19 - Gasket 
QO) Renew after removing 


20 - Oil return line 


21 - Gasket 
Q Renew after removing 


Part III 


Part | 2 page 186 
Part Il > page 187 
Part IV - only for 1.8 Itr. engine ^ page 189 


1 - Gasket 
Q Renew after removing 


2 - Nut 
Q Renew after removing 


Q Tightening sequence 
=> page 189 

Q Lubricate exhaust mani- 
fold studs with high-tem- 
pore paste. For 

igh-temperature paste 
refer to > Electronic 
parts catalogue 
3 - Bolt 


QO 35Nm 


4 - Seal 
QO Renew after removing 


5 - Coolant return line 


6 - Bolt 
QO 9Nm 


7 - Turbocharger 


Q Can only be renewed to- 
gether with exhaust 
manifold and vacuum 
unit as one unit 

Q Removing and instálling-]| - 
> page 190 i | 

8 - Bolt 
Q 30 Nm 
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9 - Bracket 
10 - Support 
11 Bolt 
Q L30 Nm | 
12.- Bolt. 
Q 30Nm 
L1... Coat with high-temperature paste; for high-temperature paste refer to ^. Electronic parts catalogue 
13 .- Nut 
ü Do not open when removing turbocharger 
Q Renew after removing 
Q 30Nm 


Q Lubricate exhaust manifold studs with high-temperature paste. For high-temperature paste refer to > 
Electronic parts catalogue 


14 - Fastening strip 


Turbocharger - tightening torques and sequence 


— Tighten nuts in stages in the sequence shown: 


Tightening torque 


Part IV - only for 1.8 Itr. engine 


Part | > page 186 
Part Il > page 187 
Part Ill > page 188 
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1 - Turbocharger 


Q Can only be renewed to- 
gether with exhaust 
manifold and vacuum 
unit as one unit 


Q Removing and installing 
=> page 190 


2 - Vacuum unit for turbocharg- 
er 


ū Checking > page 192 


Q Removing and installing 
> page 194 


Q Adjusting > page 194 
3 - Bolt 

Q 10Nm 
4 - Nut 

QO 9Nm 


QO Secure with sealant 
paint; for sealing paint 
refer to > Electronic 
parts catalogue 


5 - Retaining clip 
Q Renew 
6 - Knurled nut 


1.2 Removing and installing turbocharger 


If the turbocharger has suffered mechanical damage (e.g. dam- 
aged compressor wheel), it is not sufficient merely to fit a new 
turbocharger. The following work. must be. performed in.order to 
avoid further damage: 


* Check air cleaner housing, air filter element and air hoses for 
dirt and foreign particles. 


* Check the entire charge air system (including the charge air 
cooler) for foreign matter. 


* |fforeign matter is found in the charge air system, clean all 
relevant ducts and hoses and renew charge air cooler if nec- 
essary. 


Special tools and workshop equipment required 
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* Engine bung set - VAS 6122- 
VAS 6122 


Removing 


Preparatory work may be necessary depending on model > 4- 
cylinder direct injection engine (1.8, 2.0 Itr. 4-valve TFSI); Rep. 
gr. 21 ; Turbocharger; Removing and installing turbocharger . 


— Open hose clip -arrow-, detach air hose and swivel to side. 


— Unplug electrical connectors -1 and 2- and move wiring clear. 


— Slacken bolts -1- from top. 
— Remove bolt -2- from underneath. 
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— Remove bolts -arrows- at oil return line. 


- Remove nuts -arrows-: 

— Lift outsturbochargerwith:exhaust manifold. 

Installing 

Installation is carried out in reverse order; note the following: 


* After removing, renew bolts tightened with specified tightening 
angle. 


. RN gaskets, seals, O-rings and self-locking nuts after re- 
moval. 


* Lubricate studs for turbocharger with high-temperature paste 
> Electronic parts catalogue . 


* Hose connections and charge air system hoses must be free 
of oil and grease prior to fitting. 


* Secure all hose connections with correct type of hose clips (as 
original equipment) > Electronic parts catalogue . 


. fhe turbocharger with engine oil at connection for oil supply 
ine. 


* Do not reuse coolant. 


— Install catalytic converter > 4-cylinder direct injection engine 
(1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 26 ; Emission control sys- 
tem; Removing and installing catalytic converter . 


— Check oil level > page 153. 


— Fill up coolant => 4-cylinder direct injection engine (1.8, 2.0 Itr. 
4-valve TFSI); Rep. gr. 19 ; Cooling system/coolant; Draining 
and filling cooling system . 


— Install engine cover panel > page 11. 


Additional work depending on model > 4-cylinder direct injection 
engine (1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 21 ; Turbocharger; 
Removing and installing turbocharger 


* After installing turbocharger, allow engine to idle for approx. 1 
minute and do not rev up immediately to ensure turbocharger 
is supplied with oil. 


Tightening torques 

€ = “3.1 Exploded view - cylinder head", page 106 

€ = “1.1 Exploded view - turbocharger’, page 186 

* = “2.2 Exploded view - hose connections for charge air sys- 
tem", page 199 

1.3 Checking vacuum unit for turbocharger 


Special tools and workshop equipment required 
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* Hand vacuum pump - VAS 6213- 
VAS 6213 


WÜ00-11210 


Test condition: 


* Hose from turbocharger via charge pressure control solenoid 
valve - N75- to vacuum unit must not be blocked. 


* Charge pressure control solenoid valve - N75- OK. 
Procedure 


Preparatory work may be necessary depending on model ^ 4- 
cylinder direct injection engine (1.8 Itr:, 2:0 Atr. 4-valve TFSI- 
generation Il); Rep. gr. 21 ; Turbocharger; Checking vacuum unit 
for turbocharger : 


— Remove engine cover panel > page 11. 


— Connect hand vacuum pump - VAS 6213- to vacuum unit VAS 6213 
-alrow-. T 


— Move adjuster ring -1- on hand vacuum pump - VAS 6213- to 
position -B- to select "pressure". 


Risk of damage to components if test pressure is set too high ins u 

— Never set test pressure higher than specified. is, 

| 

— Operate hand vacuum pump - VAS 6213- several times and 
at the same time observe linkage. 


The linkage -A- should start to move at a pressure of approx. 
300 mbar and be at its limit stop at a pressure of approx. 
700 mbar. 
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The linkage should travel approx. 10 mm. 


n Note 


If it is not possible to build up pressure with hand vacuum pump 
- VAS 6213- or if the pressure drops again immediately, check 
hand vacuum pump - VAS 6213- and connecting hoses for leaks. 


If no faults are detected on hand vacuum pump - VAS 6213- and 
connecting hoses: 

* On 1.8 Itr. engines: Renew vacuum unit > page 194 . 

* On 2.0 ltr. engines: Renew turbocharger > page 190. 


1.4 Renewing vacuum unit for turbocharger 


(| Note 


This procedure only applies to the 1.8 ltr. engine. 


Removing 
— Remove turbocharger > page 190 . 
— Detach locking plate -1- on turbocharger linkage. 


— Loosen lock nut -2-. 

— Detach linkage from turbocharger -3-. 

— Remove bolts -4- and take out vacuum unit -1-. 

Installing 

Installation is carried out in the reverse order; note the following: 
— Adjust vacuum unit for turbocharger page. 194. 

— Install turbocharger, -. page. 190. 

Tightening torques 

€ = “1.1 Exploded view - turbocharger”, page 186 


1.5 Adjusting vacuum unit for turbocharger 


a Note 


This procedure only applies to the 1.8 ltr. engine. 
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Special tools and workshop 
equipment required VAS 6213 


VAS 6342 V.A.G 1397 A 


V.A.G 1783 


Universal dial gauge bracket - VW 387- 
Hand vacuum pump - VAS 6213- 
Pressure control valve - VAS 6342- 
Turbocharger tester - V.A.G 1397A- 
Dial gauge set, 4-part - VAS 6341- 
Torque wrench - V.A.G 1783- 


© 99 9 9 9 


* 


Open end spanner insert (10 mm) - V.A.G 1783/1- 
V.A.G 1783/1 


woo-10097 
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Adjusting 
* Turbocharger removed 


a Note 


It is only necessary to adjust the vacuum unit if the vacuum unit 
has been removed. 


— Pre-adjust bypass flap -1- via nut -arrow- so that bypass flap 
can still just be turned by hand. 


— Secure universal dial gauge bracket - VW 387- to turbocharger 
-arrow-. 


(4| Note 


* Thedialgauge values (mm) listed here include the 1 mm pre- 
load that is initially set on the gauge. 


* Dial gauge - VAS 6341/1- with dial gauge extension, 30 mm - 
VAS 6341/3- must align with linkage of vacuum unit. 


— Attach dial gauge - VAS 6341/1- with extension, 30 mm - VAS 
6341/3- and flat probe - VAS 6341/4- to universal dial gauge 
bracket - VW 387- . 


- Setdial gauge - VAS, 6341/1- to 1. mm preload. 
— Set scale of dial gauge - VAS 6341/1- to 0. 
— Make sure that dial gauge can move freely. 


— Turn nut -1- approx. 7 turns in direction of -arrow-. 


— Turn nut -2- in direction of -arrow- until dial gauge displays 7 
mm. 


— Hand-tighten nut -1-. 
— Set dial gauge - VAS 6341/1- to 1 mm preload. 
— Set scale of dial gauge - VAS 6341/1- to 0. 
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— Connect up hand vacuum pump - VAS 6213- , turbocharger 
tester - V.A.G 1397A- (connection II) and pressure control 
valve - VAS 6342- as shown in illustration. 


— Switch on turbocharger tester - V.A.G 1397A- and set sliding 
Switch to position II. 


— Close pressure control valve - VAS 6342- at lever -1-. 


— Move adjuster ring -1- on hand vacuum pump - VAS 6213- to 
position -B- to select "pressure". 


(å) Note 


The following measurements must be performed in continuous eel 
sequence. Do not allow the pressure to drop to 0 between meas- A FIT [4 B 
urements. 


— Operate hand vacuum pump - VAS 6213- until turbocharger 
tester - V.A.G 1397A- indicates 460 +/- 5 mbar. 


n Note 


If value exceeds 460 +/-5 mbar, repeat entire measurement. 


N24-10282 


— Read off and note value indicated on dial gauge - VAS 
6341/1- . 


— Operate hand vacuum pump - VAS 6213- until turbocharger 
tester - V.A.G 1397A- indicates 650 to 700 mbar. 


— Vent system via pressure control valve - VAS 6342- so that 
pressure reading drops to 460 +/- 5 mbar. 


(ë) Note 


If value.does.notreach 460 +/- 5 mbar, repeat entire measure- 
ment. 


— Read off and.note value indicated on dial gauge - VAS 
6341/1- . 


—.. „Add values 1 and 2 together and divide by 2. 
—.. The result (mean value) should. be 5.*/- 0.5 mm. 
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— |f value is higher, relieve pressure until it is O bar, loosen nut 
-1- and turn nut -2- half a turn in direction of arrow and hand- 
tighten nut -1-. 


— Set dial gauge - VAS 6341/1- to 1 mm preload. 


— Set scale of dial gauge - VAS 6341/1- to 0 and repeat meas- 
urement. 


— If result (mean value) is 5 +/- 0.5 mm, tighten lock nut and 
repeat measurement. 


— Ifresult (mean value) is 5 +/- 0.5 mm, secure nuts with sealing 
paint. Sealing paint 2 Electronic parts catalogue . 


— Secure new locking plate -1- on linkage of vacuum unit. 
Tightening torques 
* Vacuum unit for turbocharger > page 189 
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2 Charge air system 
> “2.1/Exploded view.- charge ainsystem”, page 199 


2 72 | view - hose connections for charge air system" 
page 199 


> “2.3 Removing and installing charge air cooler”, page 200 


2 “2.4 Removing and installing charge pressure sender G31 ", 
page 201 


> “2.5 Checking charge air system for leaks"; page 201 
2.1 Exploded view - charge air system 


All components are described in > 4-cylinder direct injection en- 
gine (1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 21 ; Charge air system; 
Exploded view - charge air system . 


2.2 Exploded view - hose connections for 
charge air system 
With hose clips 


* Hose connections and air pipes/hoses must be free of oil and 
grease prior to fitting. 


* Secure all hose connections with correct type of hose clips (as 
original equipment) > Electronic parts catalogue . 


* If using used hose clips to secure the air hoses at their con- 
nections, spray rust remover onto the worm threads before 
installing. 


Hose clips on pressure side are fitted with retaining hooks 
-arrows-. 


* To disconnect air hose, hose clip must be loosened far 
enough. 


* Hose clips which have been loosened can be re-used. 


N21-10842 


* Hose clip -1- with retaining hooks -arrows- must not be pulled 
off air hose. 


* Ifa hose clip with retaining hooks is pulled off air hose, air hose 
must be renewed. 


* New air hoses are supplied with hose clip fitted. 


| N21-10843 | 
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Tightening torque for 
1- Hose clip with width -a- = 13 mm: 5.5 Nm 
2- Hose clip with width -b- = 9 mm: 3.4 Nm 


nr-2 


A21-10396 


With plug-in connector 


(D 


Risk of damage to seal if air pipe is fitted incorrectly. 
— Note assembly instructions. 


Removing 


— Release plug-in connector by pulling out retaining clip 
-arrow-. Disconnect air pipe (do not use tools of any kind). 


Installing 


— Position seal in groove on air hose if seal is being renewed. 


* Make sure the seal is correctly seated in the groove all round 
and that it is not twisted. 


— Lubricate sealing. surface and seal. 


— Release retaining clip (position -1-). 
— Push air pipe into plug-in connector as far as stop. 


— Move retaining clip to locked position -2- and press air pipe 
down again. 


— Then pull air pipe to check that it is fitted correctly and that 
plug-in connector is locked. 


2.3 Removing and installing charge air cool- 
er 
All procedures are described in > 4-cylinder direct injection en- 


gine (1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 21 ; Charge air system; 
Removing and installing charge air cooler . 
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2.4 Removing and installing charge pres- 


sure sender - G31- 
All procedures are described in > 4-cylinder direct injection en- 
gine (1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 21 ; Charge air system; 
Removing and installing charge pressure sender - G31- . 


2.5 Checking charge air system for leaks 
Special tools and workshop equipment required 


* Charge air system tester - V.A.G 1687- 
V.A.G 1687 


DR de 


W00-11217 


VAG eq 


[ woo-11763 | 


* Adapter - V.A.G 1687/10- , -1687/11- or -1687/12- 


* Ultrasonic tester - V.A.G^1842- 

* Leak detection spray (commercially available) 
Procedure 

— » Observe rules for cleanliness -» page.5 


— "Remove noise insulation asia > °General body repairs; èx- 
terior; Rep. gr. 66 ; Noise insulation; Removing and installing 
noise insulation . 


— Release hose clip -arrow-, disconnect air hose and press to 
one side. 
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— Depending on hose diameter, insert adapter - 1687/10- , 
adapter - 1687/11- or adapter - 1687/12- in air hose -1- and 
secure with hose clip. 


. Gc V.A.G 1687 
— Connect charge air system tester - V.A.G 1687- as shown on ELE 
illustration. E T "" zw 


V.A.G 1687/10 
V.A.G 1687/11 
V.A.G 1687/12 


A21-10178 
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Prepare charge air system tester - V.A.G 1687- as follows: 


— Unscrew pressure control valve -2- completely and close 
valves -3- and -4-. 


. oni sure knob is-pulled out before turning pressure control 
valve. 


+o  Using!a commercially,available connection piece,-connect 
charge air system tester - V.A.G 1687- to compressed air -1-. 


THM akok o 


Yo 


—_, If there is water in sight glass, remove drain plug -6- and drain 
water. 


— Open valve -3-. 


© 


Risk of damage to components if test pressure is set too high 
— Never set test pressure higher than specified. 


— Adjust pressure to 0.2 bar via pressure control valve -2-. 


— Open valve -4- and wait until test system is pressurised. If 
necessary, adjust pressure to 0.2 bar again. 


— Check charge air system for audible leaks or leaks that can be 
felt with the hand; apply commercially available leak detection 
spray or use ultrasonic tester - V.A.G 1842- . (For operation of 
-V.A.G 1842- , refer to > Operating instructions .) 


Note: 


A small amount of air escapes through the valves and enters the 
engine. Therefore it is not possible to perform a pressure retention 
test. 


Attaching 
Assembly is performed in reverse sequence; note the following: 


* Secure all hose connections with correct type of hose clips (as 
original equipment) = Electronic parts catalogue . 


— Release pressure in test circuit by detaching hose coupling 
from adapter before removing adapter. 


Tightening torques 


* = “2.2 Exploded view - hose connections for charge air sys- 
tem", page 199 


* = General body repairs, exterior; Rep. gr. 66 ; Noise insula- 
tion; Exploded view - noise insulation 
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4— Mixture preparation - injection 


1 Injection system 

2 "1.1 Overview of fitting locations - injection system" 

page 204 

2 "1.2 Checking fuel system for leaks", page 204 

1.1 Overview of fitting locations - injection 
system 


All components are described in > 4-cylinder direct injection en- 
gine (1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 24 ; Injection system; 
Overview of fitting locations - injection system . 


1.2 Checking fuel system for leaks 

— Allow engine to run for several minutes at moderate rpm. 
- Switch off ignition; 

— Check complete fuel system for leaks. 


— If leaks are found although the connections have been tight- 
ened to the correct torque, the relevant component must be 
renewed. 


— Road-test vehicle and accelerate with full throttle at least once. 


— Then inspect high-pressure section of fuel system again for 
leaks. 
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2 Vacuum system 

> "2.1 Checking vacuum system”, page 205 

2 "2.2 Checking dual non-return valve", page 205 
2.1 Checking vacuum system 
Special tools and workshop equipment required 
* Hand vacuum pump - VAS 6213- 


VAS 6213 


Procedure 

— Check all vacuum lines in the complete vacuum system for: 
Cracks 

Traces of animal bites 

Kinked or crushed lines 

Porous or leaking lines 


- Check vacuum line to solenoid valve and from solenoid valve 
to corresponding component. 


— Ifafaultis stored in the event memory, check the vacuum lines 
leading to the corresponding component and also check the 
remaining.vacuum lines in the system. 


— If itis not possible to build up a vacuum with the hand vacuum 
pump - VAS 6213- or if the vacuum pressure drops again im- 
mediately, check the hand vacuum pump and connecting 
hoses for leaks. 


2.2 Checking dual non-return valve 
Special tools and workshop equipment required 
* Auxiliary measuring set - V.A.G 1594C- 


W00-11210 


V.A.G 1594 C 


W00-11191 
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* Hand vacuum pump - VAS 6213- 


Procedure 


* Activated charcoal filter solenoid valve 1 - N80- has been 
checked with vehicle diagnostic tester and is OK. 


— Remove engine cover panel > page 11. 


(| Note 


Installation position varies depending on engine version 


— Unplug connector -1- and detach breather hose -3- from acti- 
vated charcoal filter solenoid valve 1 - N80- -2-. 


— Move adjuster ring -1- on hand vacuum pump - VAS 6213- to 
position -A- to select "vacuum". 
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— Connect hand vacuum pump - VAS 6213- to activated char- 
coal filter solenoid valve 1 - N80- . 


— Connect contacts of activated charcoal filter solenoid valve 1 
- N80- -1- to battery using test leads. This will open activated 
charcoal filter solenoid.valve.1 - N80- . 


— Operate hand vacuum pump - VAS 6213- several times. 
* Vacuum should build up: 


— Again disconnect test leads from battery to cut off current sup- 
ply. 

If vacuum does not build up: 

Dual non-return valve, activated charcoal filter solenoid valve 1 - 


N80- and plastic hoses are combined as one unit and can only be 
renewed together. 


2. Vacuum system 207 


Audi A4 2008 > , Audi A5 Cabriolet 2009 > , Audi A5 Coupé 2008 > , Audi ... 
Servicing 4-cylinder engine, 1.8 Itr., 2.0 Itr. 4-valve TFSI (EA 888, Gen. Il) - Edition 09.2019 


3 Air cleaner 
All procedures and components are described in > 4-cylinder 


direct injection engine (1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 24 ; 
Air cleaner . 
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4 Intake manifold 


> "4.1 Exploded view - intake manifold", page 209 
= “4.2 Removing and installing intake manifold", page 212 


=> “4.3 Removing and installing throttle valve module J338 ", page 
213 


2 “4.4 Cleaning throttle valve module", page 213 


= “4.1.1 Exploded view - intake manifold, vehicles with petrol en- 
gine”, page 209 


> "4.1.2 Exploded view - intake manifold vehicles with MultiFlex 
engine", page 211" 1 UNLESS AUI AG 


4.1.1 Exploded view - intake manifold, vehicles with petrol engine 


1 - Bolt 

Q 20Nm 
2 - Support for intake manifold 
3 - Nut 

Q 10Nm 
4 - Throttle valve module - 
J338- 


Q Including throttle valve 
drive for electric throttle 
- G186- , throttle valve 
drive angle sender 1 for 
electric throttle - G187- 
and throttle valve drive 
angle sender 2 for elec- 
tric throttle - G188- 


Q Removing and installing 
=> page 213 


Cleaning > page 213 


After renewing, perform 
“Adaption” using > Ve- 


hicle diagnostic tester, 
5 - Bolt 
QO 7Nm 
6 - Seal 
QO Renew after removing 


7 - Bolt 

OQ 5Nm 
8 - Intake air temperature 
sender - G42- 


Q Removing and installing 


= “6.1 Removing and in- 
stalling intake air temperature sender G42 ", page 226 


9 - O-ring 
QO Renew after removing 


oo 
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10 - Nut 
Q Pre-tightening torque: 3 Nm 
Q Final tightening torque: 10 Nm 
11 - Intake manifold flap potentiometer - G336- 


12 - Bolt 
QO Thread-forming 
OQ) Fit and screw in bolt by hand so that it is screwed into old thread. Then tighten bolt to torque 
Q 0.8Nm 

13 - Intake manifold 


Q Removing and installing > 4-cylinder direct injection engine (1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 24; 
Intake manifold; Removing and installing intake manifold 


14 - Bolt 
Q Pre-tightening torque: 3 Nm 
Q Final tightening torque: 10 Nm 
15 - O-ring 
QO Renew after removing 
16 - Bolt 
Q Thread-forming 
Q Fit and screw in bolt by hand so that it is screwed into old thread. Then tighten bolt to torque 
QO 4Nm 
17 - Vacuum hose 
18 - Gasket 
Q Renew after removing 
19 - O-ring 
Q Renew after removing 
20 - Hose 
Q) For crankcase breather 
21 - Bracket 
Q For electrical connectors 
22 - Bolt 
Q Thread-forming 
QO Fit and screw in bolt by hand so that it is screwed into old thread. Then tighten bolt to torque 
QO 4Nm 
23 - Bonded rubber bush 
QO 10Nm 
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4.1.2 Exploded view - intake manifold, vehicles with MultiFlex engine 


1 - Bolt 
QO 20Nm 


2 - Support for intake manifold 


3 - Bonded rubber bush 
QO 10Nm 


4 - Bolt 

Q 9Nm 
5 - Throttle valve module.-... 
BF hh A h 


Q Including throttle valve | 
\ drive for electric throttle 
.- G186- , throttle valve 
drive angle sender 1 for 
electric throttle - G187- 
and throttle valve drive 
angle sender 2 for elec- 
tric throttle - G188- 


Q Removing and installing 
> page 213 

Q Cleaning > page 213 

Q 


After renewing, perform 
“Adaption” using > Ve- 


hicle diagnostic tester, 

6 - Gasket 

Q Renew after removing 
7 - Hose 

Q For crankcase breather 
8 - O-rings 

Il after removing 34 333231 30 29 
9 - Bolt 

Q 5Nm 
10 - Intake air temperature sender - G42- 


Q Removing and installing 
z "6.1 Removing and installing intake air temperature sender G42 ", page 226 


11 - O-ring 
Q Renew after removing 
12 - Nut 
Q Pre-tightening torque: 3 Nm 
QO Final tightening torque: 10 Nm 
13 - Intake manifold (top section) 


QO) Removing and installing > 4- P pee direct injection ed (1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 24 ; 
Intake manifold; Removing and installing intake manifol 


14 - Bolt 
Q Pre-tightening torque: 3 Nm 
UO Final tightening torque: 10 Nm 
15 - Gaskets 
QO Renew after removing 
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16 - Bolt 
QO Thread-forming 
QO Fit and screw in bolt by hand so that it is screwed into old thread. Then tighten bolt to torque 
Q 0.8 Nm 
17 - Intake manifold flap potentiometer - G336- 
18 - Connection 
Q For crankcase breather 
19 - O-rings 
Q Renew after removing 
20 - O-rings 
QO Renew after removing 
21 - Connection 
Q For;crankcase breather 
22 - Gasket 
QO Renew after removing 


23 - Intake manifold (bottom section) 


Q Removing and installing > 4-cylinder direct injection engine (1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 24 ; 
Intake manifold; Removing and installing intake manifold 


24 - Fuel pressure sender for low pressure - G410- 
OQ 27 Nm 
25 - Bolt 
n 9Nm 
26 - Fuel line 
Q With bracket for cold-start valve - N17- 
27 - Bolt 
QO 9Nm 
28 - Bracket 
LU For electrical connectors 


29 - Bolt 
Q Thread-forming 
QO Fit and screw in bolt by hand so that it is screwed into old thread. Then tighten bolt to torque 
Q 4Nm 
30 - Clip 
31 - O-ring 
Q Renew after removing 
32 - Cold-start valve - N17- 
QO Removing and installing > page 225 
33 - O-ring 
Q Renew after removing 
34 - Nut 
QO 10Nm 


4.2 Removing and installing intake manifold 
All procedures are described in > 4-cylinder direct injection en- 


gine (1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 24 ; Intake manifold; 
Removing and installing intake manifold . 
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4.3 Removing and installing throttle valve 
module - J338- 
Removing 


Preparatory work may be necessary depending on model > 4- 
cylinder direct injection engine (1.8, 2.0 Itr. 4-valve TFSI); Rep. 
gr. 24 ; Intake manifold; Removing and installing throttle valve 
module - J338- . 


— Unplug electrical connector -1-. 


— Remove bolts -arrows- and detach throttle valve module - 
J3 


Installing 

Installation is carried out in reverse order; note the following: 
* Renew seal after removing. 

— Clean sealing surface for seal. 


Additional work depending on model ^ 4-cylinder direct injection 
engine (1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 24 ; Intake manifold; 
Removing and installing throttle valve module - J338- 


"Perform adaption' using > Vehicle diagnostic tester, [Guided 
Functions), after installing throttle valve module - J338- . 


Tightening torques 
@ = “4.1 Exploded view - intake manifold", page 209 


4.4 Cleaning throttle valve module 

Special tools and. workshop equipment required 

@ Acetone (commercially available) 

* Safety goggles 

* Protective gloves 

Procedure 

. ing f care notto scratch the throttle valve housing when clean- 
l It. 

— Remove throttle valve module - J338- > page 213. 


— Open throttle valve by hand and lock it in open position with a 
wedge (plastic or wood) -arrow-. 


Risk of injury caused by acetone. Acetone is highly flammable 
and can cause irritation to the eyes and skin. 


— Puton safety goggles. 
— Put on protective gloves. 


C 
p 2 SS 
` s 
‘ | | ^24-1036 | 
b E 1 — 


Wi 
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— Clean throttle valve housing thoroughly, especially around the 
points -arrows- where the throttle valve closes, using com- 
mercially available acetone and a small brush. 


— Wipe out throttle valve housing with a lint-free cloth. 
— Allow acetone to flash off completely. 


— Install throttle valve module - J338- > page 213. 


4.5 Checking intake manifold change-over 
function 


Only perform this test if there is a loss of engine torque (poor 
flexibility or lack of pulling power). 


Special tools and workshop equipment required 


* Hand vacuum pump - VAS 6213- 
VAS 6213 


Test condition 


* Intake manifold flap valve - N316- has been checked with a 
vehicle diagnostic tester. 


Perform the following steps if the intake manifold flap valve - 
N316- is OK. 


Procedure 
— Remove engine cover panel > page 11 . 
— Start engine and run at idling speed. 


- Have a second mechanic rev up engine quickly (short burst of 
throttle) and observe vacuum unit for intake manifold change- 
over. 


* The linkage -1- of the vacuum unit for intake manifold flap ‘wal : = 


should pick up -arrow-. M ^9 "s am R 


If the change-over does not operate as described: 


= 
LU 
— Check vacuum hoses for porosity. FS / 


— Check vacuum system for leaks. 
— Check that vacuum lines are connected correctly. - 
P. 


> ‘= 


J A24-11551 
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— Move adjuster ring -1- on hand vacuum pump - VAS 6213- to 
position -A- to select "vacuum". 


I B 


— Connect hand vacuum pump - VAS 6213- to vacuum unit for 
intake manifold flap valve - N316- . 


— Operate hand vacuum pump - VAS 6213- several times. 


* The linkage -1- of the vacuum unit for intake manifold flap 
should pick up. 


— Vent vacuum. 

* / The/linkage should return to the initial position. 

* à Thelinkage. should move in both directions -arrows-. 
- Renew intake manifold if linkage does not move. 

^, Install engine cover panel > page 11 . 


Additional work depending on model =>- 4-cylinder direct injection 
engine (1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 24 ; Intake manifold; 
Checking intake manifold change-over function 


A24-10926 
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5 Injectors 
2 "5.1 Exploded view - fuel rail with injectors", page 216 


2 "5.2 Removing and installing fuel rail", page 219 


2 "5.3 Removing and installing injectors", page 220 


> "5.4 Cleaning injectors”, page 224 


2 "5.5 Removing and installing cold-start valve N17 ", page 225 
5.1 Exploded view - fuel rail with injectors 


=> “5.1.1 Exploded view - fuel rail with injectors, vehicles with pet- 
rol engine”, page 216 


>"5.1.2 loded view - fuel rail with injectors, vehicles with Mul- 
tiFlex engine”, page 218 


5.1.1 Exploded view - fuel rail with injectors, vehicles with petrol engine 


1 - High-pressure pipe 
Q Connections must not 
be damaged 


a “Dot alter shape - 


Q Lubricate thread of uni 
sion nut with clean ens 
 gineoil — 


Q Tighten union nut to 27 
Nm 


2 - Fuel rail 


Ul; Connections-must not 
be damaged 


Q Removing and installing 
=> page 219 


3 - Fuel pressure sender - 
G247- 


m) Baht and installing 
=> page 227 


Q Lubricate threads lightly 
with clean engine oil 


Q 27Nm 
4 - Bolt 
Q 5Nm 
5 - Support ring 
QO Must be properly seated 


QO Via this support ring, the 
fuel rail exerts the force 
which holds the injector 
in the cylinder head 


6 - O-ring 
Q Renew after removing A24-11318 


Q Lubricate lightly with 
clean engine oil 


7 - Spacer ring 
QO Renew if damaged 
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8 - Injector 
QO Different versions available; for allocation refer to > Electronic parts catalogue 
Q Ensure correct installation position. 
QO Removing and installing > “5.3 Removing and installing injectors”, page 220 
9 - Sealing washer 
10 - Mounting 
Q For sealing element 
11 - Combustion chamber ring seal 
Q Renewing > “5.3 Removing and installing injectors”, page 220 
12 - Bolt 
Q Thread-forming 
Q Fit and screw in bolt by hand so that it is screwed into old thread. Then tighten bolt to torque 
Q 5Nm 
13 - Retaining clamp 
Q For high-pressure pipe 


14 - Connection 
Q For high-pressure pipe 
Q Counterhold when loosening union nut 
QO Renew after removing 
QO 40Nm 
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5.12 Exploded view - fuel rail with injectors, vehicles with MultiFlex engine 


1 - High-pressure pipe 


Q Connections must not 
be damaged 


QO Do not alter shape 


ū Lubricate thread of un- 
ion nut with clean en- 
gine oil 

Q Tighten union nut to 27 
Nm 


2 - Fuel rail 


Q Connections must not 
be damaged 


Q Removing and installing 
=> page 219 


3 - Fuel pressure sender - 
G247- 


QO Ad and installing 
=> page 227 


Q Lubricate threads lightly 
with clean engine oil 


Q 27 Nm 


4 - Bolt 
QO 9Nm 
5 - Support ring 
Q Must be properly seated 


Q Viathis support ring, the 
fuel rail exerts the force 
which holds the injector 
in the cylinder head 


6 - O-ring 
Q Renew after removing A24-11320 


Q Lubricate lightly with 
clean engine oil 


7 - Spacer ring 
Q Renew if damaged 
8 - Injector 
Q Different versions available; for allocation refer to Electronic parts catalogue 
QO Ensure correct installation position. 
QO Removing and installing > “5.3 Removing and installing injectors”, page 220 
9 - Sealing washer 
10 - Mounting 
QO For sealing element 
11 - Combustion chamber ring seal 
QO Renewing = “5.3 Removing and installing injectors”, page 220 
12 - Retaining clamp 
Q For high-pressure pipe 
13 - Bolt 
Q 5Nm 
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14 - Connection 


QO) For.high-pressure pipe 
Q Counterhold when loosening union nut 
LU. Renew after removing 
Q 40Nm 
5.2 Removing and installing fuel rail 


> "5:2:1 Removing: and dinstalling:fuel rail «vehicles: with petrol 
engine", page 219 


2 "5.2.2 Removing and installing fuel rail - vehicles with MultiFlex 
engine", page 219 


5.2.1 Removing and installing fuel rail - vehi- 
cles with petrol engine 


Removing 


— Remove intake manifold > 4-cylinder direct injection engine 
(1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 24 ; Intake manifold; Re- 
moving and installing intake manifold . 


— Remove bolts -arrows-. EN 
— Detach fuel rail from intake manifold. : M ams BE 
[/ m SS 
| «9v Im mee 
n Note TY RERO 
AT To FEL 
j a, 


Disregard -item 1-. 


Installing 
Installation is carried out in reverse order; note the following: 


H 
= 


— Always renew both connecting pieces for fuel supply line. 
— Connect and tighten fuel line. 
— Plug electrical connector back in. 


— Install intake manifold > 4-cylinder direct injection engine (1.8, 
2.0 Itr. 4-valve TFSI); Rep. gr. 24 ; Intake manifold; Removing 
and installing intake manifold . 


Tightening torques 
@ = “5.1.1 Exploded view - fuel rail with injectors, vehicles with 
petrol engine", page 216 


5.2.2 Removing and installing fuel rail - vehi- 
cles with MultiFlex engine 


Removing 


-— Remove intake manifold (bottom section) > 4-cylinder direct 
injection engine (1.8, 2.0 ltr. 4-valve TFSI); Rep. gr. 24 ; Intake 
manifold; Removing and installing intake manifold . 
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— Unplug electrical connector -1- at fuel pressure sender - Fey UNI V 
G247- Haz D V 
: g 
— Remove bolts -arrows- and pull fuel rail off injectors. dc 


32b 
(È) Note —— 


The injectors can remain in the fuel rail. Unplug electrical con- 
nector from corresponding injector. 


Installing 


j - A 
. | A24-11280 ] 1280 


Installation is carried out in reverse order; note the following: 


(4| Note 


Make sure that injectors are installed correctly. 


— Install intake manifold (bottom section) > 4-cylinder direct in- 
jection engine (1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 24 ; Intake 
manifold; Removing and installing intake manifold . 


Tightening torques 


@ = “5.1.2 Exploded view - fuel rail with injectors, vehicles with 
MultiFlex engine", page 218 


5.3 Removing and installing injectors 
Special tools and workshop equipment required 


* Tool set for FSI engines - T10133 C- 
T10133 C 


Po 


W00-11512 


Removing 
* Injectors must only be installed when engine is cold. 
— Observe rules for cleanliness > page 5 . 


— Vehicles with petrol engine: Remove intake manifold > 4-cyl- 
inder direct injection engine (1.8, 2.0 Itr. 4-valve TFSI); Rep. 
on ; Intake manifold; Removing and installing intake mani- 
old . 


— Vehicles with MultiFlex engine: Remove fuel rail > page 219 . 


* Carefully pull out any injectors that remain lodged in the fuel 
rail. 


E M the injectors if they remain lodged in the cylinder 
ead. 


— Cover open inlet ports with a clean cloth. 
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— Detach support ring -7- from injector -4-. 


— Slide sleeve -T10133/18- over injector. 


— Carefully knock against stop sleeve several times with a plas- 
tic hammer -1- to loosen injector. 


* Useatorque wrench te pu out injector. 
— Settorque wrench to 5 Nm. 
— Fit puller.-T10133/2A- to groove on injector: 

— Thenfit guide puller T10133/16A AU! 

- Pull'out injector by turning bolt with torque wrench -1-. 


— If injector does not come loose after limit torque of 5 Nm is 
reached, remove puller and repeat procedure using stop 
sleeve to loosen injector. 


— Repeat procedure for each injector. 
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Dismantling injector 
— Pull O-ring -6- and spacer ring -5- off injector -4-. 
— Unclip sealing element -1-. 


— Carefully remove old combustion chamber ring seal -3-. To do 
so, cut open combustion chamber ring seal using knife or prise 
open with small screwdriver and then pull off forwards. 


* Take care not to damage groove on injector. Injector must be 
renewed if groove is damaged. 


Installin 
i 


* Use complete repair set when installing. 

* Renew support ring after removing. 

* Renew combustion chamber ring seal before re-installing in- 
jector. 

— Clean bore in cylinder head with nylon cylinder brush - 
T10133/4- . 


— When re-installing an injector, clean any combustion residue 
off groove for combustion chamber ring seal and injector stem 
with a clean cloth. 


— Fitassembly cone -T10133/5- with new combustion chamber 
ring seal -1- onto injector -2-. 


- Using assembly sleeve -T10133/6-.; push. combustion cham- 
ber ring seal -1- onto assembly cone -T10133/5- as far as it 
will go. 


T10133/5 


N24-10284 
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— Turnround assembly sleeve -T10133/6- and slide combustion 
chamber ring seal into groove. 


* The combustion chamber ring seal is widened when it is push- 
ed onto the injector. After pushing it on, it therefore has to be 
So again. This is done in two stages, as described 

elow. 


— Push calibration sleeve -T10133/7- onto injector as far as it will 
go and simultaneously turn it slightly (approx. 180°). 


— Pull calibration sleeve -T10133/7- off again by turning it in the 
opposite direction. 


— Push calibration sleeve -T10133/8- onto injector as far as it will 
go and simultaneously turn it slightly (approx. 180^). 


— Pull calibration sleeve -T10133/8- off again by turning it in the 
opposite direction. 


— Beforeinstalling.new injector -4-, lubricate new O-ring -6- light- 
ly with clean engine oil. 


* (The combustion chamber ring seal -3- must not be lubricated. 


A24-10795 
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Press injector by hand as far as it will go into aperture in cyl- 
inder head (aperture must be free of oil and grease). Ensure 
that the injector is properly seated -arrow- in the cylinder head. 


Lug -1- and hole -arrow- in cylinder head must face each other. 


It should be possible to insert the injector easily. If necessary 
wait until the combustion chamber ring seal has contracted 
sufficiently. 


Fit support ring onto injector. 


Vehicles with petrol engine: Install intake manifold > 4-cylin- 
der direct injection engine (1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 
24 ; Intake manifold; Removing and installing intake manifold . 


Vehicles with MultiFlex engine: Install fuel rail 
=> "5.2 Removing and installing fuel rail", page 219 . 


5.4 Cleaning injectors 


The following procedure applies to FSI injectors. 


Special tools and workshop equipment required 

* Ultrasonic cleaning unit - VAS 6418- 

* Mounting plate for injection modules - VAS 6418/1- 
* Cleaning fluid - VAS 6418/2- 

Procedure 


Close drain tap -arrow- on ultrasonic cleaning unit - VAS 6418- 
(located on right side of housing). 


Fill up ultrasonic unit. 


Ratio of cleaning fluid: 2,100 ml of tap water which has been 
allowed to settle for a few minutes and 20 ml of cleaning fluid 
- VAS 6418/2- 


The ideal fluid level is approx. 1 ... 4 mm above the base of 
the mounting plate. The ultrasonic cleaning unit - VAS 6418- 
can be damaged if the fluid level is too low. 


Remove injectors 
2 “5.3 Removing and installing injectors”, page 220 . 


Place mounting plate for injection modules - VAS 6418/1- on 
top of cleaning unit. 


It is important to read the safety notes in the operating instruc- 
tions before switching on the ultrasonic cleaning unit - VAS 
6418-. 


Insert FSI injectors all the way into guides of mounting plate 
for injection modules - VAS 6418/1- . 
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— “Switchon cleaning unit by pressing button -C-. 
— Select a cleaning time of 30 minutes with rotary control -A-. Seren 
— Setrotary control -B- to a temperature of 50°C. 
— Press [>| button -D- to start cleaning procedure. 


* The actual cleaning process commences when the tempera- 
ture reaches at least 50 °C and must last for at least 30 
minutes. 


— Install injectors with new combustion chamber seal 
> “5.3 Removing and installing injectors”, page 220 . 


5.5 Removing and installing cold-start valve 
- N17- 

MultiFlex engine only. 

Removing 


— Remove intake manifold (top section) > 4-cylinder direct in- 
jection engine (1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 24 ; Intake 
manifold; Removing and installing intake manifold . 


— Pull off retaining clip -1-. 


— Remove bolts -arrows- and disconnect fuel lines with bracket 
-2- from cold-start valve - N17- . 


— Disconnect cold-start valve - N17- from intake manifold (top 
section)/from bracket with fuel lines. 


Installing 
Installation is carried out in reverse order; note the following: 


— Install intake manifold (top section) ^ 4-cylinder direct injec- 
tion engine (1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 24 ; Intake 


manifold; Removing and installing intake manifold . ` j 
Tightening torques 
€ = “5.1.2 Exploded view - fuel rail with injectors, vehicles with 

MultiFlex engine”, page 218 
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6 Senders and sensors 
> "6.1 Removing and installing intake air temperature sender G42 
^, page 226 


2 "6.2 Removing and installing air mass meter G70 ", page 226 


> “6.3 Removing and installing fuel pressure sender G247 ", page 
227 


2 "6.4 Checking fuel pressure sender G247 ", page 229 


6.1 Removing and installing intake air tem- 
perature sender - G42- 


Removing 
— Remove engine cover panel > page 11. 


LI PLIETTULJEI 
(| Note LUE LL S. 
ew S. b lara IJ 
Installation position varies depending on engine version AM ja aot P. e 2 


— Unplug electrical connector -1-. 
— Unscrew bolt and detach intake air temperature sender - 
G 


| 


=R 
= 


Installing 


( 


A 


N, 
/ | A24-10142 D 


Installation is carried out in reverse order; note the following: 


- 
c 


— Install engine cover panel > page 11. 
Tightening torques 
€ = “4.1 Exploded view - intake manifold", page 209 


6.2 Removing and installing air mass meter 
- G70- 
Removing 


Preparatory work may be necessary depending on model ^ 4- 
cylinder direct injection engine (2.0 Itr. 4-valve TFSI); Rep. gr. 
24; ; CODMOIS and sensors; Removing and installing air mass me- 
ter - - 
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— Unscrew bolts -arrows- for air mass meter - G70- . 


— Then carefully pull air mass meter - G70- out of guide on air 
cleaner housing. 


Installing 


To ensure the correct function of thefair mass meter - G70- , it is 
important to observe the following notes and instructions. 


n Note 


€ /fthe airfilterelement is very dirty or wet, dirt particles or water 
can reach the air mass meter - G70- and falsify the detected 
air mass values. This will cause a loss of power as the calcu- 
lated injection quantities will be too low. 


€ Alwa js use genuine air filter elements (same as original equip- 
ment). 


* Use a silicone-free lubricant when installing the air hose. 

@ Secure all hose connections with the correct type of hose clips 
(same as original equipment) > Electronic parts catalogue . 

— Check for salt residue, dirt and leaves in air mass meter and 
air intake hose (engine intake side). 


— Check intake duct as far as air filter element for dirt. If neces- 
sary, clean salt residue, dirt and leaves out of air cleaner 
housing (top and bottom sections); wash out or use a vacuum 
cleaner as required. 


The remaining installation steps are carried out in the reverse se- 
quence. 


Additional work depending on model > 4-cylinder direct injection 
engine (2.0 Itr. 4-valve TFSI); Rep. gr. 24 ; Senders and sensors; 
Removing and installing air mass meter - G70- 


Tightening torques 


@ = 4-cylinder direct injection engine (1.8, 2.0 Itr. 4-valve TFSI); 
Rep. gr. 24 ; Air cleaner; Exploded view - air cleaner housing 


6.3 Removing and installing fuel pressure 
sender - G247- 

Special tools and workshop equipment required 

* Assembly tool - T10118- 


T10118 


[ woo-11303 ] 
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€* Socket (27 mm) - T40218- or commercially available socket 
(27 mm) 


Removing 
— Remove engine cover panel > page 11. 


n Note 


Installation position varies depending on engine version 


— Remove bolts -1, 2- and push coolant pipe to side with coolant 
hoses -arrows- connected. 


_ 7) EZ, 


a= 


— If fitted, remove bolts -arrow-, unplug electrical connector -1- 
and press continued coolant circulation pump - V51- to side. 


T 


A19-11481 |S 
E > - 
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nm. 
Installation position varies depending on engine version 


— Release electrical connector at fuel pressure sender - G247- 
-item 1- using assembly tool - T10118- . 


The fuel system is pressurised. 
Risk of injury as fuel may spray out. 


— Puton safety goggles. 
— Puton protective gloves. 


- Release pressure (wrap a clean cloth around connection 
and open connection carefully). 


— Unscrew fuel pressure sender using bit, 27 mm - T40218- . 
Installing 
Installation is carried out in reverse order; note the following: 


— Make sure that connecting piece is tightened to specified tor- 
que before installing fuel pressure sender - G247- . 


Tightening torques 
€ "5.1 Exploded view - fuel rail with injectors”, page 216 


@ = 4-cylinder direct injection engine (1.8, 2.0 Itr. 4-valve TFSI); 
Rep. gr. 19 ; Coolant pump/thermostat assembly; Exploded 
view - electric coolant pump 


@ = 4-cylinder direct injection engine (1.8, 2.0 Itr. 4-valve TFSI); 
Rep. gr. 19 ; Coolant pipes; Exploded view - coolant pipes 

6.4 Checking fuel pressure sender - G247- 

Special tools and workshop equipment required 

* Vehicle diagnostic tester 

* Test instrument adapter - VAS 5570- 


* Pressure sensor tester - VAS 6394- 
Procedure: 
— Observe rules for cleanliness > page 5. 


— Remove fuel pressure sender - G247- > page 227 . 


A24-10445 


VAS 6394 
VAS 5570 VAS asss 


12 
ila 


W00-11249 
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— Screw in adapter - VAS 6394/2- in place of fuel pressure send- 
er - G247- and tighten adapter with same torque as specified 
for -G247- . 


— Unscrew plug -2- on digital pressure gauge - VAS 6394/1- and 
screw in fuel pressure sender - G247- in its place (tighten to 
specified torque). 


— Use test instrument.adapter-- VAS-5570-to make electrical "NA 


connection between vehicle and fuel pressure sender - VAS 6394/1 — HZ Qi : 
G247- . Tiefe S SA 
- Connect vehicle diagnostic tester . "TA EE: ae 
- itch on ignition. sf VI * 
Switch on ignition [pA 3 zo e 


— Select "Engine electronics" in vehicle self-diagnosis. A 
{7 


— Select "Measured values". 
— Select "Fuel pressure" from list. 


* Thedisplay zone shows the actual pressure value being trans- 
mitted to the engine control unit by the fuel pressure sender - 
G247- . 


— Switch on pressure gauge - VAS 6394/1- by pressing button 
-A- once briefly. 


* The digital pressure gauge - VAS 6394/1- should indicate 
0 bar. 


— If different value is shown, zero the tester by pressing button 
-C- briefly. 


N24-10495 
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— Connect pressure gauge - VAS 6394/1- to adapter - VAS EE OEE E ES 
6394/2- . VAS 6394/1 KQ ; 


— Start engine. "(e } 
— Compare pressure indicated by pressure gauge - VAS 6394/1- | = : 


with actual pressure value on vehicle diagnostic tester . ei D A 
* The pressure readings-must-not,deviate by more than,5 bar. VAS,6394/ [A 
— If the deviation is more than 5 bar, fit a new fuel pressure y» ~ SS 7, 
sender - G247- to test it. NEU EOD d 


— Place a cloth underneath to catch escaping fuel. 


N24-10488 


The fuel system is pressurised. 
Risk of injury as fuel may spray out. 
— Puton safety goggles. 

— Puton protective gloves. 


— Release pressure (wrap a clean cloth around connection 
and open connection carefully). 


— Screwanew fuel pressure sender - G247- into pressure gauge 
- VAS 6394/1- . 


— Repeat the test with the new fuel pressure sender - G247- and 
compare the two pressure values. 


— If measured values are still not the same, check electrical con- 
nection between fuel pressure sender - G247- and engine 
control unit > Current flow diagrams, Electrical fault finding 
and Fitting locations. 


— |f measured values are now the same, install new fuel pres- 
sure sender - G247- > page 227 . 


Tightening torques 
€ = “5.1 Exploded view - fuel rail with injectors”, page 216 
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7 High-pressure pump 


2 “7.1 Exploded view - high-pressure pump”, page 232 


> “7.2 Removing and installing high-pressure pump", page 233 


7.1 Exploded view - high-pressure pump 


1 - Quick release coupling 
Q With cut-off valve 


Q Not available as re- 
placement part, sup- 
plied together with 


> Item 11 (page 233) 


2 - Electrical connector 
3 - Fuel pressure regulating 
valve or fuel metering valve 
Q Different versions 
Q Depending on version of 
high-pressure pump: 
* Fuel pressure regulating 
valve - N276- or 
* Fuel metering valve - N290- 
Q Integrated in high-pres- 
sure pump; cannot be 
renewed separately 
4 - High-pressure pump 
Q Removing and installing 
=> page 233 
Q) Take care not to tilt 
when installing 
5 - O-ring 
Q Renew after removing 
Q Lubricate lightly with en- 
gine oil 
6 - Roller tappet 


Q May remain lodged in 
vacuum pump when 
high-pressure pump is 
removed 


7 - Vacuum pump 


8 - Connection 
QO For high-pressure pipe 
Q Counterhold when loosening union nut 
QO Must always be renewed once loosened 
QO 40Nm 
9 - High-pressure pipe 
Q Do not alter shape 
Q) Install so that parts are free of tension 
QO Lubricate thread of union nut with clean engine oil 
Q Tighten union nut to 27 Nm 
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10 - Bolt 
QO M6; renew after removing 
Q Tightening torque and sequence > page 233 


11 - Fuel supply hose 
Q From fuel tank 
12 - Spring-type clip 
QO Renew after removing 


13 - Spring-type clip 


Q Not available as replacement part, supplied together with ^ Item 11 (page 233) 


High-pressure pump - tightening torques and sequence 


* After removing, renew bolts tightened with specified tightening 
angle. 


— To prevent flange of high-pressure pump from being deformed 
during installation, tighten bolts -arrows- in stages as follows: 


Stage | ^ Bolts ^ [Tightenngtorque — — | 
DEM NN Screw in by hand until contact is made 


Tighten one turn alternately until 
flange of high-pressure pump makes 
contact with vacuum pump 


20 Nm 


3. 8 Nm 
+90° further 


7.2 Removing and installing high-pressure 
pump 

Special tools and workshop equipment required 

* Wrench, 21 mm - T40263- 


T40263 


W00-11887 
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* Adapter - T40314- 
T40314 


W00-11649 


+ Open- end spanner insert, AF-24 

* Safety goggles 

* Protective gloves 

Removing 

* Remove the high-pressure pump only when the engine is cold. 
— Observe rules for cleanliness > page 5 . 

— Remove engine cover panel > page 11. 


The fuel system is pressurised. 
Risk of injury as fuel may spray out. 


Put on safety goggles. 
Put on protective gloves. 


Release pressure (wrap a clean cloth around connection 
and open connection carefully). 


— Disconnect both fuel lines -arrows-. 

— Unplug electrical connector -1- on fuel pressure regulating 
valve - N276- / fuel metering valve - N290- . 

— Remove bolts -arrows-. 


— Carefully pull out high-pressure pump -2-. It is possible that 
the roller tappet may remain lodged in the vacuum pump. 


Installing 
Installation is carried out in reverse order; note the following: 
* Renew O-ring and spring-type clips after removal. 


* Renew connecting piece when reinstalling the same high- 
pressure pump. 


. peal removing, renew bolts tightened with specified tightening 
angle. 
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— Check roller tappet -1- for damage and renew if necessary. 


— Lightly lubricate roller tappet with oil and insert it so that lug 
-arrow A- slides into guide notch -arrow B-. 


* Asecond mechanic is required for the following step. 


Risk of engine damage if valve gear drive slips 
— Only turn engine in normal direction of rotation. 


- Have a second mechanic turn crankshaft with wrench, 21 mm 
- T40263- , adapter - T40314- and socket, 24 mm in direction 
of normal engine rotation -arrow- until roller tappet in vacuum 
pump reaches its lowest point. 


— Insert high-pressure pump with O-ring into vacuum pump and 
tighten bolts in stages. 


— Secure fuel hoses with spring-type clips. 


— Tighten union nut on high-pressure pipe hand-tight, align pipe 
so that it is free of stress and tighten nut to specified torque. 


— Check fuel system for leaks. 
— Install engine cover panel ^ page 11 . 
Tightening torques 


* = Fig. "High-pressure pump - tightening torques and se- 
quence"" , page 233 
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8 Lambda probe 
> "8.1 Exploded view - Lambda probe", page 236 


2 "8.2 Removing and installing Lambda probe", page 238 


8.1 Exploded view - Lambda probe 


=> "8.1.1 Exploded view - Lambda probe, version 1", page 236 
2 "8.1.2 Exploded view - Lambda probe, version 2", page 237 


8.1.1 Exploded view - Lambda probe, version 1 


1 - Nut 

ū = Item 1 (page 244 
2 - Gasket 

QO = Item 2 (page 244) 


3 - Turbocharger 


4 - Lambda probe - G39- and 
Lambda probe heater - Z19- 


QO The threads on the new 
Lambda probes are 
coated with a special as- 
sembly paste. 


Q Ifre-installing old Lamb- 
da probe, coat thread 
with high-temperature 
paste: Refer to > Elec- 
tronic parts catalogue 
for high-temperature 
paste 


QO) The assembly paste/ 
high-temperature paste 
must not get into the 
slots on the Lambda 
probe body 

Q Removing and installing 
=> 4-cylinder direct in- 
jection engine (2.0 Itr. 4- 
valve TFSI); Rep: gr. 

24 ; Lambda probe; Re- 
moving and installing 
Lambda probe 


Q 55Nm 


5 - Lambda probe after catalyt- 
ic converter - G130- and Lamb- 


da probe heater 1 after catalyt- abil 
ic converter - Z29- 


QO The threads on the new Lambda probes are coated with a special assembly paste. 


If re-installing old Lambda probe, coat thread with high-temperature paste: Refer to > Electronic parts 
catalogue for high-temperature paste 


Q 
Q The assembly paste/high-temperature paste must not get into the slots on the Lambda probe body 
Q 


Removing and installing > 4-cylinder direct injection engine (2.0 Itr. 4-valve TFSI); Rep. gr. 24 ; Lambda 
probe; Removing and installing Lambda probe 


Q 55Nm 


6 - Catalytic converter 


QO = Item 6 (page 244) 
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7 - Nut 

Q ltem 7 (page 244) 
8 - Gasket 

Q = Item 8 (page 245) 


9 - Front silencer 


8.1.2 Exploded view - Lambda probe, version 2 


1 - Nut 

Q > ltem 1 (page 245) 
2 - Gasket 

Q > ltem 2 (page 245) 
3 - Turbocharger 


4 - Lambda probe - G39- and 
Lambda probe heater -.Z19- 


Q The threads on the new 
Lambda probes are 
coated with a special as- 
sembly paste. 


Q If re-installing old Lamb- 
da probe, coat thread 
with high-temperature 
paste: Refer to > Elec- 
tronic pos catalogue 
for high-temperature 
paste 


Q The assembly paste/ 
high-temperature paste 
must not get into the 
slots on the Lambda 
probe body 

Q Removing and installing 
=> 4-cylinder direct in- 
jection engine (1.8, 2.0 
ltr. 4-valve TFSI); Rep. 
gr. 24 ; Lambda probe; 
Removing and installing 
Lambda probe 


Q 55Nm 
5 - Lambda probe after catalyt- 
ic converter - G130- and Lamb- 


da probe heater 1 after catalyt- 
ic converter - Z29- 


Q The threads on the new Lambda probes are coated with a special assembly paste. 


If re-installing old Lambda probe, coat thread with high-temperature paste: Refer to > Electronic parts 
catalogue for high-temperature paste 


Q 
Q The assembly paste/high-temperature paste must not get into the slots on the Lambda probe body 
Q 


Removing and installing > 4-cylinder direct injection engine (1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 24 ; 
Lambda probe; Removing and installing Lambda probe 


Q 55Nm 
6 - Catalytic converter 
7 - Nut 
ū = ltem 7 (page 245) 
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8 - Gasket 
QO = Item 8 (page 245) 


9 - Front exhaust,pipe 


8.2 Removing*andinstalling Lambda probe 
All procedures are described in > 4-cylinder direct injection en- 


gine (1.8, 2.0 ltr: 4-valve TFSI); Rep. gr. 24 ; Lambda probe; 
Removing and installing Lambda probe. . 
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9 Engine control unit 


2 "9.1 Removing and installing engine/motor control unit J623 ", 
page 239 


=> "9.2 Wiring and component check”, page 239 


9.1 Removing and installing engine/motor 
control unit - J623- 


All procedures are described in > 4-cylinder direct injection en- 
gine (1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 24 ; Engine control unit; 
Removing and installing engine/motor control unit - J623- . 


9.2 Wiring and component check 


2 "9.2.1 Wiring and component check - vehicles without hybrid 
drive", page 239 


=> “9.2.2 Wiring and component check - vehicles with hybrid drive", 
page 240 


9.2.1 Wiring and component check - vehicles 
without hybrid drive 

Special tools and workshop equipment required 

* Adapter cable - V.A.G 1598/39-1- 


* Adapter cable - V.A.G 1598/39-2- 
@ Test box - V.A.G 1598/42- 


V.A.G 1598/39 
i 


yroo-10003 
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V.A.G 
(a) Note 1598/39-1 


@ The test box has 105 sockets. The connecting cable can be 
disconnected from the test box. This means that only the cable 
(and not the test box) has to be purchased for future engine 
control units with different types of connectors. 


* The smaller of the two connectors on the engine control unit 
has the contacts 1 to 60. The larger of the two connectors has 


the contacts 7 to 94. V.A.G 1598/42 

* Tocarry out tests on the 60-pin wiring harness connector, the 
adapter cable - V. A. G 1598/39-1- is connected to connector 
"A"on the test box. For components connected to 60-pin wiring 
harness connector > Current flow diagrams, Electrical fault 
finding and Fitting locations. 


* To carry out tests on the 94-pin wiring harness connector, the 
adapter cable - V.A.G 1598/39-2- must be connected (o con- 
nectors -A- and -B- on the test box. For components connec- 
ted to 94-pin wiring harness connector > Current flow 
diagrams, Electrical fault finding and Fitting locations. 


@ The test box - V.A.G 1598/42- is designed so it can be con- 
nected both to the wiring harness for the engine control unit 
and to the engine control unit itself at the same time. 


@ The advantage of this is that the electronic engine control sys- 
tem remains fully functional when the test box is connected 
(for LS for measuring signals when the engine is run- 
ning). 


@ The relevant test procedure will state whether it is necessary 
to also connect the engine control unit to the test box. 


To enable multi-pin connectors to be unplugged from engine con- 
trol unit, the engine control unit must be removed => 4-cylinder 
direct injection engine (1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 24 ; 
Engine control unit; Removing and installing engine/motor control 
unit - J623- . 


* To prevent irreparable damage to the electronic components, 
select appropriate measuring range before connecting the 
measuring cables and observe the test requirements. 


— Connect the test box - V.A.G 1598/42- to wiring harness with 
adapter cable - V.A.G 1598/39-1- or adapter cable - V.A.G 
1598/39-2- . Connect earth clip of test box to negative terminal 
of battery. The instructions for performing the individual tests 
indicate whether or not the engine control unit itself also needs 
to be connected to the test box. 


— Carry out test as described in appropriate repair procedures. 


9.2.2 Wiring and component check - vehicles 
with hybrid drive 

Special tools and workshop equipment required 

Isolator box, 198-pin - VAS 6606/1-1- 

Isolator box, 198-pin - VAS 6606/1-2- 

Isolator box, 198-pin - VAS 6606/1-3- 

Sheets -VAS 6606/1-1- 

Sheets -VAS 6606/2-1- 

Sheets -VAS 6606/3-1- 


© 99 9 9 9 
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+ Set of cables -VAS 6606/7-1- and -VAS 6606/7-2- 
VAS 6606 


(å) Note 


@ Always make sure that the cables are properly connected. 

* Do notuse damaged or worn tools and accessories. 

* Observe operating instructions. 

— Connect both cable sets -VAS 6606/7-1- and -VAS 6606/7-2- 
to the three isolator boxes -VAS 6606- . 

— Use the following sheets: 

@ -VAS 6606/1-1- for isolator box, 198-pin - VAS 6606/1-1- 

+ -VAS 6606/2-1- for isolator box, 198-pin - VAS 6606/1-2- 

@ -VAS 6606/3-1- for isolator box, 198-pin - VAS 6606/1-3- 


(å) Note 


Make sure that all plug-in bridges are inserted completely in all 
isolator boxes. 


— Connect earth strap to an isolator box and to an earth point on 
the vehicle. 


To enable multi-pin connectors to be unplugged from engine con- 
trol unit, the engine control unit must be removed > 4-cylinder 
direct injection engine (1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 24 ; 
Engine control unit; Removing and installing engine/motor control 
unit - J623- . 


* To prevent irreparable damage to the electronic components, 
select appropriate measuring range before connecting the 
measuring cables and observe the test requirements. 


— Connect engine control unit to cable set -VAS 6606/7-1- . 
— Connect vehicle wiring harness to cable set -VAS 6606/7-2- . 


The connection on the engine control unit consists of a large and 
a small connector. 


The large connector has 105 pins and is assigned to the sheets 
for the isolator box marked "A 1 to A 105". 


The small connector has 91 pins and is assigned to the sheets 
for the isolator box marked "B 1 to B 91". 


When a push-in bridge is pulled out, the corresponding wiring 
connection is disconnected. 
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Af 


—M— -— MN atm sum P UN o 
SS €" 


(4) Note 


€ The “In” contact -1- (red socket) leads to the engine control 
unit. 


WOK ai 


si Ree olo hi 


* The “Out” contact -2- (blue socket) leads to the wiring harness. 


— Carry out test as described in appropriate repair procedures. 


e ids Done 


A24-10954 


E 


RE 
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26- Exhaust system 


1 Exhaust pipes/silencers 


> "1.1 Exploded view - silencers”, page 243 


> "1.2 Separating exhaust pipes/silencer$^; page: 243 
> “1.3 Removing and'installirig front silericers"; page 243 


> “1.4 Removing and installing silencers”) page 243 


> “1.5 Stress-free alignment of exhaust system", page 243 

2 "1.6 Checking exhaust system for leaks", page 243 

1.1 Exploded view - silencers 

All components are described in > 4-cylinder direct injection en- 


gine (1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 26 ; Exhaust pipes/ 
silencers; Exploded view - silencers . 


1.2 Separating exhaust pipes/silencers 


All procedures are described in > 4-cylinder direct injection en- 
gine (1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 26 ; Exhaust pipes/ 
silencers; Separating exhaust pipes/silencers . 


1.3 Removing and installing front silencers 


All procedures are described in > 4-cylinder direct injection en- 
gine (1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 26 ; Exhaust pipes/ 
silencers; Removing and installing front silencer . 


1.4 Removing and installing silencers 


All procedures are described in > 4-cylinder direct injection en- 
gine (1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 26 ; Exhaust pipes/ 
silencers; Removing and installing silencers . 


1.5 Stress-free alignment of exhaust system 


All procedures are described in > 4-cylinder direct injection en- 
gine (1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 26 ; Exhaust pipes/ 
silencers; Stress-free alignment of exhaust system . 


1.6 Checking exhaust system for leaks 
Procedure 
— Start engine and run at idling speed. 


— Plug tailpipes (e. g. with rags or stopper) and leave plugged 
until the check is complete. 


— Listen for noise at connection points (cylinder head/turbo- 
charger, turbocharger/front exhaust pipe etc.) to locate any 
leaks. 


— Rectify any leaks that are found. 


1. Exhaust pipes/silencers 243 


Audi A4 2008 > , Audi A5 Cabriolet 2009 > , Audi A5 Coupé 2008 > , Audi ... 
Servicing 4-cylinder engine, 1.8 Itr., 2.0 Itr. 4-valve TFSI (EA 888, Gen. Il) - Edition 09.2019 


2 Emission control system 


> “2.1 Exploded view - emission control system”, page 244 


> “2.2 Removing and installing catalytic converter”, page 246 


2.1 Exploded view - emission control sys- 
tem 


=> “2.1.1 Exploded view - emission control system, version 1”, 
page 244 


=> “2.1.2 Exploded view - emission control system, version 2”, 
page 245 


2.1.1 Exploded view - emission control system, version 1 


1 - Nut 
Q Renew after removing 


Q Coat studs of turbo- 
charger with high-tem- 
perature paste 


Q High-temperature paste 
=> Electronic parts cata- 
logue 


QO 40Nm 


2 - Gasket 
Q Renew after removing 


3 - Turbocharger 


4 - Lambda probe - G39- and 
Lambda probe heater - Z19- 


Q Removing and installing 
=> 4-cylinder direct in- 
jection engine (2.0 Itr. 4- 
valve Ho: Rep. gr. 
24 ; Lambda probe; Re- 
moving and installing 
Lambda probe 


5 - Lambda probe after catalyt- 
ic converter - G130- and Lamb- 
da probe heater 1 after catalyt- 
ic converter - Z29- 


Q Removing.and installing 
> A-cylinder direct in- 
jection engine (2.0 Itr. 4- 
valve Us it Rep. gr. 
24 ; Lambda probe: Re- 
moving and installing 
Lambda probe 


6 - Catalytic converter 


QO Protect catalytic con- 
verter fróm damage by 
knocks and impact 


Q Removing and installing > 4-cylinder direct injection engine (2.0 Itr. 4-valve TFSI); Rep. gr. 26 ; Emission 
control system; Removing and installing catalytic converter . 


QO oe exhaust system so it is free of stress > 4-cylinder direct injection engine (1.8, 2.0 Itr. 4-valve 
TFSI); Rep. gr. 26 ; Exhaust pipes/silencers; Stress-free alignment of exhaust system 


7 - Nut 
QO Renew after removing 


A26-11526 
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QO 25Nm 


8 - Gasket 
QO Renew after removing 


9 - Front silencer 


2.1.2 Exploded view - emission control system, version 2 


1 - Nut 
QO Renew after removing 


Q Coat studs of turbo- 
charger with high-tem- 
perature paste 


Q High-temperature paste 
> Electronic parts cata- 
logue 


QO 40Nm 


2 - Gasket 
Q Renew after removing 


3 - Turbocharger 


4 - Lambda probe - G39- and 
Lambda probe heater - Z19- 


Q Removing and installing 
> 4-cylinder direct in- 
jection engine (2:0 Itr.;4- 
valve TFSI); Rep. gr. 
24 ; Lambda probe; Re- 
moving. and installing 
Lambda probe 


5 - Lambda probe after catalyt- 
ic converter - G130- and Lamb- 
da probe heater 1 after catalyt- 
ic converter - Z29- 


Q Removing and installing 
=> 4-cylinder direct in- 
jection engine (2.0 Itr. 4- 
valve ae Rep. gr. 

a 


24 ; Lambda probe; Re- 
moving and installing 
Lambda probe 
6 - Catalytic converter 


QO Protect catalytic con- 
verter from damage by 
knocks and impact 


Q Removing and installing > 4-cylinder direct injection engine (2.0 Itr. 4-valve TFSI); Rep. gr. 26 ; Emission 
control system; Removing and installing catalytic converter . 


Q Aligning exhaust system so it is free of stress > 4-cylinder direct injection engine (1.8, 2.0 Itr. 4-valve 
TFSI); Rep. gr. 26 ; Exhaust pipes/silencers; Stress-free alignment of exhaust system 


7 - Nut 
QO Renew after removing 
Q 25Nm 


8 - Gasket 
QO Renew after removing 


9 - Front exhaust pipe 
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2.2 Removing and installing catalytic con- 
verter 
All procedures are described in > 4-cylinder direct injection en- 


gine (1.8, 2.0 Itr. 4-valve TFSI); Rep. gr. 26 ; Emission control 
system; Removing and installing catalytic converter . 
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3 Secondary air system 
All procedures and components are described in > 4-cylinder 


direct injection engine (2.0 Itr. 4-valve TFSI); Rep. gr. 26 ; Sec- 
ondary air system . 
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28- Ignition system 


1 Ignition system 


> “1.1 Exploded view - ignition system", page 248 


2 "1.2 Removing and installing ignition coils with output stages" 
page 249 


> "1.3 Removing and installing knock sensor 1 G61 ", 
page 251 


> "1.4 Removing and installing Hall senders”, page 252 
zA .5 Removing and installing engine speed sender G28 ", page 


1.1 Exploded view - ignition system 


1 - Bolt 


Q Tightening torque influ- 
ences the function of the 
knock sensor 


QO 20Nm 
2 - Knock sensor 1 - G61- 


Q Removing and installing 
2 page 251 


3 - Bolt 
n 9Nm 
4 - Hall sender - G40- 


Q) Removing and installing 
2 page 252 


5 - O-ring 
Q Renew after removing 


6 - Ignition coil with output 

stage 

* Ignition coil 1 with output 
stage - N70- 


* Ignition coil 2 with output 
stage - N127- 


* Ignition coil 3 with output 
stage - N291- 


* Ignition coil 4 with output 
stage - N292- 


QO Removing and installing 


=> page 249 
7 - Spark plug 
Q 30Nm 
8 - O-ring 


QO Renew after removing 


9 - Engine speed sender - G28- 
Q Removing and installing > page 252 
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10 - Bolt 
QO 4.5Nm 


Electrical connectors for ignition coils - tightening torque 
— Tighten bolts -arrow- to 5 Nm. 


1.2 Removing and installing ignition coils 
with output stages 


The ignition coils are easier to remove when the engine is warm. 
The grease used at the factory facilitates removal of the ignition 
coils and spark plug connectors when the engine is warm. 


Special tools and workshop equipment required 


* Puller - 
T40039 


Protected by copyright. Copying for private or ct 


permitted unless authorised by AUDI AG. AUDI AG does not g 


with respect to the correctness of information in 


* For silicone paste, refer to > Electronic parts catalogue . 
Removing 

— Remove engine cover panel > page 11. 

— Remove bolts -arrow- for connector rail. 
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(4) Note 


T40039 
* Toremove ignition coils, fit puller - T40039- onto upper (thick) yy 
rib -arrow- of ignition coil with output stage. 


@ The lower ribs can be damaged if they are used. 


— Using puller - T40039- , pull all ignition coils approx. 30 mm 
out of spark plug holes. 


— Release connectors and unplug all connectors from the igni- 
tion coils at the same time. 


Installing 


Ignition coils can be damaged irreparably if the wrong lubricant 


is used. 
— Use only the approved silicone paste. 


— Apply a thin bead of silicone paste all around end of sealing 
hose of ignition coil with output stage -arrow-. 


N28-10079 
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— Fit all ignition coils loosely into spark plug holes. 


— Align ignition coils with electrical connectors and plug all con- 
nectors simultaneously onto coils. 


— Press ignition coils onto spark plugs by hand with uniform 
pressure (do not use any tools). 


— Install engine cover panel > page 11 . 
Tightening torques 


* = Fig. "Electrical connectors for ignition coils - tightening tor- 
que" , page 249 


1.3 Removing and installing knock sensor 1 
- G61- 


Removing 


n Note 


Knock sensor 1 - G61- is located below the intake manifold and 
behind the coolant pump. 
Vehicles with hybrid drive: 


Safety precautions > 4-cylinder direct injection engine (2.0 Itr. 4- 
valve TFSI); Rep. gr. 28 ; Ignition system; Removing and instal- 
ling knock sensor 1 - G61- 


All vehicles: 

— Remove thermostat > page 181. 

— Unplug electrical connector -2-. 

— Remove knock sensor 1 - G61- . 

Installing 

Installation is carried out in reverse order; note the following: 
— Install thermostat ^ page 181 . 

Tightening torques 

9 = “1.1 Exploded view - ignition system", page 248 
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1.4 Removing and installing Hall senders 
Removing 

— Remove engine cover panel > page 11. 

— Unplug electrical connector -1-. 

— Unscrew bolt -2- and detach Hall sender - G40- . 
Installing 


Installation is carried out in reverse order; note the following: 


* Renew O-ring after removal. e n i 
— Install engine cover panel ^ page 11 . we ) 


Tightening torques 
@ = “1.1 Exploded view - ignition system", page 248 


1.5 Removing and installing engine speed 
sender - G28- 
Special tools and workshop equipment required 


* Assembly tool - T10118- 
T10118 


WO0-11303 


Vehicles with hybrid drive: 


Safety precautions > 4-cylinder direct injection engine (1.8, 2.0 
Itr. 4-valve TFSI); Rep. gr. 28 ; Ignition system; Removing and 
installing engine speed sender - G28- 


Removing 


— Unplug electrical connector at engine speed sender - G28- 
-2- using assembly tool - T10118- . 


— Unscrew bolt -1- and detach engine speed sender - G28- . 
Installing 

Installation is carried out in reverse sequence. 

Tightening torques 

9 = “1.1 Exploded view - ignition system", page 248 
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